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SECTION 00 11 16 1 

INVITATION TO BID 2 

 3 

PROJECT INFORMATION 4 

Notice to Bidders:  Qualified bidders are invited to submit bids for Project as described in this Document 5 

according to the Instructions to Bidders. 6 

 7 

Project Identification: Alma Fire Station Remodel – Phase 2 8 

Project Number: 25020.01 9 

Project Location: 1225 South Main Street, Alma, WI 54610 10 

Owner's Representative: Mayor Rick Champeny 11 

Architect: Lien & Peterson Architects, Inc. 12 

Supervising Professional: William Boettcher, PE 13 

 14 

This remodel project will include a new unisex shower/toilet room. The South East exterior wall and 15 

associated overhead doors will be reworked with the intent to fit all of Alma City Fire Station 16 

vehicles within the garage seamlessly. In addition, the garage floor slab will be removed and a new 17 

concrete floor will be poured. All associated plumbing, electrical, and mechanical rework will be 18 

necessary, see plans. 19 

 20 

Construction Contract: Bids will be received for the following Work: 21 

 22 

General Contract (all trades). 23 

 24 

BID SUBMITTAL AND OPENING 25 

Owner will receive sealed bids until the bid time and date at the location indicated below. Owner will 26 

consider bids prepared in compliance with the Instructions to Bidders issued by Owner, and delivered as 27 

follows: 28 

 29 

Bid Date: August 13, 2026. 30 

Bid Time: 2:00 p.m., local time. 31 

Location: Alma City Hall, 314 North Main Street, Alma, WI 54610 32 

 33 

Bids will be thereafter publicly opened and read aloud. 34 

 35 

BID SECURITY 36 

Bid security shall be submitted with each bid in the amount of 5 percent of the bid amount. No bids may be 37 

withdrawn for a period of 60 days after opening of bids. Owner reserves the right to reject any and all bids 38 

and to waive informalities and irregularities. 39 

 40 

PREBID CONFERENCE 41 

A prebid conference for all bidders will be held at 314 Main Street, Alma, WI 54610 on July 21, 2026 at 42 

10:00 a.m., local time. Prospective bidders are requested to attend, but not required. 43 

 44 

DOCUMENTS 45 

Printed Procurement and Contracting Documents: Obtain after July 16, 2026 on our website at 46 

www.lienandpetersonarchitects.com and at the following builders exchanges, Northwest Regional Builders 47 

Exchange, La Crosse Builders Exchange, and Minnesota Builders Exchange. 48 

 49 

TIME OF COMPLETION 50 

The undersigned Bidder proposes and agrees hereby to commence the Work of the Contract Documents on 51 

a date specified in a written Notice to Proceed to be issued by Architect, and shall fully complete the Work 52 

within 180 calendar days. 53 

http://www.lienandpetersonarchitects.com/
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BIDDER'S QUALIFICATIONS 1 

Bidders must be properly licensed under the laws governing their respective trades and be able to obtain 2 

insurance and bonds required for the Work. A Performance Bond, a separate Labor and Material Payment 3 

Bond, and Insurance in a form acceptable to Owner will be required of the successful Bidder. 4 

 5 

INTERPRETATION 6 

No verbal explanation or instructions will be given in regard to the meaning of the drawings or 7 

specifications during the bid period.  Bidders shall bring inadequacies, omissions, or conflicts to the 8 

Architect/Engineer's attention at least nine (9) business days before the date set for bid opening.  Prompt 9 

clarification will be supplied to all bidders of record by addendum. 10 

 11 

Failure to so request clarification or interpretation of the drawings and specifications will not relieve the 12 

successful Bidder of responsibility.  Signing of the contract will be considered as implicitly denoting that 13 

the Contractor has thorough understanding of the scope of work and comprehension of the contract 14 

documents. 15 

 16 

The Architect/Engineer will be responsible for verbal instructions. 17 

 18 

END OF DOCUMENT 19 
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SECTION 00 21 00  1 

INSTRUCTIONS TO BIDDERS 2 
 3 
PROJECT INFORMATION 4 
Project Identification: Alma Fire Station Remodel – Phase 2 5 
Project Number: 25020.01 6 
Project Location: 1225 South Main Street, Alma, WI 54610 7 
Owner's Representative: Mayor Rick Champeny 8 
Architect: Lien & Peterson Architects, Inc. 9 
Supervising Professional: William Boettcher, PE 10 
 11 
DEFINITIONS 12 
Bidding Documents include the Bidding Requirements and the Proposed Contract Documents. The Bidding 13 
Requirements consist of the invitation to bid, Instructions to Bidders, the bid form, and any other bidding 14 
forms. The Proposed Contract Documents consist of the unexecuted form of Agreement between the 15 
Owner and Contractor and that Agreement’s Exhibits, Conditions of the Contract (General, Supplementary 16 
and other Conditions), Drawings, Specifications, and all Addenda.  17 
 18 
Addenda are written or graphic instruments issued prior to Bid Deadline which modify or interpret the 19 
bidding documents, including Drawings and Specifications, by addition, deletion, clarification and/or 20 
correction.  Addenda become part of the Contract Documents. 21 
 22 
A Bidder is a person or entity who submits a Bid and who meets the requirements set forth in the Bidding 23 
Documents. 24 
 25 
A Sub-bidder is a person or entity who submits a bid to a Bidder for materials, equipment, or labor for a 26 
portion of the Work. 27 
 28 
The terms, Architect and A/E shall mean Lien & Peterson Architects, Inc. 29 
 30 
BIDDERS REPRESENTATION 31 
Each bidder by making his bid represents that he has read and understands the bidding documents and that 32 
he has visited the site and familiarized himself with the local conditions under which the Work is to be 33 
performed. 34 
 35 
BIDDING PROCEDURES 36 
All bids must be prepared on the form provided in this Project Manual and submitted in accordance with 37 
the Instructions to Bidders.  REMOVE FORM FROM PROJECT MANUAL.  Do not submit entire 38 
project manual.  Submit only one Bid Form.  Bid shall be completed in accordance with the requirements 39 
stated in this section.  Place bid in an opaque envelope and seal.  No other information shall be included 40 
with the Bid Form except any required bond or information requested herein or by Addendum.  Mark the 41 
exterior of the envelope as follows: 42 
 43 

CONTRACTORS PROPOSAL 44 
(Give Project Name) 45 
(State Portion of the Work Bid Upon) 46 
(Contractor's Name and Address) 47 

 48 
No bidder shall modify, withdraw, or cancel his bid or any part thereof for thirty (30) days after the Bid 49 
Deadline. 50 
 51 
A bid is invalid if it has not been deposited at the designated location prior to the Bid Deadline.  Such a bid 52 
will not be opened and will be returned to the bidder. 53 
 54 



Alma Fire Station Remodel – Phase 2 
00 21 00 - 2 

Bids will be received for contracts as provided in the Bid/Proposal form. 1 
 2 
ADDENDA 3 
Addenda will be made available through the same online platform as the Bid Documents. Questions 4 
regarding plans and specifications are due by July 30, 2026. An addendum will be issued on August 6, 5 
2026. 6 
 7 
BIDDING DOCUMENTS 8 
Contracting Documents: Obtain digital copies after July 16, 2026 on our website at 9 
www.lienandpetersonarchitects.com and at the following builders exchanges; Northwest Regional Builders 10 
Exchange, La Crosse Builders Exchange, and Minnesota Builders Exchange. 11 
 12 
Refer to section 00 43 93 “Bid Submittal Checklist” to ensue all documents are submitted with bid. 13 
 14 
Bidders shall use complete Bidding Documents in preparing Bids. Neither the Owner nor Architect 15 
assumes responsibility for errors or misinterpretations resulting from the use of incomplete Bidding 16 
Documents. 17 
 18 
The Bidding Documents will be available for the sole purpose of obtaining Bids on the Work. No license or 19 
grant of use is conferred by distribution of the Bidding Documents. 20 
  21 
EXAMINATION OF BIDDING DOCUMENTS 22 
The Bidder shall carefully study the Bidding Documents, shall examine the site and local 23 
conditions, and shall notify the Architect of errors, inconsistencies, or ambiguities discovered and 24 
request clarification or interpretation. 25 
 26 
No verbal explanation or instructions will be given in regard to the meaning of the drawings or 27 
specifications during the bid period.  Bidders shall bring inadequacies, omissions, or conflicts to the 28 
Architect/Engineer's attention, in writing, at least nine (9) days prior to the bid date.   29 
 30 
Modifications and interpretations of the Bidding Documents shall be made by Addendum. 31 
Modifications and interpretations of the Bidding Documents made in any other manner shall not 32 
be binding, and Bidders shall not rely upon them. 33 
 34 
Failure to so request clarification or interpretation of the drawings and specifications will not relieve the 35 
successful Bidder of responsibility.  Signing of the contract will be considered as implicitly denoting that 36 
the Contractor has thorough understanding of the scope of work and comprehension of the contract 37 
documents. 38 
 39 
INSURANCE REQUIREMENTS 40 
The Contractor shall purchase and maintain property insurance upon the entire Work at the site to the full 41 
insurable value thereof.  This insurance shall include the interests of the Owner, the Contractor, 42 
Subcontractors and Sub-subcontractors in the Work and shall insure against the perils of fire and extended 43 
coverage and shall include "all risk" insurance for physical loss or damage including, without duplication 44 
coverage, theft, vandalism and malicious mischief. 45 
 46 
SUBSTITUTIONS 47 
Each bidder represents that his bid is based upon the materials and equipment described in the bidding 48 
documents. 49 
 50 
No substitution will be considered unless written request has been submitted to the A/E for approval at least 51 
ten (10) days prior to the date for receipt of bids.  Each such request shall include a complete description of 52 
the proposed substituted, drawings, cuts, performance and test data and any other data or information 53 
necessary for a complete evaluation.  Approval of substitutions will be set forth by Addendum. 54 
 55 

http://www.lienandpetersonarchitects.com/
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Approval by the A/E of a manufacturer for specified items shall not be deemed as approval of all products 1 
or models that the manufacturer can furnish but only the single product which most closely duplicates the 2 
item originally specified. 3 
 4 
The responsibility for all revisions to the work required by substitutions shall be borne solely by the 5 
Contractor who utilizes the substitution, including the following: 6 
 7 

Additional work by other Contractors. 8 
Changes to the building structure or room sizes. 9 
Additional associated devices, connections, wiring, etc. 10 
Properly notifying other contractors as to the effect of such substitutions on their contract. 11 

 12 
PRODUCT OR MATERIAL AVAILABILITY 13 
Prior to the receipt of bids, verify that all specified items, products, materials, etc., will be available for 14 
timely inclusion in the work.  Should any item not be available, notify the A/E.  Extra costs resulting from 15 
delays caused by failure to determine availability of specified items shall be borne by the Contractor. 16 
 17 
QUALIFICATION OF BIDDERS 18 
Before the award of any contract, the owner shall be satisfied that the bidder, (1) maintains a permanent 19 
place of business, (2) has adequate equipment to do the work properly, (3) has a suitable financial status to 20 
meet obligations incident to the work, (4) has appropriate technical experience, and (5) has satisfactorily 21 
completed contracts of similar nature and magnitude. 22 
 23 
SUBMISSION OF BIDS 24 
All bids shall be submitted on the standard Bid Forms enclosed in the specifications and only bids that are 25 
made on the Bid Forms will be considered.  The entire Bid Form including the Addendum 26 
Receipt/Signature page, the Bid Bond Form, and other supporting documents (if any), shall be filled out 27 
and submitted in the manner specified hereinafter. SPECIFICATIONS SHALL NOT ACCOMPANY BID. 28 
 29 
Bidders shall submit a Single Base Bid for all the work. No bids for any subdivision or any sub-30 
classification of this work will be accepted. Any conditional bid, amendment to the Bid Form or appendant 31 
thereto, the inclusion of any correspondence, written or printed matter, unsolicited material or data, or 32 
details of any nature other than the information specifically called for, will disqualify the Bid.  33 
Telecommunication alterations to the bid will not be accepted. 34 
 35 
Any addendum issued during the time of bidding shall become a part of the Contract Documents.  Bidders 36 
shall acknowledge receipt of such addendum in the appropriate space provided on the Bid Form.  Bid will 37 
be rejected if receipt of an addendum applicable to the award of contract has not been acknowledged on the 38 
Bid Form. 39 
 40 
Bidder shall be responsible for the sealed bid being delivered to the place designated for the bid opening 41 
before the time specified. Bids received after the time indicated in the Advertisement for Bids will be 42 
rejected. 43 
 44 
Bid will be considered invalid and will be rejected if it has not been signed by the Bidder. 45 
 46 
AWARD OR REJECTION OF BIDS 47 
Review the Bid Form for procedures to be followed should the bid be accepted by the Owner.  Notice that 48 
prompt delivery of the required documents is required.  The bidder acknowledges the right of the Owner to 49 
reject any or all bids and to waive any informality or irregularity in any bid received.  In addition, the 50 
bidder recognizes the right of the Owner to reject a bid if the bidder failed to furnish any required bid 51 
security, or to submit the data required by the bidding documents, or if the bid is in any way incomplete or 52 
irregular. 53 
 54 
 55 
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SUBMISSION OF POST-BID INFORMATION 1 
Upon request by the A/E, the selected bidder shall within seven (7) days thereafter submit the following: 2 
 3 

A statement of costs for each major item of Work included in the bid. 4 
 5 

A designation of the Work to be performed by the bidder with his own forces. 6 
 7 

A list of names of the Subcontractors or other persons or organizations (including those who are to 8 
furnish materials or equipment fabricated to a special design) proposed for the principal portions 9 
of the Work.  10 

 11 
PERFORMANCE BOND AND PAYMENT BOND 12 
The Bidder who is awarded the work shall furnish and pay for bonds covering the faithful performance of 13 
the Contract and the payment of all obligations arising thereunder in such form as the Owner may prescribe 14 
and with such sureties secured through the bidder's usual sources as may be agreeable to the parties.  The 15 
amount of each bond shall be 100% of the Contract Amount.  Bonds shall be dated not later than the date of 16 
execution of the Contract.  The attorney-in-fact who executes the required bonds on behalf of the surety 17 
shall affix thereto a certified and current copy of his power-of-attorney indicating the limit of such power. 18 
 19 
Bond form shall be AIA Document WIS. A311, latest edition, "Private Improvement Performance Bond" 20 
and "Private Improvement Labor and Material Payment Bond." 21 
 22 
RETAINAGE 23 
Retainage will be accumulated at 10% of the amount due until 50% completion.  Upon substantial 24 
completion, payments shall be increased to 98% of the amount due, less allowance for incomplete and 25 
unsatisfactory work. 26 

 27 
END OF SECTION 28 
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SECTION 00 26 00 1 

PROCUREMENT SUBSTITUTION PROCEDURES 2 

 3 

DEFINITIONS 4 

Procurement Substitution Requests: Requests for changes in products, materials, equipment, and methods 5 

of construction from those indicated in the Procurement and Contracting Documents, submitted prior to 6 

receipt of bids. 7 

 8 

Substitution Requests: Requests for changes in products, materials, equipment, and methods of construction 9 

from those indicated in the Contract Documents, submitted following Contract award. See Section 01 25 00 10 

"Substitution Procedures" for conditions under which Substitution requests will be considered following 11 

Contract award. 12 

 13 

QUALITY ASSURANCE 14 

Compatibility of Substitutions: Investigate and document compatibility of proposed substitution with 15 

related products and materials. Engage a qualified testing agency to perform compatibility tests 16 

recommended by manufacturers. 17 

 18 

PROCUREMENT SUBSTITUTIONS 19 

Procurement Substitutions, General: By submitting a bid, the Bidder represents that its bid is based on 20 

materials and equipment described in the Procurement and Contracting Documents, including Addenda. 21 

Bidders are encouraged to request approval of qualifying substitute materials and equipment when the 22 

Specifications Sections list materials and equipment by product or manufacturer name. 23 

 24 

Procurement Substitution Requests will be received and considered by Owner when the following 25 

conditions are satisfied, as determined by Architect; otherwise requests will be returned without action: 26 

 27 

Extensive revisions to the Contract Documents are not required. 28 

Proposed changes are in keeping with the general intent of the Contract Documents, including the level 29 

of quality of the Work represented by the requirements therein. 30 

The request is fully documented and properly submitted. 31 

 32 

SUBMITTALS 33 

Procurement Substitution Request: Submit to Architect. Procurement Substitution Request must be made in 34 

writing in compliance with the following requirements: 35 

 36 

Requests for substitution of materials and equipment will be considered if received no later than 10 37 

days prior to date of bid opening. 38 

Submittal Format: Submit copies of each written Procurement Substitution Request, using CSI 39 

Substitution Request Form 1.5C. 40 

Provide certification by manufacturer that the substitute proposed is equal to or superior to that 41 

required by the Procurement and Contracting Documents, and that its in-place performance will 42 

be equal to or superior to the product or equipment specified in the application indicated. 43 

Bidder, in submitting the Procurement Substitution Request, waives the right to additional 44 

payment or an extension of Contract Time because of the failure of the substitute to perform as 45 

represented in the Procurement Substitution Request. 46 

 47 

Architect's Action: 48 

 49 

Architect may request additional information or documentation necessary for evaluation of the 50 

Procurement Substitution Request. Architect will notify all bidders of acceptance of the proposed 51 

substitute by means of an Addendum to the Procurement and Contracting Documents. 52 

 53 

Architect's approval of a substitute during bidding does not relieve Contractor of the responsibility to 54 

submit required shop drawings and to comply with all other requirements of the Contract Documents. 55 
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SECTION 00 31 43 1 

PERMIT APPLICATION 2 

 3 

PERMIT APPLICATION INFORMATION 4 

This Document with its referenced attachments is part of the Procurement and Contracting Requirements 5 

for Project. They provide Owner's information for Bidders' convenience and are intended to supplement 6 

rather than serve in lieu of the Bidders' own investigations. This Document and its attachments are not part 7 

of the Contract Documents. 8 

 9 

Permit Application: Complete building permit application and file with authorities having jurisdiction 10 

within five days of the date of execution of the Contract. 11 

 12 

END OF DOCUMENT 13 
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BID FORM - STIPULATED SUM (SINGLE-PRIME CONTRACT) 2 

 3 

BID INFORMATION 4 

 5 

Bidder: ____________________________________________________. 6 

Project Name: Alma Fire Station Remodel – Phase 2 7 

Project Location: 1225 South Main Street, Alma, WI 54610 8 

Owner: City of Alma 9 

Architect: Lien & Peterson Architects, Inc. 10 

Architect Project Number: 25020.01 11 

Date: July 10, 2026 12 

 13 

CERTIFICATIONS AND BASE BID 14 

Base Bid, Single-Prime (All Trades) Contract: The undersigned Bidder, having carefully examined the 15 

Procurement and Contracting Requirements, Conditions of the Contract, Drawings, Specifications, and all 16 

subsequent Addenda, as prepared by Lien & Peterson Architects, Inc. and Architect's consultants, having 17 

visited the site, and being familiar with all conditions and requirements of the Work, hereby agrees to 18 

furnish all material, labor, equipment and services, including all scheduled allowances, necessary to 19 

complete the construction of the above-named project, according to the requirements of the Procurement 20 

and Contracting Documents, for the stipulated sum of: 21 

 22 

 23 

________________________________________________ Dollars ($______________). 24 

The above amount may be modified by amounts indicated by the Bidder on the attached Document 25 

004322 "Unit Prices Form" and Document 004323 "Alternates Form." 26 

 27 

BID GUARANTEE 28 

The undersigned Bidder agrees to execute a contract for this Work in the above amount and to furnish 29 

surety as specified within 10 days after a written Notice of Award, if offered within 60 days after receipt of 30 

bids, and on failure to do so agrees to forfeit to Owner the attached cash, cashier's check, certified check, 31 

U.S. money order, or bid bond, as liquidated damages for such failure, in the following amount constituting 32 

five percent (5%) of the Base Bid amount above: 33 

 34 

 35 

________________________________________________ Dollars ($______________). 36 

 37 

In the event Owner does not offer Notice of Award within the time limits stated above, Owner will return 38 

to the undersigned the cash, cashier's check, certified check, U.S. money order, or bid bond. 39 

 40 

SUBCONTRACTORS AND SUPPLIERS 41 

The following companies shall execute subcontracts for the portions of the Work indicated: 42 

 43 

Roofing Work: _________________________________________________________. 44 

 45 

Plumbing Work: ________________________________________________________. 46 

 47 

HVAC Work: __________________________________________________________. 48 

 49 

Electrical Work: _________________________________________________________. 50 

 51 

TIME OF COMPLETION 52 

The undersigned Bidder proposes and agrees hereby to commence the Work of the Contract Documents on 53 

a date specified in a written Notice to Proceed to be issued by Architect, and shall fully complete the Work 54 

within 180 calendar days. 55 
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 1 

ACKNOWLEDGMENT OF ADDENDA 2 

The undersigned Bidder acknowledges receipt of and use of the following Addenda in the preparation of 3 

this Bid: 4 

 5 

Addendum No. 1, dated ____________________. 6 

 7 

Addendum No. 2, dated ____________________. 8 

 9 

Addendum No. 3, dated ____________________. 10 

 11 

Addendum No. 4, dated ____________________. 12 

 13 

BID SUPPLEMENTS 14 

The following supplements are a part of this Bid Form and are attached hereto. 15 

 16 

Bid Form Supplement - Unit Prices. 17 

Bid Form Supplement - Bid Bond Form (AIA Document A310-2010). 18 

 19 

CONTRACTOR'S LICENSE 20 

The undersigned further states that it is a duly licensed contractor, for the type of work proposed, in the 21 

State of Wisconsin, and that all fees, permits, etc., pursuant to submitting this proposal have been paid in 22 

full. 23 

 24 

SUBMISSION OF BID 25 

 26 

Respectfully submitted this ____ day of ____________, 2026. 27 

 28 

Submitted By:______________________________(Name of bidding firm or corporation). 29 

 30 

Authorized Signature:____________________________________(Handwritten signature). 31 

 32 

Signed By:______________________________________________(Type or print name). 33 

 34 

Title:___________________________________(Owner/Partner/President/Vice President). 35 

 36 

Witnessed By:___________________________________________(Handwritten signature). 37 

 38 

Attest:_______________________________________________(Handwritten signature). 39 

 40 

By:____________________________________________________(Type or print name). 41 

 42 

Title:_________________________________(Corporate Secretary or Assistant Secretary). 43 

 44 

Street Address:___________________________________________________________. 45 

 46 

City, State, Zip:___________________________________________________________. 47 

 48 

Phone:__________________________________________________________________. 49 

 50 

License No.:_____________________________________________________________. 51 

 52 

Federal ID No.:_____________________________________(Affix Corporate Seal Here). 53 

 54 

END OF DOCUMENT 55 
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SECTION 00 43 13 1 

BID SECURITY FORMS 2 

 3 

BID FORM SUPPLEMENT 4 

A completed bid bond form is required to be attached to the Bid Form. 5 

 6 

BID BOND FORM 7 

AIA Document A312-2010 "Bid Bond" is the recommended form for a bid bond. A bid bond acceptable to 8 

Owner, or other bid security as described in the Instructions to Bidders, is required to be attached to the Bid 9 

Form as a supplement. 10 

 11 

Copies of AIA standard forms may be obtained from The American Institute of Architects; 12 

https://www.aiacontracts.org/; email: docspurchases@aia.org; (800) 942-7732. 13 

 14 

END OF DOCUMENT 15 

https://www.aiacontracts.org/
../../../../../start/docspurchases@aia.org
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SECTION 00 43 93 1 

BID SUBMITTAL CHECKLIST 2 

 3 

BID INFORMATION 4 

 5 

Bidder: ___________________________________________________________. 6 

 7 

Prime Contract: ____________________________________________________. 8 

Project Name: Alma Fire Station Remodel – Phase 2 9 

Project Location: 1225 South Main Street, Alma, WI 54610 10 

Owner: City of Alma 11 

Architect: Lien & Peterson Architects, Inc. 12 

Architect Project Number: 25020.01 13 

 14 

BIDDER'S CHECKLIST 15 

In an effort to assist the Bidder in properly completing all documentation required, the following checklist 16 

is provided for the Bidder's convenience. The Bidder is solely responsible for verifying compliance with 17 

bid submittal requirements. 18 

 19 

Attach this completed checklist to the outside of the Submittal envelope. 20 

 21 

Used the Bid Form provided in the Project Manual. 22 

Prepared the Bid Form as required by the Instructions to Bidders. 23 

Indicated on the Bid Form the Addenda received. 24 

Attached to the Bid Form: Bid Bond OR a certified check for the amount required. 25 

Bid envelope shows name and address of the Bidder. 26 

Bid envelope shows the Bidder's Contractor's License Number. 27 

Bid envelope shows name of Project being bid. 28 

Bid envelope shows name of Prime Contract being bid, if applicable. 29 

Bid envelope shows time and day of Bid Opening. 30 

Verified that the Bidder can provide executed Performance Bond and Labor and Material Bond. 31 

Verified that the Bidder can provide Certificates of Insurance in the amounts indicated. 32 

 33 

END OF DOCUMENT 34 
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SECTION 00 60 00 1 

PROJECT FORMS 2 

 3 

FORM OF AGREEMENT AND GENERAL CONDITIONS 4 

The following form of Owner/Contractor Agreement and form of the General Conditions shall be used for 5 

Project: 6 

 7 

AIA Document A101-2017 "Standard Form of Agreement between Owner and Contractor Where the 8 

Basis of Payment is a Stipulated Sum." 9 

 10 

The General Conditions for Project are AIA Document A201-2017 "General Conditions of the 11 

Contract for Construction." 12 

 13 

The General Conditions are incorporated by reference. 14 

 15 

ADMINISTRATIVE FORMS 16 

Administrative Forms: Additional administrative forms are specified in Division 01 General Requirements. 17 

 18 

Copies of AIA standard forms may be obtained from the American Institute of Architects; 19 

www.aiacontractdocsaiacontracts.org; (800) 942-7732. 20 

 21 

Preconstruction Forms: 22 

 23 

Form of Performance Bond and Labor and Material Bond: AIA Document A312-2010 "Performance 24 

Bond and Payment Bond." 25 

Form of Certificate of Insurance: AIA Document G715-2017 "Supplemental Attachment for ACORD 26 

Certificate of Insurance 25." 27 

 28 

Information and Modification Forms: 29 

 30 

Form for Requests for Information (RFIs): AIA Document G716-2004 "Request for Information 31 

(RFI)." 32 

Form of Request for Proposal: AIA Document G709-2018 "Proposal Request." 33 

Change Order Form: AIA Document G701-2017 "Change Order." 34 

Form of Architect's Memorandum for Minor Changes in the Work: AIA Document G710-2017 35 

"Architect's Supplemental Instructions." 36 

Form of Change Directive: AIA Document G714-2017 "Construction Change Directive." 37 

 38 

Payment Forms: 39 

 40 

Schedule of Values Form: AIA Document G703-1992 "Continuation Sheet." 41 

Payment Application: AIA Document G702-1992/703-1992 "Application and Certificate for Payment 42 

and Continuation Sheet." 43 

Form of Contractor's Affidavit: AIA Document G706-1994 "Contractor's Affidavit of Payment of 44 

Debts and Claims." 45 

Form of Affidavit of Release of Liens: AIA Document G706A-1994 "Contractor's Affidavit of 46 

Payment of Release of Liens." 47 

Form of Consent of Surety: AIA Document G707-1994 "Consent of Surety to Final Payment." 48 

 49 

END OF SECTION 50 

https://www.aiacontracts.org/
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SECTION 01 10 00 1 

SUMMARY 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Project information. 8 

Work covered by Contract Documents. 9 

Contractor's use of site and premises. 10 

Coordination with occupants. 11 

Work restrictions. 12 

 13 

PROJECT INFORMATION 14 

Project Identification: Alma Fire Station Remodel – Phase 2 15 

Project Location: 1225 South Main Street, Alma, WI 54610 16 

Owner's Representative: Mayor Rick Champeny 17 

 18 

Consultants: The following design professionals have prepared designated portions of the Contract 19 

Documents: 20 

 21 

 Architect: Lien & Peterson Architects, Inc. 22 

 23 

Designer: Apex Engineering 24 

Address: 110 E Grand Avenue, Eau Claire, WI 54701 25 

Plumbing Designer: Mike Belden 26 

Mechanical Designer: Todd Armstrong 27 

Electrical Designer: Paul Kuchta 28 

 29 

WORK COVERED BY CONTRACT DOCUMENTS 30 

The Work of Project is defined by the Contract Documents and includes, but is not limited to, the 31 

following: 32 

 33 

This remodel project will include a new unisex shower/toilet room. The South East exterior wall and 34 

associated overhead doors will be reworked with the intent to fit all of Alma City Fire Station 35 

vehicles within the garage seamlessly. In addition, the garage floor slab will be removed and a new 36 

concrete floor will be poured. All associated plumbing, electrical, and mechanical rework will be 37 

necessary, see plans. 38 

 39 

Type of Contract: 40 

 41 

Project will be constructed under a single prime contract. 42 

 43 

CONTRACTOR'S USE OF SITE AND PREMISES 44 

Unrestricted Use of Site: Contractor shall have full use of Project site for construction operations during 45 

construction period. Contractor's use of Project site is limited only by Owner's right to perform work or to 46 

retain other contractors on portions of Project. 47 

 48 

Restricted Use of Site: Contractor shall have limited use of Project site for construction operations as 49 

indicated on Drawings by the Contract limits and as indicated by requirements of this Section. 50 

 51 

Limits on Use of Site: Limit use of Project site to Work in areas indicated. Do not disturb portions of 52 

Project site beyond areas in which the Work is indicated. 53 

 54 

Limits on Use of Site: Confine construction operations to area of work. 55 
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Driveways, Walkways, and Entrances: Keep driveways and entrances serving premises clear and 1 

available to Owner, Owner's employees, and emergency vehicles at all times. Do not use these areas 2 

for parking or for storage of materials. 3 

 4 

Condition of Existing Building: Maintain portions of existing building affected by construction operations 5 

in a weathertight condition throughout construction period. Repair damage caused by construction 6 

operations. 7 

 8 

Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and hardscaping 9 

affected by construction operations throughout construction period. Repair damage caused by construction 10 

operations. 11 

 12 

COORDINATION WITH OCCUPANTS 13 

Full Owner Occupancy: Owner will occupy site and existing building during entire construction period. 14 

Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner usage. 15 

Perform the Work so as not to interfere with Owner's day-to-day operations. Maintain existing exits unless 16 

otherwise indicated. 17 

 18 

WORK RESTRICTIONS 19 

Comply with restrictions on construction operations. 20 

 21 

Comply with limitations on use of public streets, work on public streets, rights of way, and other 22 

requirements of authorities having jurisdiction. 23 

 24 

Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or others 25 

unless permitted under the following conditions and then only after providing temporary utility services 26 

according to requirements indicated: 27 

 28 

Notify Architect and Owner not less than seven days in advance of proposed utility interruptions. 29 

Obtain Architect's written permission before proceeding with utility interruptions. 30 

 31 

Noise, Vibration, Dust, and Odors: Coordinate operations that may result in high levels of noise and 32 

vibration, dust, odors, or other disruption to Owner occupancy with Owner. 33 

 34 

Notify Architect and Owner not less than three days in advance of proposed disruptive operations. 35 

Obtain Architect's written permission before proceeding with disruptive operations. 36 

 37 

Smoking and Controlled Substance Restrictions: Use of tobacco products, alcoholic beverages, and other 38 

controlled substances on Owner's property is not permitted. 39 

 40 

PART 2 - PRODUCTS (Not Used) 41 

 42 

PART 3 - EXECUTION (Not Used) 43 

 44 

END OF SECTION 45 
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SECTION 01 23 00 1 

ALTERNATES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for alternates. 7 

 8 

DEFINITIONS 9 

Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined in the 10 

bidding requirements that may be added to or deducted from the base bid amount if the Owner decides to 11 

accept a corresponding change either in the amount of construction to be completed or in the products, 12 

materials, equipment, systems, or installation methods described in the Contract Documents. 13 

 14 

Alternates described in this Section are part of the Work only if enumerated in the Agreement. 15 

The cost or credit for each alternate is the net addition to or deduction from the Contract Sum to 16 

incorporate alternates into the Work. No other adjustments are made to the Contract Sum. 17 

 18 

PROCEDURES 19 

Coordination: Revise or adjust affected adjacent work as necessary to completely integrate work of the 20 

alternate into Project. 21 

 22 

Include as part of each alternate, miscellaneous devices, accessory objects, and similar items incidental 23 

to or required for a complete installation whether or not indicated as part of alternate. 24 

 25 

Execute accepted alternates under the same conditions as other work of the Contract. 26 

 27 

Schedule: A schedule of alternates is included at the end of this Section. Specification Sections referenced 28 

in schedule contain requirements for materials necessary to achieve the work described under each 29 

alternate. 30 

 31 

PART 2 - PRODUCTS (Not Used) 32 

 33 

PART 3 - EXECUTION 34 

 35 

SCHEDULE OF ALTERNATES 36 

Alternate No. 1: Floor Finish. 37 

 38 

Base Bid: Install sealed concrete as the garage floor finish. 39 

 40 

Alternate: Install non slip epoxy floor in lieu of sealed concrete as the garage floor finish. 41 

 42 

 43 

END OF SECTION 44 
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SECTION 01 25 00 1 

SUBSTITUTION PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for substitutions. 7 

 8 

Related Requirements: 9 

 10 

Document 00 26 00 "Contract Modification Procedures" for requirements for substitution requests 11 

prior to award of Contract. 12 

Section 01 60 00 "Product Requirements" for requirements for submitting comparable product 13 

submittals for products by listed manufacturers. 14 

 15 

DEFINITIONS 16 

Substitutions: Changes in products, materials, equipment, and methods of construction from those required 17 

by the Contract Documents and proposed by Contractor. 18 

 19 

Substitutions for Cause: Changes proposed by Contractor that are required due to changed Project 20 

conditions, such as unavailability of product, regulatory changes, or unavailability of required 21 

warranty terms. 22 

Substitutions for Convenience: Changes proposed by Contractor or Owner that are not required in 23 

order to meet other Project requirements but may offer advantage to Contractor or Owner. 24 

 25 

ACTION SUBMITTALS 26 

Substitution Requests: Submit three copies of each request for consideration. Identify product or fabrication 27 

or installation method to be replaced. Include Specification Section number and title and Drawing numbers 28 

and titles. 29 

 30 

Substitution Request Form: Use form acceptable to Architect. 31 

Documentation: Show compliance with requirements for substitutions and the following, as applicable: 32 

 33 

Statement indicating why specified product or fabrication or installation method cannot be 34 

provided, if applicable. 35 

Coordination of information, including a list of changes or revisions needed to other parts of the 36 

Work and to construction performed by Owner and separate contractors that will be necessary to 37 

accommodate proposed substitution. 38 

Detailed comparison of significant qualities of proposed substitutions with those of the Work 39 

specified. Include annotated copy of applicable Specification Section. Significant qualities may 40 

include attributes, such as performance, weight, size, durability, visual effect, sustainable design 41 

characteristics, warranties, and specific features and requirements indicated. Indicate deviations, 42 

if any, from the Work specified. 43 

Product Data, including drawings and descriptions of products and fabrication and installation 44 

procedures. 45 

Samples, where applicable or requested. 46 

Certificates and qualification data, where applicable or requested. 47 

List of similar installations for completed projects, with project names and addresses as well as 48 

names and addresses of architects and owners. 49 

Material test reports from a qualified testing agency, indicating and interpreting test results for 50 

compliance with requirements indicated. 51 

Research reports evidencing compliance with building code in effect for Project, from ICC-ES. 52 

Detailed comparison of Contractor's construction schedule using proposed substitutions with 53 

products specified for the Work, including effect on the overall Contract Time. If specified 54 

product or method of construction cannot be provided within the Contract Time, include letter 55 
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from manufacturer, on manufacturer's letterhead, stating date of receipt of purchase order, lack 1 

of availability, or delays in delivery. 2 

Cost information, including a proposal of change, if any, in the Contract Sum. 3 

Contractor's certification that proposed substitution complies with requirements in the Contract 4 

Documents, except as indicated in substitution request, is compatible with related materials and 5 

is appropriate for applications indicated. 6 

Contractor's waiver of rights to additional payment or time that may subsequently become 7 

necessary because of failure of proposed substitution to produce indicated results. 8 

 9 

Architect's Action: If necessary, Architect will request additional information or documentation for 10 

evaluation within seven days of receipt of a request for substitution. Architect will notify Contractor 11 

of acceptance or rejection of proposed substitution within 15 days of receipt of request, or seven 12 

days of receipt of additional information or documentation, whichever is later. 13 

 14 

Forms of Acceptance: Change Order, Construction Change Directive, or Architect's Supplemental 15 

Instructions for minor changes in the Work. 16 

Use product specified if Architect does not issue a decision on use of a proposed substitution 17 

within time allocated. 18 

 19 

QUALITY ASSURANCE 20 

Compatibility of Substitutions: Investigate and document compatibility of proposed substitution with 21 

related products and materials. Engage a qualified testing agency to perform compatibility tests 22 

recommended by manufacturers. 23 

 24 

PROCEDURES 25 

Coordination: Revise or adjust affected work as necessary to integrate work of the approved substitutions. 26 

 27 

SUBSTITUTIONS 28 

Substitutions for Cause: Submit requests for substitution immediately on discovery of need for change, but 29 

not later than 15 days prior to time required for preparation and review of related submittals. 30 

 31 

Conditions: Architect will consider Contractor's request for substitution when the following conditions 32 

are satisfied. If the following conditions are not satisfied, Architect will return requests without 33 

action, except to record noncompliance with these requirements: 34 

 35 

Requested substitution is consistent with the Contract Documents and will produce indicated 36 

results. 37 

Substitution request is fully documented and properly submitted. 38 

Requested substitution will not adversely affect Contractor's construction schedule. 39 

Requested substitution has received necessary approvals of authorities having jurisdiction. 40 

Requested substitution is compatible with other portions of the Work. 41 

Requested substitution has been coordinated with other portions of the Work. 42 

Requested substitution provides specified warranty. 43 

If requested substitution involves more than one contractor, requested substitution has been 44 

coordinated with other portions of the Work, is uniform and consistent, is compatible with other 45 

products, and is acceptable to all contractors involved. 46 

 47 

Substitutions for Convenience: Architect will consider requests for substitution if received within 60 days 48 

after commencement of the Work. Requests received after that time may be considered or rejected at 49 

discretion of Architect. 50 

 51 

Conditions: Architect will consider Contractor's request for substitution when the following conditions 52 

are satisfied. If the following conditions are not satisfied, Architect will return requests without 53 

action, except to record noncompliance with these requirements: 54 

 55 
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Requested substitution offers Owner a substantial advantage in cost, time, energy conservation, or 1 

other considerations, after deducting additional responsibilities Owner must assume. Owner's 2 

additional responsibilities may include compensation to Architect for redesign and evaluation 3 

services, increased cost of other construction by Owner, and similar considerations. 4 

Requested substitution does not require extensive revisions to the Contract Documents. 5 

Requested substitution is consistent with the Contract Documents and will produce indicated 6 

results. 7 

Substitution request is fully documented and properly submitted. 8 

Requested substitution will not adversely affect Contractor's construction schedule. 9 

Requested substitution has received necessary approvals of authorities having jurisdiction. 10 

Requested substitution is compatible with other portions of the Work. 11 

Requested substitution has been coordinated with other portions of the Work. 12 

Requested substitution provides specified warranty. 13 

If requested substitution involves more than one contractor, requested substitution has been 14 

coordinated with other portions of the Work, is uniform and consistent, is compatible with other 15 

products, and is acceptable to all contractors involved. 16 

 17 

PART 2 - PRODUCTS (Not Used) 18 

 19 

PART 3 - EXECUTION (Not Used) 20 

 21 

END OF SECTION 22 
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SECTION 01 26 00 1 

CONTRACT MODIFICATION PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for handling and processing Contract 7 

modifications. 8 

 9 

MINOR CHANGES IN THE WORK 10 

Architect will issue supplemental instructions authorizing minor changes in the Work, not involving 11 

adjustment to the Contract Sum or the Contract Time, on AIA Document G710. 12 

 13 

Work Change Proposal Requests issued by Architect are not instructions either to stop work in 14 

progress or to execute the proposed change. 15 

 16 

PROPOSAL REQUESTS 17 

Owner-Initiated Proposal Requests:  Architect will issue a detailed description of proposed changes in the 18 

Work that may require adjustment to the Contract Sum or the Contract Time. If necessary, the description 19 

will include supplemental or revised Drawings and Specifications. 20 

 21 

Work Change Proposal Requests issued by Architect are not instructions either to stop work in 22 

progress or to execute the proposed change. 23 

Within 20 days, when not otherwise specified, after receipt of Proposal Request, submit a quotation 24 

estimating cost adjustments to the Contract Sum and the Contract Time necessary to execute the 25 

change. 26 

 27 

Include a list of quantities of products required or eliminated and unit costs, with total amount of 28 

purchases and credits to be made. If requested, furnish survey data to substantiate quantities. 29 

Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts. 30 

Include costs of labor and supervision directly attributable to the change. 31 

Include an updated Contractor's construction schedule that indicates the effect of the change, 32 

including, but not limited to, changes in activity duration, start and finish times, and activity 33 

relationship. Use available total float before requesting an extension of the Contract Time. 34 

 35 

Contractor-Initiated Proposals: If latent or changed conditions require modifications to the Contract, 36 

Contractor may initiate a claim by submitting a request for a change to Architect. 37 

 38 

Include a statement outlining reasons for the change and the effect of the change on the Work. Provide 39 

a complete description of the proposed change. Indicate the effect of the proposed change on the 40 

Contract Sum and the Contract Time. 41 

Include a list of quantities of products required or eliminated and unit costs, with total amount of 42 

purchases and credits to be made. If requested, furnish survey data to substantiate quantities. 43 

Indicate applicable taxes, delivery charges, equipment rental, and amounts of trade discounts. 44 

Include costs of labor and supervision directly attributable to the change. 45 

Include an updated Contractor's construction schedule that indicates the effect of the change, including, 46 

but not limited to, changes in activity duration, start and finish times, and activity relationship. Use 47 

available total float before requesting an extension of the Contract Time. 48 

Comply with requirements in Section 01 25 00 "Substitution Procedures" if the proposed change 49 

requires substitution of one product or system for product or system specified. 50 

 51 

CHANGE ORDER PROCEDURES 52 

On Owner's approval of a Work Change Proposal Request, Architect will issue a Change Order for 53 

signatures of Owner and Contractor on AIA Document G701. 54 
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PART 2 - PRODUCTS (Not Used) 1 

 2 

PART 3 - EXECUTION (Not Used) 3 

 4 

END OF SECTION 5 



Alma Fire Station Remodel – Phase 2 

01 29 00 - 1 

SECTION 01 29 00 1 

PAYMENT PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements necessary to prepare and process Applications 7 

for Payment. 8 

 9 

SCHEDULE OF VALUES 10 

Coordination: Coordinate preparation of the schedule of values with preparation of Contractor's 11 

construction schedule. 12 

 13 

Coordinate line items in the schedule of values with items required to be indicated as separate activities 14 

in Contractor's construction schedule. 15 

Submit the schedule of values to Architect at earliest possible date, but no later than seven days before 16 

the date scheduled for submittal of initial Applications for Payment. 17 

 18 

Format and Content: Use Project Manual table of contents as a guide to establish line items for the schedule 19 

of values. Provide at least one line item for each Specification Section. 20 

 21 

Arrange schedule of values consistent with format of AIA Document G703. 22 

Provide a breakdown of the Contract Sum in enough detail to facilitate continued evaluation of 23 

Applications for Payment and progress reports. Provide multiple line items for principal subcontract 24 

amounts in excess of five percent of the Contract Sum. 25 

Provide a separate line item in the schedule of values for each part of the Work where Applications for 26 

Payment may include materials or equipment purchased or fabricated and stored, but not yet 27 

installed. 28 

Differentiate between items stored on-site and items stored off-site. 29 

Allowances: Provide a separate line item in the schedule of values for each allowance. Show line-item 30 

value of unit-cost allowances, as a product of the unit cost, multiplied by measured quantity. Use 31 

information indicated in the Contract Documents to determine quantities. 32 

Overhead Costs: Include total cost and proportionate share of general overhead and profit for each line 33 

item. 34 

Overhead Costs: Show cost of temporary facilities and other major cost items that are not direct cost of 35 

actual work-in-place as separate line items. 36 

Closeout Costs. Include separate line items under Contractor and principal subcontracts for Project 37 

closeout requirements in an amount totaling five percent of the Contract Sum and subcontract 38 

amount. 39 

Schedule of Values Revisions: Revise the schedule of values when Change Orders or Construction 40 

Change Directives result in a change in the Contract Sum. Include at least one separate line item for 41 

each Change Order and Construction Change Directive. 42 

 43 

APPLICATIONS FOR PAYMENT 44 

Each Application for Payment following the initial Application for Payment shall be consistent with 45 

previous applications and payments as certified by Architect and paid for by Owner. 46 

 47 

Payment Application Times: Submit Application for Payment to Architect by the first day of the month. 48 

The period covered by each Application for Payment is one month, ending on the last day of the month. 49 

 50 

Application for Payment Forms: Use AIA Document G702 and AIA Document G703 as form for 51 

Applications for Payment. 52 

 53 

Application Preparation: Complete every entry on form. Notarize and execute by a person authorized to 54 

sign legal documents on behalf of Contractor. Architect will return incomplete applications without action. 55 
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 1 

Entries shall match data on the schedule of values and Contractor's construction schedule. Use updated 2 

schedules if revisions were made. 3 

Include amounts for work completed following previous Application for Payment, whether or not 4 

payment has been received. Include only amounts for work completed at time of Application for 5 

Payment. 6 

Include amounts of Change Orders and Construction Change Directives issued before last day of 7 

construction period covered by application. 8 

 9 

Transmittal: Submit one signed and notarized copies of each Application for Payment to Architect via 10 

email. This copy shall include waivers of lien and similar attachments if required. 11 

 12 

Transmit each copy with a transmittal form listing attachments and recording appropriate information 13 

about application. 14 

 15 

Waivers of Mechanic's Lien: With each Application for Payment, submit waivers of mechanic's lien from 16 

subcontractors, sub-subcontractors, and suppliers for construction period covered by the previous 17 

application. 18 

 19 

Submit partial waivers on each item for amount requested in previous application, after deduction for 20 

retainage, on each item. 21 

When an application shows completion of an item, submit conditional final or full waivers. 22 

Owner reserves the right to designate which entities involved in the Work must submit waivers. 23 

Submit final Application for Payment with or preceded by conditional final waivers from every entity 24 

involved with performance of the Work covered by the application who is lawfully entitled to a lien. 25 

Waiver Forms: Submit executed waivers of lien on forms acceptable to Owner. 26 

 27 

Initial Application for Payment: Administrative actions and submittals that must precede or coincide with 28 

submittal of first Application for Payment include the following: 29 

 30 

List of subcontractors. 31 

Schedule of values. 32 

Contractor's construction schedule (preliminary if not final). 33 

Submittal schedule (preliminary if not final). 34 

Copies of building permits. 35 

Certificates of insurance and insurance policies. 36 

Performance and payment bonds. 37 

Data needed to acquire Owner's insurance. 38 

 39 

Application for Payment at Substantial Completion: After Architect issues the Certificate of Substantial 40 

Completion, submit an Application for Payment showing 100 percent completion for portion of the Work 41 

claimed as substantially complete. 42 

 43 

Include documentation supporting claim that the Work is substantially complete and a statement 44 

showing an accounting of changes to the Contract Sum. 45 

This application shall reflect Certificate(s) of Substantial Completion issued previously for Owner 46 

occupancy of designated portions of the Work. 47 

 48 

Final Payment Application: After completing Project closeout requirements, submit final Application for 49 

Payment with releases and supporting documentation not previously submitted and accepted, including, but 50 

not limited, to the following: 51 

 52 

Evidence of completion of Project closeout requirements. 53 

Insurance certificates for products and completed operations where required and proof that taxes, fees, 54 

and similar obligations were paid. 55 

Updated final statement, accounting for final changes to the Contract Sum. 56 
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Evidence that claims have been settled. 1 

 2 

PART 2 - PRODUCTS (Not Used) 3 

 4 

PART 3 - EXECUTION (Not Used) 5 

 6 

END OF SECTION 7 
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SECTION 01 31 00 1 

PROJECT MANAGEMENT AND COORDINATION 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative provisions for coordinating construction operations on Project including, 7 

but not limited to, the following: 8 

General coordination procedures. 9 

Coordination drawings. 10 

RFIs. 11 

 12 

Related Requirements: 13 

Section 01 73 00 "Execution" for procedures for coordinating general installation and field-engineering 14 

services, including establishment of benchmarks and control points. 15 

 16 

INFORMATIONAL SUBMITTALS 17 

Subcontract List: Prepare a written summary identifying individuals or firms proposed for each portion of 18 

the Work, including those who are to furnish products or equipment fabricated to a special design. Include 19 

the following information in tabular form: 20 

 21 

Name, address, telephone number, and email address of entity performing subcontract or supplying 22 

products. 23 

Number and title of related Specification Section(s) covered by subcontract. 24 

Drawing number and detail references, as appropriate, covered by subcontract. 25 

 26 

GENERAL COORDINATION PROCEDURES 27 

Coordination: Coordinate construction operations included in different Sections of the Specifications to 28 

ensure efficient and orderly installation of each part of the Work. Coordinate construction operations 29 

included in different Sections that depend on each other for proper installation, connection, and operation. 30 

 31 

Schedule construction operations in sequence required to obtain the best results where installation of 32 

one part of the Work depends on installation of other components, before or after its own 33 

installation. 34 

Coordinate installation of different components to ensure maximum performance and accessibility for 35 

required maintenance, service, and repair. 36 

Make adequate provisions to accommodate items scheduled for later installation. 37 

 38 

Administrative Procedures: Coordinate scheduling and timing of required administrative procedures with 39 

other construction activities to avoid conflicts and to ensure orderly progress of the Work. Such 40 

administrative activities include, but are not limited to, the following: 41 

 42 

Preparation of Contractor's construction schedule. 43 

Preparation of the schedule of values. 44 

Installation and removal of temporary facilities and controls. 45 

Delivery and processing of submittals. 46 

Progress meetings. 47 

Project closeout activities. 48 

Startup and adjustment of systems. 49 

 50 

COORDINATION DRAWINGS 51 

Coordination Drawings, General: Prepare coordination drawings according to requirements in individual 52 

Sections, and additionally where installation is not completely indicated on Shop Drawings, where limited 53 

space availability necessitates coordination, or if coordination is required to facilitate integration of 54 

products and materials fabricated or installed by more than one entity. 55 



Alma Fire Station Remodel – Phase 2 

01 31 00 - 2 

 1 

Content: Project-specific information, drawn accurately to a scale large enough to indicate and resolve 2 

conflicts. Do not base coordination drawings on standard printed data. Include the following 3 

information, as applicable: 4 

 5 

Indicate functional and spatial relationships of components of architectural, structural, civil, 6 

mechanical, and electrical systems. 7 

Indicate dimensions shown on Drawings. Specifically note dimensions that appear to be in conflict 8 

with submitted equipment and minimum clearance requirements. Provide alternative sketches to 9 

Architect indicating proposed resolution of such conflicts. Minor dimension changes and 10 

difficult installations will not be considered changes to the Contract. 11 

 12 

Coordination Drawing Organization: Organize coordination drawings as follows: 13 

 14 

Floor Plans and Reflected Ceiling Plans: Show architectural and structural elements, and mechanical, 15 

plumbing, fire-protection, fire-alarm, and electrical Work. Show locations of visible ceiling-mounted 16 

devices relative to acoustical ceiling grid. Supplement plan drawings with section drawings where 17 

required to adequately represent the Work. 18 

Plenum Space: Indicate subframing for support of ceiling and wall systems, mechanical and electrical 19 

equipment, and related Work. Locate components within plenums to accommodate layout of light 20 

fixtures and other components indicated on Drawings. Indicate areas of conflict between light 21 

fixtures and other components. 22 

Mechanical Rooms: Provide coordination drawings for mechanical rooms showing plans and 23 

elevations of mechanical, plumbing, fire-protection, fire-alarm, and electrical equipment. 24 

Structural Penetrations: Indicate penetrations and openings required for all disciplines. 25 

Slab Edge and Embedded Items: Indicate slab edge locations and sizes and locations of embedded 26 

items for metal fabrications, sleeves, anchor bolts, bearing plates, angles, door floor closers, slab 27 

depressions for floor finishes, curbs and housekeeping pads, and similar items. 28 

Review: Architect will review coordination drawings to confirm that, in general, the Work is being 29 

coordinated, but not for the details of the coordination, which are Contractor's responsibility. If 30 

Architect determines that coordination drawings are not being prepared in sufficient scope or detail, 31 

or are otherwise deficient, Architect will so inform Contractor, who shall make suitable 32 

modifications and resubmit. 33 

 34 

REQUEST FOR INFORMATION (RFI) 35 

General: Immediately on discovery of the need for additional information, clarification, or interpretation of 36 

the Contract Documents, Contractor shall prepare and submit an RFI in the form specified. 37 

 38 

Architect will return without response those RFIs submitted to Architect by other entities controlled by 39 

Contractor. 40 

Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's work or work of 41 

subcontractors. 42 

 43 

Content of the RFI: Include a detailed, legible description of item needing information or interpretation and 44 

the following: 45 

 46 

Owner name. 47 

Owner's Project number. 48 

Name of Architect. 49 

Architect's Project number. 50 

Date. 51 

Name of Contractor. 52 

RFI number, numbered sequentially. 53 

RFI subject. 54 

Specification Section number and title and related paragraphs, as appropriate. 55 

Drawing number and detail references, as appropriate. 56 
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Field dimensions and conditions, as appropriate. 1 

Contractor's suggested resolution. If Contractor's suggested resolution impacts the Contract Time or 2 

the Contract Sum, Contractor shall state impact in the RFI. 3 

Contractor's signature. 4 

Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop Drawings, 5 

coordination drawings, and other information necessary to fully describe items needing 6 

interpretation. 7 

 8 

RFI Forms:  AIA Document G716. 9 

 10 

Architect's Action: Architect will review each RFI, determine action required, and respond. Allow seven 11 

days for Architect's response for each RFI. RFIs received by Architect after 1:00 p.m. will be considered as 12 

received the following working day. 13 

 14 

The following Contractor-generated RFIs will be returned without action: 15 

 16 

Requests for approval of submittals. 17 

Requests for approval of Contractor's means and methods. 18 

Requests for coordination information already indicated in the Contract Documents. 19 

Requests for adjustments in the Contract Time or the Contract Sum. 20 

Requests for interpretation of Architect's actions on submittals. 21 

Incomplete RFIs or inaccurately prepared RFIs. 22 

 23 

Architect's action may include a request for additional information, in which case Architect's time for 24 

response will date from time of receipt by Architect of additional information. 25 

Architect's action on RFIs that may result in a change to the Contract Time or the Contract Sum may 26 

be eligible for Contractor to submit Change Proposal according to Section 01 26 00 "Contract 27 

Modification Procedures." 28 

 29 

If Contractor believes the RFI response warrants change in the Contract Time or the Contract 30 

Sum, notify Architect in writing within five days of receipt of the RFI response. 31 

 32 

RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number. Submit log 33 

weekly. 34 

 35 

Project name. 36 

Name and address of Contractor. 37 

Name and address of Architect. 38 

RFI number including RFIs that were returned without action or withdrawn. 39 

RFI description. 40 

Date the RFI was submitted. 41 

Date Architect's response was received. 42 

 43 

On receipt of Architect's action, update the RFI log and immediately distribute the RFI response to affected 44 

parties. Review response and notify Architect within seven days if Contractor disagrees with response. 45 

 46 

PROJECT MEETINGS 47 

General:  Schedule and conduct meetings and conferences at Project site unless otherwise indicated. 48 

 49 

Preconstruction Conference:  Schedule and conduct a preconstruction conference before starting 50 

construction, at a time convenient to Owner and Architect, but no later than 15 days after execution of the 51 

Agreement. 52 

 53 

Attendees: Authorized representatives of Owner Architect, and their consultants; Contractor and its 54 

superintendent; major subcontractors; suppliers; and other concerned parties shall attend the 55 
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conference. Participants at the conference shall be familiar with Project and authorized to conclude 1 

matters relating to the Work. 2 

Agenda: Discuss items of significance that could affect progress, including the following: 3 

 4 

Responsibilities and personnel assignments. 5 

Tentative construction schedule. 6 

Phasing. 7 

Critical work sequencing and long lead items. 8 

Designation of key personnel and their duties. 9 

Lines of communications. 10 

Procedures for processing field decisions and Change Orders. 11 

Procedures for RFIs. 12 

Procedures for testing and inspecting. 13 

Procedures for processing Applications for Payment. 14 

Distribution of the Contract Documents. 15 

Submittal procedures. 16 

Sustainable design requirements. 17 

Preparation of Record Documents. 18 

Use of the premises and existing building. 19 

Work restrictions. 20 

Working hours. 21 

Owner's occupancy requirements. 22 

Responsibility for temporary facilities and controls. 23 

Procedures for moisture and mold control. 24 

Procedures for disruptions and shutdowns. 25 

Construction waste management and recycling. 26 

Parking availability. 27 

Office, work, and storage areas. 28 

Equipment deliveries and priorities. 29 

First aid. 30 

Security. 31 

Progress cleaning. 32 

 33 

Minutes: Entity responsible for conducting meeting will record and distribute meeting minutes. 34 

 35 

Progress Meetings:  Conduct progress meetings at biweekly intervals. 36 

 37 

Coordinate dates of meetings with preparation of payment requests. 38 

Attendees: In addition to representatives of Owner and Architect, each contractor, subcontractor, 39 

supplier, and other entity concerned with current progress or involved in planning, coordination, or 40 

performance of future activities shall be represented at these meetings. All participants at the 41 

meeting shall be familiar with Project and authorized to conclude matters relating to the Work. 42 

Agenda: Review and correct or approve minutes of previous progress meeting. Review other items of 43 

significance that could affect progress. Include topics for discussion as appropriate to status of 44 

Project. 45 

 46 

Contractor's Construction Schedule: Review progress since the last meeting. Determine whether 47 

each activity is on time, ahead of schedule, or behind schedule, in relation to Contractor's 48 

construction schedule. Determine how construction behind schedule will be expedited; secure 49 

commitments from parties involved to do so. Discuss whether schedule revisions are required to 50 

ensure that current and subsequent activities will be completed within the Contract Time. 51 

 52 

Review schedule for next period. 53 

 54 

Review present and future needs of each entity present, including the following: 55 

 56 
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Interface requirements. 1 

Sequence of operations. 2 

Status of submittals. 3 

Status of sustainable design documentation. 4 

Deliveries. 5 

Off-site fabrication. 6 

Access. 7 

Site use. 8 

Temporary facilities and controls. 9 

Progress cleaning. 10 

Quality and work standards. 11 

Status of correction of deficient items. 12 

Field observations. 13 

Status of RFIs. 14 

Status of Proposal Requests. 15 

Pending changes. 16 

Status of Change Orders. 17 

Pending claims and disputes. 18 

Documentation of information for payment requests. 19 

 20 

Minutes: Entity responsible for conducting the meeting will record and distribute the meeting minutes 21 

to each party present and to parties requiring information. 22 

 23 

Schedule Updating: Revise Contractor's construction schedule after each progress meeting where 24 

revisions to the schedule have been made or recognized. Issue revised schedule concurrently 25 

with the report of each meeting. 26 

 27 

PART 2 - PRODUCTS (Not Used) 28 

 29 

PART 3 - EXECUTION (Not Used) 30 

 31 

END OF SECTION 32 
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SECTION 01 33 00 1 

SUBMITTAL PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Administrative and procedural requirements for submittals. 7 

 8 

DEFINITIONS 9 

Action Submittals: Written and graphic information and physical samples that require Architect's 10 

responsive action. Action submittals are those submittals indicated in individual Specification Sections as 11 

"action submittals." 12 

 13 

Informational Submittals: Written and graphic information and physical samples that do not require 14 

Architect's responsive action. Submittals may be rejected for not complying with requirements. 15 

Informational submittals are those submittals indicated in individual Specification Sections as 16 

"informational submittals." 17 

 18 

SUBMITTAL SCHEDULE 19 

Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged in chronological order by 20 

dates required by construction schedule. Include time required for review, ordering, manufacturing, 21 

fabrication, and delivery when establishing dates. Include additional time required for making corrections 22 

or revisions to submittals noted by Architect and additional time for handling and reviewing submittals 23 

required by those corrections. 24 

 25 

SUBMITTAL FORMATS 26 

Submittal Information: Include the following information in each submittal: 27 

 28 

Project name. 29 

Date. 30 

Name of Architect. 31 

Name of Contractor. 32 

Name of firm or entity that prepared submittal. 33 

Names of subcontractor, manufacturer, and supplier. 34 

Unique submittal number, including revision identifier. Include Specification Section number with 35 

sequential alphanumeric identifier; and alphanumeric suffix for resubmittals. 36 

Category and type of submittal. 37 

Submittal purpose and description. 38 

Number and title of Specification Section, with paragraph number and generic name for each of 39 

multiple items. 40 

Drawing number and detail references, as appropriate. 41 

Indication of full or partial submittal. 42 

Location(s) where product is to be installed, as appropriate. 43 

Other necessary identification. 44 

Remarks. 45 

Signature of transmitter. 46 

 47 

Options: Identify options requiring selection by Architect. 48 

 49 

Deviations and Additional Information: On each submittal, clearly indicate deviations from requirements in 50 

the Contract Documents, including minor variations and limitations; include relevant additional 51 

information and revisions, other than those requested by Architect on previous submittals. Indicate by 52 

highlighting on each submittal or noting on attached separate sheet. 53 

 54 
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Electronic Submittals: Prepare submittals as PDF package, incorporating complete information into each 1 

PDF file. Name PDF file with submittal number. Email to admin@2dlp.com 2 

 3 

SUBMITTAL PROCEDURES 4 

Prepare and submit submittals required by individual Specification Sections. Types of submittals are 5 

indicated in individual Specification Sections. 6 

 7 

Email: Prepare submittals as PDF package, and transmit to Architect by sending via email. Include 8 

PDF transmittal form. Include information in email subject line as requested by Architect. 9 

 10 

Coordination: Coordinate preparation and processing of submittals with performance of construction 11 

activities. 12 

 13 

Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and related 14 

activities that require sequential activity. 15 

Submit all submittal items required for each Specification Section concurrently unless partial 16 

submittals for portions of the Work are indicated on approved submittal schedule. 17 

Submit action submittals and informational submittals required by the same Specification Section as 18 

separate packages under separate transmittals. 19 

 20 

Processing Time: Allow time for submittal review, including time for resubmittals, as follows. Time for 21 

review shall commence on Architect's receipt of submittal. No extension of the Contract Time will be 22 

authorized because of failure to transmit submittals enough in advance of the Work to permit processing, 23 

including resubmittals. 24 

 25 

Initial Review: Allow 15 days for initial review of each submittal. Allow additional time if 26 

coordination with subsequent submittals is required. Architect will advise Contractor when a 27 

submittal being processed must be delayed for coordination. 28 

Resubmittal Review: Allow 15 days for review of each resubmittal. 29 

 30 

Resubmittals: Make resubmittals in same form and number of copies as initial submittal. 31 

 32 

Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, fabricators, 33 

installers, authorities having jurisdiction, and others as necessary for performance of construction activities. 34 

Show distribution on transmittal forms. 35 

 36 

Use for Construction: Retain complete copies of submittals on Project site. Use only final action submittals 37 

that are marked with approval notation from Architect's action stamp. 38 

 39 

SUBMITTAL REQUIREMENTS 40 

Product Data: Collect information into a single submittal for each element of construction and type of 41 

product or equipment. 42 

 43 

If information must be specially prepared for submittal because standard published data are unsuitable 44 

for use, submit as Shop Drawings, not as Product Data. 45 

Mark each copy of each submittal to show which products and options are applicable. 46 

Include the following information, as applicable: 47 

 48 

Manufacturer's catalog cuts. 49 

Manufacturer's product specifications. 50 

Standard color charts. 51 

Statement of compliance with specified referenced standards. 52 

Testing by recognized testing agency. 53 

Application of testing agency labels and seals. 54 

Notation of coordination requirements. 55 

Availability and delivery time information. 56 

mailto:admin@2dlp.com
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 1 

For equipment, include the following in addition to the above, as applicable: 2 

 3 

Wiring diagrams that show factory-installed wiring. 4 

Printed performance curves. 5 

Operational range diagrams. 6 

Clearances required to other construction, if not indicated on accompanying Shop Drawings. 7 

 8 

Submit Product Data before Shop Drawings, and before or concurrent with Samples. 9 

 10 

Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base Shop 11 

Drawings on reproductions of the Contract Documents or standard printed data. 12 

 13 

Preparation: Fully illustrate requirements in the Contract Documents. Include the following 14 

information, as applicable: 15 

 16 

Identification of products. 17 

Schedules. 18 

Compliance with specified standards. 19 

Notation of coordination requirements. 20 

Notation of dimensions established by field measurement. 21 

Relationship and attachment to adjoining construction clearly indicated. 22 

Seal and signature of professional engineer if specified. 23 

 24 

Paper Sheet Size: Except for templates, patterns, and similar full-size Drawings, submit Shop 25 

Drawings on sheets at least 8-1/2 by 11 inches, but no larger than 30 by 42 inches. 26 

 27 

Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these characteristics 28 

with other materials. 29 

 30 

Transmit Samples that contain multiple, related components such as accessories together in one 31 

submittal package. 32 

Identification: Permanently attach label on unexposed side of Samples that includes the following: 33 

 34 

Project name and submittal number. 35 

Generic description of Sample. 36 

Product name and name of manufacturer. 37 

Sample source. 38 

Number and title of applicable Specification Section. 39 

Specification paragraph number and generic name of each item. 40 

 41 

Email Transmittal: Provide PDF transmittal. Include digital image file illustrating Sample 42 

characteristics, and identification information for record. 43 

 44 

Samples that may be incorporated into the Work are indicated in individual Specification Sections. 45 

Such Samples must be in an undamaged condition at time of use. 46 

Samples not incorporated into the Work, or otherwise designated as Owner's property, are the 47 

property of Contractor. 48 

 49 

Samples for Initial Selection: Submit manufacturer's color charts consisting of units or sections of units 50 

showing the full range of colors, textures, and patterns available. 51 

 52 

Number of Samples: Submit one full set(s) of available choices where color, pattern, texture, or 53 

similar characteristics are required to be selected from manufacturer's product line. Architect 54 

will return submittal with options selected. 55 

 56 
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Samples for Verification: Submit full-size units or Samples of size indicated, prepared from same 1 

material to be used for the Work, cured and finished in manner specified, and physically identical 2 

with material or product proposed for use, and that show full range of color and texture variations 3 

expected. Samples include, but are not limited to, the following: partial sections of manufactured or 4 

fabricated components; small cuts or containers of materials; complete units of repetitively used 5 

materials; swatches showing color, texture, and pattern; color range sets; and components used for 6 

independent testing and inspection. 7 

 8 

Number of Samples: Submit three sets of Samples. Architect will retain two Sample sets; 9 

remainder will be returned. 10 

Submit a single Sample where assembly details, workmanship, fabrication techniques, 11 

connections, operation, and other similar characteristics are to be demonstrated. 12 

If variation in color, pattern, texture, or other characteristic is inherent in material or product 13 

represented by a Sample, submit at least three sets of paired units that show approximate 14 

limits of variations. 15 

 16 

Product Schedule: As required in individual Specification Sections, prepare a written summary indicating 17 

types of products required for the Work and their intended location. Include the following information in 18 

tabular form: 19 

 20 

Qualification Data: Prepare written information that demonstrates capabilities and experience of firm or 21 

person. Include lists of completed projects with project names and addresses, contact information of 22 

architects and owners, and other information specified. 23 

 24 

Design Data: Prepare and submit written and graphic information indicating compliance with indicated 25 

performance and design criteria in individual Specification Sections. Include list of assumptions and 26 

summary of loads. Include load diagrams if applicable. Provide name and version of software, if any, used 27 

for calculations. Number each page of submittal. 28 

 29 

Certificates: 30 

 31 

Certificates and Certifications Submittals: Submit a statement that includes signature of entity 32 

responsible for preparing certification. Certificates and certifications shall be signed by an officer or 33 

other individual authorized to sign documents on behalf of that entity. Provide a notarized signature 34 

where indicated. 35 

Installer Certificates: Submit written statements on manufacturer's letterhead certifying that Installer 36 

complies with requirements in the Contract Documents and, where required, is authorized by 37 

manufacturer for this specific Project. 38 

Manufacturer Certificates: Submit written statements on manufacturer's letterhead certifying that 39 

manufacturer complies with requirements in the Contract Documents. Include evidence of 40 

manufacturing experience where required. 41 

Material Certificates: Submit written statements on manufacturer's letterhead certifying that material 42 

complies with requirements in the Contract Documents. 43 

Product Certificates: Submit written statements on manufacturer's letterhead certifying that product 44 

complies with requirements in the Contract Documents. 45 

Welding Certificates: Prepare written certification that welding procedures and personnel comply with 46 

requirements in the Contract Documents. Submit record of Welding Procedure Specification and 47 

Procedure Qualification Record on AWS forms. Include names of firms and personnel certified. 48 

 49 

CONTRACTOR'S REVIEW 50 

Action Submittals and Informational Submittals: Review each submittal and check for coordination with 51 

other Work of the Contract and for compliance with the Contract Documents. Note corrections and field 52 

dimensions. Mark with approval stamp before submitting to Architect. 53 

 54 
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ARCHITECT'S REVIEW 1 

Action Submittals: Architect will review each submittal, indicate corrections or revisions required, and 2 

return it. 3 

 4 

PDF Submittals: Architect will indicate, via markup on each submittal, the appropriate action. 5 

Paper Submittals: Architect will stamp each submittal with an action stamp and will mark stamp 6 

appropriately to indicate action. 7 

 8 

Informational Submittals: Architect will review each submittal and will not return it, or will return it if it 9 

does not comply with requirements. Architect will forward each submittal to appropriate party. 10 

 11 

Partial submittals prepared for a portion of the Work will be reviewed when use of partial submittals has 12 

received prior approval from Architect. 13 

 14 

Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned for 15 

resubmittal without review. 16 

 17 

Architect will discard submittals received from sources other than Contractor. 18 

 19 

Submittals not required by the Contract Documents will be returned by Architect without action. 20 

 21 

PART 2 - PRODUCTS (Not Used) 22 

 23 

PART 3 - EXECUTION (Not Used) 24 

 25 

END OF SECTION 26 
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SECTION 01 35 16 1 

ALTERATION PROJECT PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes special procedures for alteration work. 7 

 8 

DEFINITIONS 9 

Alteration Work: This term includes remodeling, renovation, repair, and maintenance work performed 10 

within existing spaces or on existing surfaces as part of the Project. 11 

 12 

Consolidate: To strengthen loose or deteriorated materials in place. 13 

 14 

Design Reference Sample: A sample that represents the Architect's prebid selection of work to be matched; 15 

it may be existing work or work specially produced for the Project. 16 

 17 

Dismantle: To remove by disassembling or detaching an item from a surface, using gentle methods and 18 

equipment to prevent damage to the item and surfaces; disposing of items unless indicated to be salvaged or 19 

reinstalled. 20 

 21 

Match: To blend with adjacent construction and manifest no apparent difference in material type, species, 22 

cut, form, detail, color, grain, texture, or finish; as approved by Architect. 23 

 24 

Refinish: To remove existing finishes to base material and apply new finish to match original, or as 25 

otherwise indicated. 26 

 27 

Repair: To correct damage and defects, retaining existing materials, features, and finishes. This includes 28 

patching, piecing-in, splicing, consolidating, or otherwise reinforcing or upgrading materials. 29 

 30 

Replace: To remove, duplicate, and reinstall entire item with new material. The original item is the pattern 31 

for creating duplicates unless otherwise indicated. 32 

 33 

Replicate: To reproduce in exact detail, materials, and finish unless otherwise indicated. 34 

 35 

Reproduce: To fabricate a new item, accurate in detail to the original, and from either the same or a similar 36 

material as the original, unless otherwise indicated. 37 

 38 

Retain: To keep an element or detail secure and intact. 39 

 40 

Strip: To remove existing finish down to base material unless otherwise indicated. 41 

 42 

QUALITY ASSURANCE 43 

Alteration Work Program: Prepare a written plan for alteration work for whole Project, including each 44 

phase or process and protection of surrounding materials during operations. Show compliance with 45 

indicated methods and procedures specified in this and other Sections. Coordinate this whole-Project 46 

alteration work program with specific requirements of programs required in other alteration work Sections. 47 

 48 

Dust and Noise Control: Include locations of proposed temporary dust- and noise-control partitions 49 

and means of egress from occupied areas coordinated with continuing on-site operations and other 50 

known work in progress. 51 

Debris Hauling: Include plans clearly marked to show debris hauling routes, turning radii, and 52 

locations and details of temporary protective barriers. 53 

 54 
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Fire-Prevention Plan: Prepare a written plan for preventing fires during the Work, including placement of 1 

fire extinguishers, fire blankets, rag buckets, and other fire-control devices during each phase or process. 2 

Coordinate plan with Owner's fire-protection equipment and requirements. Include fire-watch personnel's 3 

training, duties, and authority to enforce fire safety. 4 

 5 

Safety and Health Standard: Comply with ANSI/ASSP A10.6. 6 

 7 

STORAGE AND HANDLING OF SALVAGED MATERIALS 8 

Salvaged Materials: 9 

 10 

Clean loose dirt and debris from salvaged items unless more extensive cleaning is indicated. 11 

Pack or crate items after cleaning; cushion against damage during handling. Label contents of 12 

containers. 13 

Store items in a secure area until delivery to Owner. 14 

Transport items to Owner's storage area designated by Owner. 15 

Protect items from damage during transport and storage. 16 

 17 

Salvaged Materials for Reinstallation: 18 

 19 

Repair and clean items for reuse as indicated. 20 

Pack or crate items after cleaning and repairing; cushion against damage during handling. Label 21 

contents of containers. 22 

Protect items from damage during transport and storage. 23 

Reinstall items in locations indicated. Comply with installation requirements for new materials and 24 

equipment unless otherwise indicated. Provide connections, supports, and miscellaneous materials to 25 

make items functional for use indicated. 26 

 27 

Existing Materials to Remain: Protect construction indicated to remain against damage and soiling from 28 

construction work. Where permitted by Architect, items may be dismantled and taken to a suitable, 29 

protected storage location during construction work and reinstalled in their original locations after 30 

alteration and other construction work in the vicinity is complete. 31 

 32 

Storage: Catalog and store items within a weathertight enclosure where they are protected from moisture, 33 

weather, condensation, and freezing temperatures. 34 

 35 

Identify each item for reinstallation with a nonpermanent mark to document its original location. 36 

Indicate original locations on plans, elevations, sections, or photographs by annotating the 37 

identifying marks. 38 

Secure stored materials to protect from theft. 39 

Control humidity so that it does not exceed 85 percent. Maintain temperatures 5 deg F or more above 40 

the dew point. 41 

 42 

PART 2 - PRODUCTS - (Not Used) 43 

 44 

PART 3 - EXECUTION 45 

 46 

PROTECTION 47 

Protect persons, motor vehicles, surrounding surfaces of building, building site, plants, and surrounding 48 

buildings from harm resulting from alteration work. 49 

 50 

Use only proven protection methods, appropriate to each area and surface being protected. 51 

Provide temporary barricades, barriers, and directional signage to exclude the public from areas where 52 

alteration work is being performed. 53 

Erect temporary barriers to form and maintain fire-egress routes. 54 

Erect temporary protective covers over walkways and at points of pedestrian and vehicular entrance 55 

and exit that must remain in service during alteration work. 56 
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Contain dust and debris generated by alteration work, and prevent it from reaching the public or 1 

adjacent surfaces. 2 

Provide shoring, bracing, and supports as necessary. Do not overload structural elements. 3 

Protect floors and other surfaces along hauling routes from damage, wear, and staining. 4 

Provide supplemental sound-control treatment to isolate demolition work from other areas of the 5 

building. 6 

 7 

Temporary Protection of Materials to Remain: 8 

 9 

Protect existing materials with temporary protections and construction. Do not remove existing 10 

materials unless otherwise indicated. 11 

Do not attach temporary protection to existing surfaces except as indicated as part of the alteration 12 

work program. 13 

 14 

Comply with each product manufacturer's written instructions for protections and precautions. Protect 15 

against adverse effects of products and procedures on people and adjacent materials, components, and 16 

vegetation. 17 

 18 

Utility and Communications Services: 19 

 20 

Notify Owner, Architect, authorities having jurisdiction, and entities owning or controlling wires, 21 

conduits, pipes, and other services affected by alteration work before commencing operations. 22 

Disconnect and cap pipes and services as required by authorities having jurisdiction, as required for 23 

alteration work. 24 

Maintain existing services unless otherwise indicated; keep in service, and protect against damage 25 

during operations. Provide temporary services during interruptions to existing utilities. 26 

 27 

Existing Drains: Prior to the start of work in an area, test drainage system to ensure that it is functioning 28 

properly. Notify Architect immediately of inadequate drainage or blockage. Do not begin work in an area 29 

until the drainage system is functioning properly. 30 

 31 

Prevent solids such as adhesive or mortar residue or other debris from entering the drainage system. 32 

Clean out drains and drain lines that become sluggish or blocked by sand or other materials resulting 33 

from alteration work. 34 

Protect drains from pollutants. Block drains or filter out sediments, allowing only clean water to pass. 35 

 36 

Existing Roofing: Prior to the start of work in an area, install roofing protection as needed. 37 

 38 

PROTECTION FROM FIRE 39 

General: Follow fire-prevention plan and the following: 40 

 41 

Comply with NFPA 241 requirements unless otherwise indicated. 42 

Remove and keep area free of combustibles, including rubbish, paper, waste, and chemicals, unless 43 

necessary for the immediate work. 44 

If combustible material cannot be removed, provide fire blankets to cover such materials. 45 

 46 

PROTECTION DURING APPLICATION OF CHEMICALS 47 

Protect motor vehicles, surrounding surfaces of building, building site, plants, and surrounding buildings 48 

from harm or spillage resulting from applications of chemicals and adhesives. 49 

 50 

Cover adjacent surfaces with protective materials that are proven to resist chemicals selected for Project 51 

unless chemicals being used will not damage adjacent surfaces as indicated in alteration work program. Use 52 

covering materials and masking agents that are waterproof and UV resistant and that will not stain or leave 53 

residue on surfaces to which they are applied. Apply protective materials according to manufacturer's 54 

written instructions. Do not apply liquid masking agents or adhesives to painted or porous surfaces. When 55 

no longer needed, promptly remove protective materials. 56 
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 1 

Do not apply chemicals during winds of sufficient force to spread them to unprotected surfaces. 2 

 3 

Neutralize alkaline and acid wastes and legally dispose of off Owner's property. 4 

 5 

Collect and dispose of runoff from chemical operations by legal means and in a manner that prevents soil 6 

contamination, soil erosion, undermining of paving and foundations, damage to landscaping, or water 7 

penetration into building interior. 8 

 9 

GENERAL ALTERATION WORK 10 

Perform surveys of Project site as the Work progresses to detect hazards resulting from alterations. 11 

 12 

Notify Architect of visible changes in the integrity of material or components whether from environmental 13 

causes including biological attack, UV degradation, freezing, or thawing or from structural defects 14 

including cracks, movement, or distortion. 15 

 16 

Do not proceed with the work in question until directed by Architect. 17 

 18 

END OF SECTION 19 
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SECTION 01 60 00 1 

PRODUCT REQUIREMENTS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

The Work of This Section Includes: Administrative and procedural requirements for selection of products 7 

for use in Project; product delivery, storage, and handling; manufacturers' standard warranties on products; 8 

special warranties; and comparable products. 9 

 10 

Related Requirements: 11 

Section 01 25 00 "Substitution Procedures" for requests for substitutions. 12 

 13 

DEFINITIONS 14 

Products: Items obtained for incorporating into the Work, whether purchased for Project or taken from 15 

previously purchased stock. The term "product" includes the terms "material," "equipment," "system," and 16 

terms of similar intent. 17 

Named Products: Items identified by manufacturer's product name, including make or model number 18 

or other designation shown or listed in manufacturer's published product literature that is current as 19 

of date of the Contract Documents. 20 

New Products: Items that have not previously been incorporated into another project or facility. 21 

Salvaged items or items reused from other projects are not considered new products. Items that are 22 

manufactured or fabricated to include recycled content materials are considered new products unless 23 

otherwise indicated. 24 

Comparable Product: Product by named manufacturer that is demonstrated and approved through the 25 

comparable product submittal process described in "Comparable Products" Article, to have the 26 

indicated qualities related to type, function, dimension, in-service performance, physical properties, 27 

appearance, and other characteristics that equal or exceed those of specified product. 28 

 29 

Basis-of-Design Product Specification: A specification in which a single manufacturer's product is named 30 

and accompanied by the words "basis-of-design product," including make or model number or other 31 

designation. Published attributes and characteristics of basis-of-design product establish salient 32 

characteristics of products. 33 

Evaluating Comparable Products: In addition to the basis-of-design product description, product 34 

attributes and characteristics may be listed to establish the significant qualities related to type, 35 

function, in-service performance and physical properties, weight, dimension, durability, visual 36 

characteristics, and other special features and requirements for purposes of evaluating comparable 37 

products of additional manufacturers named in the specification. 38 

 39 

Subject to Compliance with Requirements: Where the phrase "Subject to compliance with requirements" 40 

introduces a product selection procedure in an individual Specification Section, provide products qualified 41 

under the specified product procedure. In the event that a named product or product by a named 42 

manufacturer does not meet the other requirements of the specifications, select another named product or 43 

product from another named manufacturer that does meet the requirements of the specifications; submit a 44 

comparable product request or substitution request, if applicable. 45 

 46 

Comparable Product Request Submittal: An action submittal requesting consideration of a comparable 47 

product, including the following information: 48 

Identification of basis-of-design product or fabrication or installation method to be replaced, including 49 

Specification Section number and title and Drawing numbers and titles. 50 

Data indicating compliance with the requirements specified in "Comparable Products" Article. 51 

 52 

Basis-of-Design Product Specification Submittal: An action submittal complying with requirements in 53 

Section 01 33 00 "Submittal Procedures." 54 

 55 
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Substitution: Refer to Section 01 25 00 "Substitution Procedures" for definition and limitations on 1 

substitutions. 2 

 3 

QUALITY ASSURANCE 4 

Compatibility of Options: If Contractor is given option of selecting between two or more products for use 5 

on Project, select product compatible with products previously selected, even if previously selected 6 

products were also options. 7 

 8 

PRODUCT DELIVERY, STORAGE, AND HANDLING 9 

Deliver, store, and handle products, using means and methods that will prevent damage, deterioration, and 10 

loss, including theft and vandalism. Comply with manufacturer's written instructions. 11 

 12 

PRODUCT WARRANTIES 13 

Warranties specified in other Sections are to be in addition to, and run concurrent with, other warranties 14 

required by the Contract Documents. Manufacturer's disclaimers and limitations on product warranties do 15 

not relieve Contractor of obligations under requirements of the Contract Documents. 16 

Manufacturer's Warranty: Written standard warranty form furnished by individual manufacturer for a 17 

particular product and issued in the name of Owner or endorsed by manufacturer to Owner. 18 

Special Warranty: Written warranty required by the Contract Documents to provide specific rights for 19 

Owner and issued in the name of Owner or endorsed by manufacturer to Owner. 20 

 21 

Special Warranties: Prepare a written document that contains appropriate terms and identification, ready for 22 

execution. 23 

Manufacturer's Standard Form: Modified to include Project-specific information and properly 24 

executed. 25 

Specified Form: When specified forms are included in the Project Manual, prepare a written document, 26 

using indicated form properly executed. 27 

See other Sections for specific content requirements and particular requirements for submitting special 28 

warranties. 29 

 30 

PART 2 - PRODUCTS 31 

 32 

PRODUCT SELECTION PROCEDURES 33 

General Product Requirements: Provide products that comply with the Contract Documents, are 34 

undamaged and, unless otherwise indicated, are new at time of installation. 35 

Provide products complete with accessories, trim, finish, fasteners, and other items needed for a 36 

complete installation and indicated use and effect. 37 

Standard Products: If available, and unless custom products or nonstandard options are specified, 38 

provide standard products of types that have been produced and used successfully in similar 39 

situations on other projects. 40 

Owner reserves the right to limit selection to products with warranties meeting requirements of the 41 

Contract Documents. 42 

Where products are accompanied by the term "as selected," Architect will make selection. 43 

Descriptive, performance, and reference standard requirements in Specifications establish salient 44 

characteristics of products. 45 

 46 

Product Selection Procedures: 47 

Sole Product: Where Specifications name a single manufacturer and product, provide the named 48 

product that complies with requirements. Comparable products or substitutions for Contractor's 49 

convenience will not be considered. 50 

Sole product may be indicated by the phrase "Subject to compliance with requirements, provide 51 

the following." 52 

Sole Manufacturer/Source: Where Specifications name a single manufacturer or source, provide a 53 

product by the named manufacturer or source that complies with requirements. Comparable products 54 

or substitutions for Contractor's convenience will not be considered. 55 
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Sole manufacturer/source may be indicated by the phrase "Subject to compliance with 1 

requirements, provide products by the following." 2 

Limited List of Products: Where Specifications include a list of names of both manufacturers and 3 

products, provide one of the products listed that complies with requirements. Comparable products 4 

or substitutions for Contractor's convenience will not be considered unless otherwise indicated. 5 

Limited list of products may be indicated by the phrase "Subject to compliance with requirements, 6 

provide one of the following." 7 

Non-Limited List of Products: Where Specifications include a list of names of both available 8 

manufacturers and products, provide one of the products listed or an unnamed product that complies 9 

with requirements. 10 

Non-limited list of products is indicated by the phrase "Subject to compliance with requirements, 11 

available products that may be incorporated in the Work include, but are not limited to, the 12 

following." 13 

Provision of an unnamed product is not considered a substitution, if the product complies with 14 

requirements. 15 

Limited List of Manufacturers: Where Specifications include a list of manufacturers' names, provide a 16 

product by one of the manufacturers listed that complies with requirements. Comparable products or 17 

substitutions for Contractor's convenience will not be considered unless otherwise indicated. 18 

Limited list of manufacturers is indicated by the phrase "Subject to compliance with requirements, 19 

provide products by one of the following." 20 

Non-Limited List of Manufacturers: Where Specifications include a list of available manufacturers, 21 

provide a product by one of the manufacturers listed or a product by an unnamed manufacturer that 22 

complies with requirements. 23 

Non-limited list of manufacturers is indicated by the phrase "Subject to compliance with 24 

requirements, available manufacturers whose products may be incorporated in the Work 25 

include, but are not limited to, the following." 26 

Provision of products of an unnamed manufacturer is not considered a substitution, if the product 27 

complies with requirements. 28 

Basis-of-Design Product: Where Specifications name a product, or refer to a product indicated on 29 

Drawings, and include a list of manufacturers, provide the specified or indicated product or a 30 

comparable product by one of the other named manufacturers. Drawings and Specifications may 31 

additionally indicate sizes, profiles, dimensions, and other characteristics that are based on the 32 

product named. Comply with requirements in "Comparable Products" Article for consideration of an 33 

unnamed product by one of the other named manufacturers. 34 

For approval of products by unnamed manufacturers, comply with requirements in 35 

Section 01 25 00 "Substitution Procedures" for substitutions for convenience. 36 

 37 

Visual Matching Specification: Where Specifications require the phrase "match Architect's sample," 38 

provide a product that complies with requirements and matches Architect's sample. Architect's decision will 39 

be final on whether a proposed product matches. 40 

If no product available within specified category matches and complies with other specified 41 

requirements, comply with requirements in Section 01 25 00 "Substitution Procedures" for proposal 42 

of product. 43 

 44 

Visual Selection Specification: Where Specifications include the phrase "as selected by Architect from 45 

manufacturer's full range" or a similar phrase, select a product that complies with requirements. Architect 46 

will select color, gloss, pattern, density, or texture from manufacturer's product line that includes both 47 

standard and premium items. 48 

 49 

COMPARABLE PRODUCTS 50 

Conditions for Consideration of Comparable Products: Architect will consider Contractor's request for 51 

comparable product when the following conditions are satisfied. If the following conditions are not 52 

satisfied, Architect may return requests without action, except to record noncompliance with the following 53 

requirements: 54 
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Evidence that proposed product does not require revisions to the Contract Documents, is consistent 1 

with the Contract Documents, will produce the indicated results, and is compatible with other 2 

portions of the Work. 3 

Detailed comparison of significant qualities of proposed product with those of the named basis-of-4 

design product. Significant product qualities include attributes, such as type, function, in-service 5 

performance and physical properties, weight, dimension, durability, visual characteristics, and other 6 

specific features and requirements. 7 

Evidence that proposed product provides specified warranty. 8 

List of similar installations for completed projects, with project names and addresses and names and 9 

addresses of architects and owners, if requested. 10 

Samples, if requested. 11 

 12 

Architect's Action on Comparable Products Submittal: If necessary, Architect will request additional 13 

information or documentation for evaluation within seven days of receipt of a request for a comparable 14 

product. Architect will notify Contractor of approval or rejection of proposed comparable product within 15 15 

days of receipt of request, or seven days of receipt of additional information or documentation, whichever 16 

is later. 17 

Architect's Approval of Submittal:  Marked with approval notation from Architect's action stamp. See 18 

Section 01 33 00 "Submittal Procedures." 19 

Use product specified if Architect does not issue a decision on use of a comparable product request 20 

within time allocated. 21 

 22 

Submittal Requirements, Two-Step Process: Approval by Architect of Contractor's request for use of 23 

comparable product is not intended to satisfy other submittal requirements. Comply with specified 24 

submittal requirements. 25 

 26 

Submittal Requirements, Single-Step Process: When acceptable to Architect, incorporate specified 27 

submittal requirements of individual Specification Section in combined submittal for comparable products. 28 

Approval by Architect of Contractor's request for use of comparable product and of individual submittal 29 

requirements will also satisfy other submittal requirements. 30 

 31 

PART 3 - EXECUTION (Not Used) 32 

 33 

END OF SECTION 34 
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SECTION 01 73 00 1 

EXECUTION 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes general administrative and procedural requirements governing execution of the Work, 7 

including, but not limited to, the following: 8 

 9 

Construction layout. 10 

Installation. 11 

Cutting and patching. 12 

Progress cleaning. 13 

Starting and adjusting. 14 

Protection of installed construction. 15 

Correction of the Work. 16 

 17 

Related Requirements: 18 

Section 01 77 00 "Closeout Procedures" for submitting final property survey with Project Record 19 

Documents, recording of Owner-accepted deviations from indicated lines and levels, replacing 20 

defective work, and final cleaning. 21 

Section 02 41 19 "Selective Demolition" for demolition and removal of selected portions of the 22 

building. 23 

 24 

DEFINITIONS 25 

Cutting: Removal of in-place construction necessary to permit installation or performance of subsequent 26 

work. 27 

 28 

Patching: Fitting and repair work required to restore construction to original conditions after installation of 29 

subsequent work. 30 

 31 

QUALITY ASSURANCE 32 

Cutting and Patching: Comply with requirements for and limitations on cutting and patching of 33 

construction elements. 34 

 35 

Structural Elements: When cutting and patching structural elements, or when encountering the need for 36 

cutting and patching of elements whose structural function is not known, notify Architect of 37 

locations and details of cutting and await directions from Architect before proceeding. Shore, brace, 38 

and support structural elements during cutting and patching. Do not cut and patch structural elements 39 

in a manner that could change their load-carrying capacity or increase deflection. 40 

Operational Elements: Do not cut and patch operating elements and related components in a manner 41 

that results in reducing their capacity to perform as intended or that results in increased maintenance 42 

or decreased operational life or safety. 43 

Other Construction Elements: Do not cut and patch other construction elements or components in a 44 

manner that could change their load-carrying capacity, that results in reducing their capacity to 45 

perform as intended, or that results in increased maintenance or decreased operational life or safety. 46 

Visual Elements: Do not cut and patch construction in a manner that results in visual evidence of 47 

cutting and patching. Do not cut and patch exposed construction in a manner that would, in 48 

Architect's opinion, reduce the building's aesthetic qualities. Remove and replace construction that 49 

has been cut and patched in a visually unsatisfactory manner. 50 

 51 

Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written 52 

recommendations and instructions for installation of specified products and equipment. 53 
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 1 

PART 2 - PRODUCTS 2 

 3 

MATERIALS 4 

Comply with requirements specified in other Sections. 5 

 6 

For projects requiring compliance with sustainable design and construction practices and procedures, 7 

use products for patching that comply with sustainable design requirements. 8 

 9 

In-Place Materials: Use materials for patching identical to in-place materials. For exposed surfaces, use 10 

materials that visually match in-place adjacent surfaces to the fullest extent possible. 11 

 12 

If identical materials are unavailable or cannot be used, use materials that, when installed, will provide 13 

a match acceptable to Architect for the visual and functional performance of in-place materials. Use 14 

materials that are not considered hazardous. 15 

 16 

Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator of the 17 

surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or property or that 18 

might damage finished surfaces. 19 

 20 

Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not applicable, use products 21 

that comply with the California Code of Regulations maximum allowable VOC levels. 22 

 23 

PART 3 - EXECUTION 24 

 25 

EXAMINATION 26 

Existing Conditions: The existence and location of underground and other utilities and construction 27 

indicated as existing are not guaranteed. Before beginning sitework, investigate and verify the existence 28 

and location of underground utilities, and other construction affecting the Work. 29 

 30 

Before construction, verify the location and invert elevation at points of connection of sanitary sewer, 31 

storm sewer, gas service piping, and water-service piping; underground electrical services; and other 32 

utilities. 33 

Furnish location data for work related to Project that must be performed by public utilities serving 34 

Project site. 35 

 36 

Examination and Acceptance of Conditions: Before proceeding with each component of the Work, examine 37 

substrates, areas, and conditions, with Installer or Applicator present where indicated, for compliance with 38 

requirements for installation tolerances and other conditions affecting performance. Record observations. 39 

 40 

Examine roughing-in for mechanical and electrical systems to verify actual locations of connections 41 

before equipment and fixture installation. 42 

Examine walls, floors, and roofs for suitable conditions where products and systems are to be installed. 43 

Verify compatibility with and suitability of substrates, including compatibility with existing finishes or 44 

primers. 45 

 46 

Written Report: Where a written report listing conditions detrimental to performance of the Work is 47 

required by other Sections, include the following: 48 

 49 

Description of the Work, including Specification Section number and paragraph, and Drawing sheet 50 

number and detail, where applicable. 51 

List of detrimental conditions, including substrates. 52 

List of unacceptable installation tolerances. 53 

Recommended corrections. 54 

 55 
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Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding with the 1 

Work indicates acceptance of surfaces and conditions. 2 

 3 

PREPARATION 4 

Existing Utility Information: Furnish information to local utility and Owner that is necessary to adjust, 5 

move, or relocate existing utility structures, utility poles, lines, services, or other utility appurtenances 6 

located in or affected by construction. Coordinate with authorities having jurisdiction. 7 

 8 

Field Measurements: Take field measurements as required to fit the Work properly. Recheck measurements 9 

before installing each product. Where portions of the Work are indicated to fit to other construction, verify 10 

dimensions of other construction by field measurements before fabrication. Coordinate fabrication schedule 11 

with construction progress to avoid delaying the Work. 12 

 13 

Space Requirements: Verify space requirements and dimensions of items shown diagrammatically on 14 

Drawings. 15 

 16 

Review of Contract Documents and Field Conditions: Immediately on discovery of the need for 17 

clarification of the Contract Documents, submit a request for information to Architect in accordance with 18 

requirements in Section 01 31 00 "Project Management and Coordination." 19 

 20 

CONSTRUCTION LAYOUT 21 

Verification: Before proceeding to lay out the Work, verify layout information shown on Drawings, in 22 

relation to the property survey and existing benchmarks and existing conditions. If discrepancies are 23 

discovered, notify Architect and Construction Manager promptly. 24 

 25 

Building Lines and Levels: Locate and lay out control lines and levels for structures, building foundations, 26 

column grids, and floor levels, including those required for mechanical and electrical work. Transfer survey 27 

markings and elevations for use with control lines and levels. Level foundations and piers from two or 28 

more locations. 29 

 30 

Record Log: Maintain a log of layout control work. Record deviations from required lines and levels. 31 

Include beginning and ending dates and times of surveys, weather conditions, name and duty of each 32 

survey party member, and types of instruments and tapes used. Make the log available for reference by 33 

Architect. 34 

 35 

INSTALLATION 36 

Locate the Work and components of the Work accurately, in correct alignment and elevation, as indicated. 37 

 38 

Comply with manufacturer's written instructions and recommendations for installing products in 39 

applications indicated. 40 

 41 

Install products at the time and under conditions that will ensure satisfactory results as judged by Architect. 42 

Maintain conditions required for product performance until Substantial Completion. 43 

 44 

Conduct construction operations, so no part of the Work is subjected to damaging operations or loading in 45 

excess of that expected during normal conditions of occupancy of type expected for Project. 46 

 47 

Sequence the Work and allow adequate clearances to accommodate movement of construction items on-site 48 

and placement in permanent locations. 49 

 50 

Tools and Equipment: Select tools or equipment that minimize production of excessive noise levels. 51 

 52 

Templates: Obtain and distribute to the parties involved templates for Work specified to be factory 53 

prepared and field installed. Check Shop Drawings of other portions of the Work to confirm that adequate 54 

provisions are made for locating and installing products to comply with indicated requirements. 55 

 56 
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Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size and 1 

number to securely anchor each component in place, accurately located and aligned with other portions of 2 

the Work. Where size and type of attachments are not indicated, verify size and type required for load 3 

conditions with manufacturer. 4 

 5 

Mounting Heights: Where mounting heights are not indicated, mount components at heights directed 6 

by Architect. 7 

Allow for building movement, including thermal expansion and contraction. 8 

Coordinate installation of anchorages. Furnish setting drawings, templates, and directions for installing 9 

anchorages, including sleeves, concrete inserts, anchor bolts, and items with integral anchors, that 10 

are to be embedded in concrete or masonry. Deliver such items to Project site in time for installation. 11 

 12 

Joints: Make joints of uniform width. Where joint locations in exposed Work are not indicated, arrange 13 

joints for the best visual effect, as judged by Architect. Fit exposed connections together to form hairline 14 

joints. 15 

 16 

Repair or remove and replace damaged, defective, or nonconforming Work. 17 

 18 

 Comly with section 01 77 00 “Closeout Procedures” for repairing or removing and replacing defective 19 

Work. 20 

 21 

CUTTING AND PATCHING 22 

General: Employ skilled workers to perform cutting and patching. Proceed with cutting and patching at the 23 

earliest feasible time, and complete without delay. 24 

 25 

Cut in-place construction to provide for installation of other components or performance of other 26 

construction, and subsequently patch as required to restore surfaces to their original condition. 27 

 28 

Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during 29 

installation or cutting and patching operations, by methods and with materials so as not to void existing 30 

warranties. 31 

 32 

Temporary Support: Provide temporary support of Work to be cut. 33 

 34 

Protection: Protect in-place construction during cutting and patching to prevent damage. Provide protection 35 

from adverse weather conditions for portions of Project that might be exposed during cutting and patching 36 

operations. 37 

 38 

Adjacent Occupied Areas: Where interference with use of adjoining areas or interruption of free passage to 39 

adjoining areas is unavoidable, coordinate cutting and patching in accordance with requirements in 40 

Section 01 10 00 "Summary." 41 

 42 

Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems are required 43 

to be removed, relocated, or abandoned, bypass such services/systems before cutting to minimize and 44 

prevent interruption to occupied areas. 45 

 46 

Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar operations, 47 

including excavation, using methods least likely to damage elements retained or adjoining construction. If 48 

possible, review proposed procedures with original Installer; comply with original Installer's written 49 

recommendations. 50 

 51 

In general, use hand or small power tools designed for sawing and grinding, not hammering and 52 

chopping. Cut holes and slots neatly to minimum size required, and with minimum disturbance of 53 

adjacent surfaces. Temporarily cover openings when not in use. 54 

Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces. 55 

 Concrete: Cut using a cutting machine, such as an abrasive saw or a diamond-core drill. 56 
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Excavating and Backfilling: Comply with requirements in applicable Sections where required by 1 

cutting and patching operations. 2 

Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be removed. Cap, 3 

valve, or plug and seal remaining portion of pipe or conduit to prevent entrance of moisture or other 4 

foreign matter after cutting. 5 

Proceed with patching after construction operations requiring cutting are complete. 6 

 7 

Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations following 8 

performance of other Work. Patch with durable seams that are as invisible as practicable, as judged by 9 

Architect. Provide materials and comply with installation requirements specified in other Sections, where 10 

applicable. 11 

 12 

Inspection: Where feasible, test and inspect patched areas after completion to demonstrate physical 13 

integrity of installation. 14 

Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration into retained 15 

adjoining construction in a manner that will eliminate evidence of patching and refinishing. 16 

 17 

Clean piping, conduit, and similar features before applying paint or other finishing materials. 18 

Restore damaged pipe covering to its original condition. 19 

 20 

Floors and Walls: Where walls or partitions that are removed extend one finished area into another, 21 

patch and repair floor and wall surfaces in the new space. Provide an even surface of uniform finish, 22 

color, texture, and appearance. Remove in-place floor and wall coverings and replace with new 23 

materials, if necessary, to achieve uniform color and appearance. 24 

 25 

Where patching occurs in a painted surface, prepare substrate and apply primer and intermediate 26 

paint coats appropriate for substrate over the patch, and apply final paint coat over entire 27 

unbroken surface containing the patch, corner to corner of wall and edge to edge of ceiling. 28 

Provide additional coats until patch blends with adjacent surfaces. 29 

 30 

Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane surface of 31 

uniform appearance. 32 

Exterior Building Enclosure: Patch components in a manner that restores enclosure to a weathertight 33 

condition and ensures thermal and moisture integrity of building enclosure. 34 

 35 

Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, mortar, oils, 36 

putty, and similar materials from adjacent finished surfaces. 37 

 38 

PROGRESS CLEANING 39 

Clean Project site and work areas daily, including common areas. Enforce requirements strictly. Dispose of 40 

materials lawfully. 41 

 42 

Comply with requirements in NFPA 241 for removal of combustible waste materials and debris. 43 

Do not hold waste materials more than seven days during normal weather or three days if the 44 

temperature is expected to rise above 80 deg F. 45 

Containerize hazardous and unsanitary waste materials separately from other waste. Mark containers 46 

appropriately and dispose of legally, in accordance with regulations. 47 

 48 

Use containers intended for holding waste materials of type to be stored. 49 

 50 

Coordinate progress cleaning for joint-use areas where Contractor and other contractors are working 51 

concurrently. 52 

 53 

Site: Maintain Project site free of waste materials and debris. 54 

 55 



Alma Fire Station Remodel – Phase 2 

01 73 00 - 6 

Work Areas: Clean areas where Work is in progress to the level of cleanliness necessary for proper 1 

execution of the Work. 2 

 3 

Remove liquid spills promptly. 4 

Where dust would impair proper execution of the Work, broom-clean or vacuum the entire work area, 5 

as appropriate. 6 

 7 

Installed Work: Keep installed work clean. Clean installed surfaces in accordance with written instructions 8 

of manufacturer or fabricator of product installed, using only cleaning materials specifically recommended. 9 

If specific cleaning materials are not recommended, use cleaning materials that are not hazardous to health 10 

or property and that will not damage exposed surfaces. 11 

 12 

Concealed Spaces: Remove debris from concealed spaces before enclosing the space. 13 

 14 

Exposed Surfaces: Clean exposed surfaces and protect as necessary to ensure freedom from damage and 15 

deterioration at time of Substantial Completion. 16 

 17 

Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials down sewers or 18 

into waterways. Comply with waste disposal requirements in Section 01 74 19 "Construction Waste 19 

Management and Disposal." 20 

 21 

During handling and installation, clean and protect construction in progress and adjoining materials already 22 

in place. Apply protective covering where required to ensure protection from damage or deterioration at 23 

Substantial Completion. 24 

 25 

Clean and provide maintenance on completed construction as frequently as necessary through the 26 

remainder of the construction period. Adjust and lubricate operable components to ensure operability 27 

without damaging effects. 28 

 29 

Limiting Exposures: Supervise construction operations to ensure that no part of the construction, completed 30 

or in progress, is subject to harmful, dangerous, damaging, or otherwise deleterious exposure during the 31 

construction period. 32 

 33 

STARTING AND ADJUSTING 34 

Start equipment and operating components to confirm proper operation. Remove malfunctioning units, 35 

replace with new units, and retest. 36 

 37 

Adjust equipment for proper operation. Adjust operating components for proper operation without binding. 38 

 39 

Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. Replace 40 

damaged and malfunctioning controls and equipment. 41 

 42 

PROTECTION OF INSTALLED CONSTRUCTION 43 

Provide final protection and maintain conditions that ensure installed Work is without damage or 44 

deterioration at time of Substantial Completion. 45 

 46 

Protection of Existing Items: Provide protection and ensure that existing items to remain undisturbed by 47 

construction are maintained in condition that existed at commencement of the Work. 48 

 49 

Comply with manufacturer's written instructions for temperature and relative humidity. 50 

 51 

CORRECTION OF THE WORK 52 

Repair or remove and replace damaged, defective, or nonconforming Work. Restore damaged substrates 53 

and finishes. 54 

 55 
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Repairing includes replacing defective parts, refinishing damaged surfaces, touching up with matching 1 

materials, and properly adjusting operating equipment. 2 

 3 

Repair Work previously completed and subsequently damaged during construction period. Repair to like-4 

new condition. 5 

 6 

Restore permanent facilities used during construction to their specified condition. 7 

 8 

Remove and replace damaged surfaces that are exposed to view if surfaces cannot be repaired without 9 

visible evidence of repair. 10 

 11 

Repair components that do not operate properly. Remove and replace operating components that cannot be 12 

repaired. 13 

 14 

Remove and replace chipped, scratched, and broken glass or reflective surfaces. 15 

 16 

END OF SECTION 17 
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SECTION 01 74 19 1 

CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for the following: 7 

Salvaging nonhazardous demolition and construction waste. 8 

Recycling nonhazardous demolition and construction waste. 9 

Disposing of nonhazardous demolition and construction waste. 10 

 11 

DEFINITIONS 12 

Construction Waste: Building, structure, and site improvement materials and other solid waste resulting 13 

from construction, remodeling, renovation, or repair operations. Construction waste includes packaging. 14 

 15 

Demolition Waste: Building, structure, and site improvement materials resulting from demolition 16 

operations. 17 

 18 

Disposal: Removal of demolition or construction waste and subsequent salvage, sale, recycling, or deposit 19 

in landfill, incinerator acceptable to authorities having jurisdiction, or designated spoil areas on Owner’s 20 

property. 21 

 22 

Recycle: Recovery of demolition or construction waste for subsequent processing in preparation for reuse. 23 

 24 

Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another facility. 25 

 26 

Salvage and Reuse: Recovery of demolition or construction waste and subsequent incorporation into the 27 

Work. 28 

 29 

ACTION SUBMITTALS 30 

Waste Management Plan: Submit plan within 30 days of date established for commencement of the Work. 31 

 32 

WASTE MANAGEMENT PLAN 33 

General: Develop a waste management plan according to requirements in this Section. Plan shall consist of 34 

waste identification, waste reduction work plan, and cost/revenue analysis. Distinguish between demolition 35 

and construction waste. Indicate quantities by weight or volume, but use same units of measure throughout 36 

waste management plan. 37 

 38 

Waste Identification: Indicate anticipated types and quantities of demolition and construction waste 39 

generated by the Work. Include estimated quantities and assumptions for estimates. 40 

 41 

Waste Reduction Work Plan: List each type of waste and whether it will be salvaged, recycled, or disposed 42 

of in landfill or incinerator. Include points of waste generation, total quantity of each type of waste, 43 

quantity for each means of recovery, and handling and transportation procedures. 44 

 45 

Salvaged Materials for Reuse: For materials that will be salvaged and reused in this Project, describe 46 

methods for preparing salvaged materials before incorporation into the Work. 47 

Salvaged Materials for Sale: For materials that will be sold to individuals and organizations, include 48 

list of their names, addresses, and telephone numbers. 49 

Salvaged Materials for Donation: For materials that will be donated to individuals and organizations, 50 

include list of their names, addresses, and telephone numbers. 51 

Recycled Materials: Include list of local receivers and processors and type of recycled materials each 52 

will accept. Include names, addresses, and telephone numbers. 53 

Disposed Materials: Indicate how and where materials will be disposed of. Include name, address, and 54 

telephone number of each landfill and incinerator facility. 55 
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Handling and Transportation Procedures: Include method that will be used for separating recyclable 1 

waste including sizes of containers, container labeling, and designated location where materials 2 

separation will be performed. 3 

 4 

PART 2 - PRODUCTS 5 

 6 

PERFORMANCE REQUIREMENTS 7 

General: Achieve end-of-Project rates for salvage/recycling of 25 percent by weight of total nonhazardous 8 

solid waste generated by the Work. Facilitate recycling and salvage of materials. 9 

 10 

PART 3 - EXECUTION 11 

 12 

PLAN IMPLEMENTATION 13 

General: Implement approved waste management plan. Provide handling, containers, storage, signage, 14 

transportation, and other items as required to implement waste management plan during the entire duration 15 

of the Contract. 16 

 17 

Training: Train workers, subcontractors, and suppliers on proper waste management procedures, as 18 

appropriate for the Work. 19 

 20 

Distribute waste management plan to entities when they first begin work on-site. Review plan 21 

procedures and locations established for salvage, recycling, and disposal. 22 

 23 

Site Access and Temporary Controls: Conduct waste management operations to ensure minimum 24 

interference with roads, streets, walks, walkways, and other adjacent occupied and used facilities. 25 

 26 

Designate and label specific areas on Project site necessary for separating materials that are to be 27 

salvaged and recycled. 28 

 29 

SALVAGING DEMOLITION WASTE 30 

Comply with requirements in Section 02 41 19 "Selective Demolition" for salvaging demolition waste. 31 

 32 

Salvaged Items for Reuse in the Work: 33 

 34 

Clean salvaged items. 35 

Pack or crate items after cleaning. Identify contents of containers with label indicating elements, date 36 

of removal, quantity, and location where removed. 37 

Store items in a secure area until installation. 38 

Protect items from damage during transport and storage. 39 

Install salvaged items to comply with installation requirements for new materials and equipment. 40 

Provide connections, supports, and miscellaneous materials necessary to make items functional for 41 

use indicated. 42 

 43 

Salvaged Items for Sale and Donation:  Not permitted on Project site. 44 

 45 

Salvaged Items for Owner's Use: 46 

 47 

Clean salvaged items. 48 

Pack or crate items after cleaning. Identify contents of containers with label indicating elements, date 49 

of removal, quantity, and location where removed. 50 

Store items in a secure area until delivery to Owner. 51 

Transport items to Owner's storage area designated by Owner. 52 

Protect items from damage during transport and storage. 53 



Alma Fire Station Remodel – Phase 2 

01 74 19 - 3 

 1 

RECYCLING DEMOLITION AND CONSTRUCTION WASTE, GENERAL 2 

Recycling Incentives: Revenues, savings, rebates, tax credits, and other incentives received for recycling 3 

waste materials shall accrue to Contractor. 4 

 5 

Preparation of Waste: Prepare and maintain recyclable waste materials according to recycling or reuse 6 

facility requirements. Maintain materials free of dirt, adhesives, solvents, petroleum contamination, and 7 

other substances deleterious to the recycling process. 8 

 9 

Procedures: Separate recyclable waste from other waste materials, trash, and debris. Separate recyclable 10 

waste by type at Project site to the maximum extent practical according to approved construction waste 11 

management plan. 12 

 13 

Provide appropriately marked containers or bins for controlling recyclable waste until removed from 14 

Project site. Include list of acceptable and unacceptable materials at each container and bin. 15 

Inspect containers and bins for contamination and remove contaminated materials if found. 16 

Stockpile processed materials on-site without intermixing with other materials. Place, grade, and shape 17 

stockpiles to drain surface water. Cover to prevent windblown dust. 18 

Stockpile materials away from construction area. Do not store within drip line of remaining trees. 19 

Store components off the ground and protect from the weather. 20 

Remove recyclable waste from Owner's property and transport to recycling receiver or processor as 21 

often as required to prevent overfilling bins. 22 

 23 

RECYCLING DEMOLITION WASTE 24 

Concrete: Remove reinforcement and other metals from concrete and sort with other metals. 25 

 26 

Masonry: Remove metal reinforcement, anchors, and ties from masonry and sort with other metals. 27 

 28 

Metals: Separate metals by type. 29 

 30 

Structural Steel: Stack members according to size, type of member, and length. 31 

Remove and dispose of bolts, nuts, washers, and other rough hardware. 32 

 33 

RECYCLING CONSTRUCTION WASTE 34 

Packaging: 35 

 36 

Cardboard and Boxes: Break down packaging into flat sheets. Bundle and store in a dry location. 37 

Polystyrene Packaging: Separate and bag materials. 38 

Pallets: As much as possible, require deliveries using pallets to remove pallets from Project site. For 39 

pallets that remain on-site, break down pallets into component wood pieces and comply with 40 

requirements for recycling wood. 41 

Crates: Break down crates into component wood pieces and comply with requirements for recycling 42 

wood. 43 

 44 

Wood Materials: 45 

 46 

Clean Cut-Offs of Lumber: Grind or chip into small pieces. 47 

Clean Sawdust: Bag sawdust that does not contain painted or treated wood. 48 

 49 

DISPOSAL OF WASTE 50 

General: Except for items or materials to be salvaged or recycled, remove waste materials from Project site 51 

and legally dispose of them in a landfill or incinerator acceptable to authorities having jurisdiction. 52 

 53 

Except as otherwise specified, do not allow waste materials that are to be disposed of accumulate on-54 

site. 55 

Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas. 56 
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 1 

General: Except for items or materials to be salvaged or recycled, remove waste materials and legally 2 

dispose of at designated spoil areas on Owner’s property. 3 

 4 

Burning: Do not burn waste materials. 5 

 6 

Burning: Burning of waste materials is permitted only at designated areas on Owner's property, provided 7 

required permits are obtained. Provide full-time monitoring for burning materials until fires are 8 

extinguished. 9 

 10 

END OF SECTION 11 
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SECTION 01 77 00 1 

CLOSEOUT PROCEDURES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for Contract closeout, including, but not 7 

limited to, the following: 8 

 9 

Substantial Completion procedures. 10 

Final Completion procedures. 11 

List of incomplete items. 12 

Submittal of Project warranties. 13 

Final cleaning. 14 

 15 

Related Requirements: 16 

 17 

Section 01 78 23 "Operation and Maintenance Data" for additional operation and maintenance manual 18 

requirements. 19 

Section 01 78 39 "Project Record Documents" for submitting Record Drawings, Record Specifications, 20 

and Record Product Data. 21 

Section 01 79 00 "Demonstration and Training" for requirements to train Owner's maintenance 22 

personnel to adjust, operate, and maintain products, equipment, and systems. 23 

 24 

ACTION SUBMITTALS 25 

Product Data: For each type of cleaning agent. 26 

Contractor's List of Incomplete Items: Initial submittal at Substantial Completion. 27 

Certified List of Incomplete Items: Final submittal at Final Completion. 28 

 29 

CLOSEOUT SUBMITTALS 30 

Certificates of Release: From authorities having jurisdiction. 31 

Certificate of Insurance: For continuing coverage. 32 

Field Report: For pest-control inspection. 33 

 34 

SUBSTANTIAL COMPLETION PROCEDURES 35 

Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and corrected 36 

(Contractor's "punch list"), indicating the value of each item on the list and reasons why the Work is 37 

incomplete. 38 

 39 

Submittals Prior to Substantial Completion: Complete the following a minimum of 10 days prior to 40 

requesting inspection for determining date of Substantial Completion. List items below that are incomplete 41 

at time of request. 42 

 43 

Certificates of Release: Obtain and submit releases from authorities having jurisdiction, permitting 44 

Owner unrestricted use of the Work and access to services and utilities. Include occupancy permits, 45 

operating certificates, and similar releases. 46 

Submit closeout submittals specified in other Division 01 Sections, including Project Record 47 

Documents, operation and maintenance manuals, damage or settlement surveys, property surveys, 48 

and similar final record information. 49 

Submit closeout submittals specified in individual Sections, including specific warranties, 50 

workmanship bonds, maintenance service agreements, final certifications, and similar documents. 51 

Submit maintenance material submittals specified in individual Sections, including tools, spare parts, 52 

extra materials, and similar items, and deliver to location designated by Architect. Label with 53 

manufacturer's name and model number. 54 

Submit testing, adjusting, and balancing records. 55 
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Submit sustainable design submittals not previously submitted. 1 

Submit changeover information related to Owner's occupancy, use, operation, and maintenance. 2 

 3 

Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days prior to 4 

requesting inspection for determining date of Substantial Completion. List items below that are incomplete 5 

at time of request. 6 

 7 

Advise Owner of pending insurance changeover requirements. 8 

Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's personnel of 9 

changeover in security provisions. 10 

Complete startup and testing of systems and equipment. 11 

Perform preventive maintenance on equipment used prior to Substantial Completion. 12 

Instruct Owner's personnel in operation, adjustment, and maintenance of products, equipment, and 13 

systems. Submit demonstration and training video recordings specified in Section 01 79 00 14 

"Demonstration and Training." 15 

Advise Owner of changeover in utility services. 16 

Participate with Owner in conducting inspection and walkthrough with local emergency responders. 17 

Terminate and remove temporary facilities from Project site, along with mockups, construction tools, 18 

and similar elements. 19 

Complete final cleaning requirements. 20 

Touch up paint and otherwise repair and restore marred exposed finishes to eliminate visual defects. 21 

 22 

Inspection: Submit a written request for inspection to determine Substantial Completion a minimum of 10 23 

days prior to date the Work will be completed and ready for final inspection and tests. On receipt of 24 

request, Architect will either proceed with inspection or notify Contractor of unfulfilled requirements. 25 

Architect will prepare the Certificate of Substantial Completion after inspection or will notify Contractor of 26 

items, either on Contractor's list or additional items identified by Architect, that must be completed or 27 

corrected before certificate will be issued. 28 

 29 

FINAL COMPLETION PROCEDURES 30 

Submittals Prior to Final Completion: Before requesting final inspection for determining Final Completion, 31 

complete the following: 32 

 33 

Submit a final Application for Payment in accordance with Section 01 29 00 "Payment Procedures." 34 

Certified List of Incomplete Items: Submit certified copy of Architect's Substantial Completion 35 

inspection list of items to be completed or corrected (punch list), endorsed and dated by Architect. 36 

Certified copy of the list will state that each item has been completed or otherwise resolved for 37 

acceptance. 38 

Certificate of Insurance: Submit evidence of final, continuing insurance coverage complying with 39 

insurance requirements. 40 

 41 

Inspection: Submit a written request for final inspection to determine acceptance a minimum of 10 days 42 

prior to date the Work will be completed and ready for final inspection and tests. On receipt of request, 43 

Architect will either proceed with inspection or notify Contractor of unfulfilled requirements. Architect will 44 

prepare a final Certificate for Payment after inspection or will notify Contractor of construction that must 45 

be completed or corrected before certificate will be issued. 46 

 47 

LIST OF INCOMPLETE ITEMS 48 

Organization of List: Include name and identification of each space and area affected by construction 49 

operations for incomplete items and items needing correction including, if necessary, areas disturbed by 50 

Contractor that are outside the limits of construction. 51 

 52 

Organize list of spaces in sequential order, starting with exterior areas first, listed by room or space 53 

number. 54 

Organize items applying to each space by major element, including categories for ceilings, individual 55 

walls, floors, equipment, and building systems. 56 
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Include the following information at the top of each page: 1 

 2 

Project name. 3 

Date. 4 

Name of Architect. 5 

Name of Contractor. 6 

Page number. 7 

 8 

Submit list of incomplete items in the following format: 9 

 10 

PDF Electronic File: Architect will return annotated file. 11 

 12 

SUBMITTAL OF PROJECT WARRANTIES 13 

Time of Submittal: Submit written warranties on request of Architect for designated portions of the Work 14 

where warranties are indicated to commence on dates other than date of Substantial Completion, or when 15 

delay in submittal of warranties might limit Owner's rights under warranty. 16 

 17 

Organize warranty documents into an orderly sequence based on the table of contents of Project Manual. 18 

 19 

Warranty Electronic File: Provide warranties and bonds in PDF format. Assemble complete warranty and 20 

bond submittal package into a single electronic PDF file with bookmarks enabling navigation to each item. 21 

Provide bookmarked table of contents at beginning of document. 22 

 23 

Submit by email to Architect. 24 

 25 

Warranties in Paper Form: 26 

 27 

Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders, thickness as 28 

necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch paper. 29 

 30 

Provide additional copies of each warranty to include in operation and maintenance manuals. 31 

 32 

PART 2 - PRODUCTS 33 

 34 

MATERIALS 35 

Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator of the 36 

surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or property or that 37 

might damage finished surfaces. 38 

 39 

Use cleaning products that comply with Green Seal's GS-37, or if GS-37 is not applicable, use products 40 

that comply with the California Code of Regulations maximum allowable VOC levels. 41 

 42 

PART 3 - EXECUTION 43 

 44 

FINAL CLEANING 45 

Perform final cleaning. Conduct cleaning and waste-removal operations to comply with local laws and 46 

ordinances and Federal and local environmental and antipollution regulations. 47 

 48 

Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each surface or 49 

unit to condition expected in an average commercial building cleaning and maintenance program. Comply 50 

with manufacturer's written instructions. 51 

 52 

Complete the following cleaning operations before requesting inspection for certification of 53 

Substantial Completion for entire Project or for a designated portion of Project: 54 

 55 

Clean Project site of rubbish, waste material, litter, and other foreign substances. 56 
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Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free of stains, 1 

films, and similar foreign substances. Avoid disturbing natural weathering of exterior surfaces. 2 

Restore reflective surfaces to their original condition. 3 

Remove debris and surface dust from limited-access spaces, including roofs, plenums, shafts, 4 

trenches, equipment vaults, manholes, attics, and similar spaces. 5 

Clean flooring, removing debris, dirt, and staining; clean in accordance with manufacturer's 6 

instructions. 7 

Vacuum and mop concrete. 8 

Vacuum carpet and similar soft surfaces, removing debris and excess nap; clean in accordance 9 

with manufacturer's instructions if visible soil or stains remain. 10 

Clean transparent materials, including mirrors and glass in doors and windows. Remove glazing 11 

compounds and other noticeable, vision-obscuring materials. Polish mirrors and glass, taking 12 

care not to scratch surfaces. 13 

Remove labels that are not permanent. 14 

Wipe surfaces of mechanical and electrical equipment and similar equipment. Remove excess 15 

lubrication, paint and mortar droppings, and other foreign substances. 16 

Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting from 17 

water exposure. 18 

Replace disposable air filters and clean permanent air filters. Clean exposed surfaces of diffusers, 19 

registers, and grills. 20 

Clean ducts, blowers, and coils if units were operated without filters during construction or that 21 

display contamination with particulate matter on inspection. 22 

Clean luminaires, lamps, globes, and reflectors to function with full efficiency. 23 

Clean strainers. 24 

Leave Project clean and ready for occupancy. 25 

 26 

Construction Waste Disposal: Comply with waste-disposal requirements in Section 01 74 19 "Construction 27 

Waste Management and Disposal." 28 

 29 

CORRECTION OF THE WORK 30 

Complete repair and restoration operations required by "Correction of the Work" Article in 31 

Section 01 73 00 "Execution" before requesting inspection for determination of Substantial Completion. 32 

 33 

END OF SECTION 34 
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SECTION 01 78 23 1 

OPERATION AND MAINTENANCE DATA 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Administrative and procedural requirements for preparing operation and maintenance 7 

manuals, including the following: 8 

Operation and maintenance documentation directory manuals. 9 

Systems and equipment operation manuals. 10 

Systems and equipment maintenance manuals. 11 

Product maintenance manuals. 12 

 13 

CLOSEOUT SUBMITTALS 14 

Submit operation and maintenance manuals indicated. Provide content for each manual as specified in 15 

individual Specification Sections, and as reviewed and approved at the time of Section submittals. Submit 16 

reviewed manual content formatted and organized as required by this Section. 17 

Architect will comment on whether content of operation and maintenance submittals is acceptable. 18 

Where applicable, clarify and update reviewed manual content to correspond to revisions and field 19 

conditions. 20 

 21 

Format: Submit operation and maintenance manuals in the following format: 22 

Submit by email to Architect. Enable reviewer comments on draft submittals. 23 

 24 

Final Manual Submittal: Submit each manual in final form prior to requesting inspection for Substantial 25 

Completion and at least 15 days before commencing demonstration and training. Architect will return copy 26 

with comments. 27 

Correct or revise each manual to comply with Architect's comments. Submit copies of each corrected 28 

manual within 15 days of receipt of Architect's comments and prior to commencing demonstration 29 

and training. 30 

 31 

Comply with Section 01 77 00 "Closeout Procedures" for schedule for submitting operation and 32 

maintenance documentation. 33 

 34 

FORMAT OF OPERATION AND MAINTENANCE MANUALS 35 

Manuals, Electronic Files: Submit manuals in the form of a multiple file composite electronic PDF file for 36 

each manual type required. 37 

Electronic Files: Use electronic files prepared by manufacturer where available. Where scanning of 38 

paper documents is required, configure scanned file for minimum readable file size. 39 

File Names and Bookmarks: Bookmark individual documents based on file names. Name document 40 

files to correspond to system, subsystem, and equipment names used in manual directory and table 41 

of contents. Group documents for each system and subsystem into individual composite bookmarked 42 

files, then create composite manual, so that resulting bookmarks reflect the system, subsystem, and 43 

equipment names in a readily navigated file tree. Configure electronic manual to display bookmark 44 

panel on opening file. 45 

 46 

Manuals, Paper Copy: Submit manuals in the form of hard-copy, bound and labeled volumes. 47 

Binders: Heavy-duty, three-ring, vinyl-covered, loose-leaf binders, in thickness necessary to 48 

accommodate contents, sized to hold 8-1/2-by-11-inch paper; with clear plastic sleeve on spine to 49 

hold label describing contents and with pockets inside covers to hold folded oversize sheets. 50 

Drawings: Attach reinforced, punched binder tabs on drawings and bind with text. 51 

If oversize drawings are necessary, fold drawings to same size as text pages and use as foldouts. 52 

If drawings are too large to be used as foldouts, fold and place drawings in labeled envelopes and 53 

bind envelopes in rear of manual. At appropriate locations in manual, insert typewritten pages 54 

indicating drawing titles, descriptions of contents, and drawing locations. 55 
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 1 

REQUIREMENTS FOR OPERATION AND MAINTENANCE MANUALS 2 

Organization of Manuals: Unless otherwise indicated, organize each manual into a separate section for each 3 

system and subsystem, and a separate section for each piece of equipment not part of a system. Each 4 

manual to contain the following materials, in the order listed: 5 

Title page. 6 

Table of contents. 7 

Manual contents. 8 

 9 

Title Page: Include the following information: 10 

Subject matter included in manual. 11 

Name and address of Project. 12 

Name and address of Owner. 13 

Date of submittal. 14 

Name and contact information for Contractor. 15 

Name and contact information for Architect. 16 

Names and contact information for major consultants to the Architect that designed the systems 17 

contained in the manuals. 18 

Cross-reference to related systems in other operation and maintenance manuals. 19 

 20 

Table of Contents: List each product included in manual, identified by product name, indexed to the 21 

content of the volume, and cross-referenced to Specification Section number in Project Manual. 22 

 23 

Manual Contents: Organize into sets of manageable size. Arrange contents alphabetically by system, 24 

subsystem, and equipment. If possible, assemble instructions for subsystems, equipment, and components 25 

of one system into a single binder. 26 

 27 

Identification: In the documentation directory and in each operation and maintenance manual, identify each 28 

system, subsystem, and piece of equipment with same designation used in the Contract Documents. If no 29 

designation exists, assign a designation according to ASHRAE Guideline 4, "Preparation of Operating and 30 

Maintenance Documentation for Building Systems." 31 

 32 

SYSTEMS AND EQUIPMENT OPERATION MANUALS 33 

Systems and Equipment Operation Manual: Assemble a complete set of data indicating operation of each 34 

system, subsystem, and piece of equipment not part of a system. Include information required for daily 35 

operation and management, operating standards, and routine and special operating procedures. 36 

 37 

Content: In addition to requirements in this Section, include operation data required in individual 38 

Specification Sections and the following information: 39 

System, subsystem, and equipment descriptions. Use designations for systems and equipment indicated 40 

on Contract Documents. 41 

Performance and design criteria if Contractor has delegated design responsibility. 42 

Operating standards. 43 

Operating procedures. 44 

Operating logs. 45 

Wiring diagrams. 46 

Control diagrams. 47 

Piped system diagrams. 48 

Precautions against improper use. 49 

License requirements including inspection and renewal dates. 50 

 51 

Descriptions: Include the following: 52 

Product name and model number. Use designations for products indicated on Contract Documents. 53 

Manufacturer's name. 54 

Equipment identification with serial number of each component. 55 

Equipment function. 56 
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Operating characteristics. 1 

Limiting conditions. 2 

Performance curves. 3 

Engineering data and tests. 4 

Complete nomenclature and number of replacement parts. 5 

 6 

Operating Procedures: Include the following, as applicable: 7 

Startup procedures. 8 

Equipment or system break-in procedures. 9 

Routine and normal operating instructions. 10 

Regulation and control procedures. 11 

Instructions on stopping. 12 

Normal shutdown instructions. 13 

Seasonal and weekend operating instructions. 14 

Required sequences for electric or electronic systems. 15 

Special operating instructions and procedures. 16 

 17 

Systems and Equipment Controls: Describe the sequence of operation, and diagram controls as installed. 18 

 19 

Piped Systems: Diagram piping as installed, and identify color coding where required for identification. 20 

 21 

SYSTEMS AND EQUIPMENT MAINTENANCE MANUALS 22 

Systems and Equipment Maintenance Manuals: Assemble a complete set of data indicating maintenance of 23 

each system, subsystem, and piece of equipment not part of a system. Include manufacturers' maintenance 24 

documentation, preventive maintenance procedures and frequency, repair procedures, wiring and systems 25 

diagrams, lists of spare parts, and warranty information. 26 

 27 

Content: For each system, subsystem, and piece of equipment not part of a system, include source 28 

information, manufacturers' maintenance documentation, maintenance procedures, maintenance and service 29 

schedules, spare parts list and source information, maintenance service contracts, and warranties and bonds, 30 

as described below. 31 

 32 

Manufacturers' Maintenance Documentation: Include the following information for each component part or 33 

piece of equipment: 34 

Standard maintenance instructions and bulletins; include only sheets pertinent to product or component 35 

installed. Mark each sheet to identify each product or component incorporated into the Work. If data 36 

include more than one item in a tabular format, identify each item using appropriate references from 37 

the Contract Documents. Identify data applicable to the Work and delete references to information 38 

not applicable. 39 

Prepare supplementary text if manufacturers' standard printed data are not available and where the 40 

information is necessary for proper operation and maintenance of equipment or systems. 41 

Drawings, diagrams, and instructions required for maintenance, including disassembly and component 42 

removal, replacement, and assembly. 43 

Identification and nomenclature of parts and components. 44 

List of items recommended to be stocked as spare parts. 45 

 46 

Maintenance Procedures: Include the following information and items that detail essential maintenance 47 

procedures: 48 

Test and inspection instructions. 49 

Troubleshooting guide. 50 

Precautions against improper maintenance. 51 

Disassembly; component removal, repair, and replacement; and reassembly instructions. 52 

Aligning, adjusting, and checking instructions. 53 

Demonstration and training video recording, if available. 54 

 55 
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Maintenance and Service Schedules: Include service and lubrication requirements, list of required 1 

lubricants for equipment, and separate schedules for preventive and routine maintenance and service with 2 

standard time allotment. 3 

 4 

Spare Parts List and Source Information: Include lists of replacement and repair parts, with parts identified 5 

and cross-referenced to manufacturers' maintenance documentation and local sources of maintenance 6 

materials and related services. 7 

 8 

Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions 9 

that would affect validity of warranties or bonds. 10 

Include procedures to follow and required notifications for warranty claims. 11 

 12 

Drawings: Prepare drawings supplementing manufacturers' printed data to illustrate the relationship of 13 

component parts of equipment and systems and to illustrate control sequence and flow diagrams. 14 

Coordinate these drawings with information contained in record Drawings to ensure correct illustration of 15 

completed installation. 16 

 17 

PRODUCT MAINTENANCE MANUALS 18 

Product Maintenance Manual: Assemble a complete set of maintenance data indicating care and 19 

maintenance of each product, material, and finish incorporated into the Work. 20 

 21 

Content: Organize manual into a separate section for each product, material, and finish. Include source 22 

information, product information, maintenance procedures, repair materials and sources, and warranties and 23 

bonds, as described below. 24 

 25 

Product Information: Include the following, as applicable: 26 

Product name and model number. 27 

Manufacturer's name. 28 

Color, pattern, and texture. 29 

Material and chemical composition. 30 

Reordering information for specially manufactured products. 31 

 32 

Maintenance Procedures: Include manufacturer's written recommendations and the following: 33 

Inspection procedures. 34 

Types of cleaning agents to be used and methods of cleaning. 35 

List of cleaning agents and methods of cleaning detrimental to product. 36 

Schedule for routine cleaning and maintenance. 37 

Repair instructions. 38 

 39 

Repair Materials and Sources: Include lists of materials and local sources of materials and related services. 40 

 41 

Warranties and Bonds: Include copies of warranties and bonds and lists of circumstances and conditions 42 

that would affect validity of warranties or bonds. 43 

Include procedures to follow and required notifications for warranty claims. 44 

 45 

PART 2 - PRODUCTS (Not Used) 46 

 47 

PART 3 - EXECUTION (Not Used) 48 

 49 

END OF SECTION 50 
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SECTION 01 78 39 1 

PROJECT RECORD DOCUMENTS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for Project Record Documents, including the 7 

following: 8 

 9 

Record Drawings. 10 

Record specifications. 11 

Record Product Data. 12 

 13 

Related Requirements: 14 

 15 

Section 01 78 23 "Operation and Maintenance Data" for operation and maintenance manual 16 

requirements. 17 

 18 

CLOSEOUT SUBMITTALS 19 

Record Drawings: Comply with the following: 20 

 21 

Number of Copies: Submit one set(s) of marked-up record prints. 22 

 23 

RECORD DRAWINGS 24 

Record Prints: Maintain one set of marked-up paper copies of the Contract Drawings and Shop Drawings, 25 

incorporating new and revised drawings as modifications are issued. 26 

 27 

Preparation: Mark record prints to show the actual installation, where installation varies from that 28 

shown originally. Require individual or entity who obtained record data, whether individual or entity 29 

is Installer, subcontractor, or similar entity, to provide information for preparation of corresponding 30 

marked-up record prints. 31 

 32 

Give particular attention to information on concealed elements that would be difficult to identify 33 

or measure and record later. 34 

Accurately record information in an acceptable drawing technique. 35 

Record data as soon as possible after obtaining it. 36 

Record and check the markup before enclosing concealed installations. 37 

Cross-reference record prints to corresponding photographic documentation. 38 

 39 

Content: Types of items requiring marking include, but are not limited to, the following: 40 

 41 

Dimensional changes to Drawings. 42 

Revisions to details shown on Drawings. 43 

Depths of foundations. 44 

Locations and depths of underground utilities. 45 

Revisions to routing of piping and conduits. 46 

Revisions to electrical circuitry. 47 

Actual equipment locations. 48 

Duct size and routing. 49 

Locations of concealed internal utilities. 50 

Changes made by Change Order or Construction Change Directive. 51 

Changes made following Architect's written orders. 52 

Details not on the original Contract Drawings. 53 

Field records for variable and concealed conditions. 54 

Record information on the Work that is shown only schematically. 55 
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 1 

Mark the Contract Drawings and Shop Drawings completely and accurately. Use personnel proficient 2 

at recording graphic information in production of marked-up record prints. 3 

Mark record prints with erasable, red-colored pencil. Use other colors to distinguish between changes 4 

for different categories of the Work at same location. 5 

Mark important additional information that was either shown schematically or omitted from original 6 

Drawings. 7 

Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and similar 8 

identification, where applicable. 9 

 10 

Format: Identify and date each Record Drawing; include the designation "PROJECT RECORD 11 

DRAWING" in a prominent location. 12 

 13 

Record Prints: Organize record prints into manageable sets. Bind each set with durable paper cover 14 

sheets. Include identification on cover sheets. 15 

Identification: As follows: 16 

 17 

Project name. 18 

Date. 19 

Designation "PROJECT RECORD DRAWINGS." 20 

Name of Architect. 21 

Name of Contractor. 22 

 23 

MAINTENANCE OF RECORD DOCUMENTS 24 

Maintenance of Record Documents: Store Record Documents in the field office apart from the Contract 25 

Documents used for construction. Do not use Project Record Documents for construction purposes. 26 

Maintain Record Documents in good order and in a clean, dry, legible condition, protected from 27 

deterioration and loss. Provide access to Project Record Documents for Architect's reference during normal 28 

working hours. 29 

 30 

PART 2 - PRODUCTS (Not Used) 31 

 32 

PART 3 - EXECUTION (Not Used) 33 

 34 

END OF SECTION 35 
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SECTION 01 79 00 1 

DEMONSTRATION AND TRAINING 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes administrative and procedural requirements for instructing Owner's personnel, including 7 

the following: 8 

 9 

Instruction in operation and maintenance of systems, subsystems, and equipment. 10 

 11 

QUALITY ASSURANCE 12 

Preconstruction Conference: Conduct conference at Project site to comply with requirements in 13 

Section 01 31 00 "Project Management and Coordination." 14 

 15 

COORDINATION 16 

Coordinate instruction schedule with Owner's operations. Adjust schedule as required to minimize 17 

disrupting Owner's operations and to ensure availability of Owner's personnel. 18 

 19 

INSTRUCTION PROGRAM 20 

Program Structure: Develop an instruction program that includes individual training modules for each 21 

system and for equipment not part of a system, as required by individual Specification Sections. 22 

 23 

INSTRUCTION 24 

Training Location and Reference Material: Conduct training on-site in the completed and fully operational 25 

facility using the actual equipment in-place. Conduct training using final Operation and Maintenance 26 

Manual. 27 

 28 

PART 2 - PRODUCTS (Not Used) 29 

 30 

PART 3 - EXECUTION (Not Used) 31 

 32 

END OF SECTION 33 
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SECTION 02 41 19 1 

SELECTIVE DEMOLITION 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

The Work of this Section Includes: 7 

Demolition and removal of selected portions of exterior or interior of building or structure and site 8 

elements. 9 

Removal and salvage of existing items for delivery to Owner and removal of existing items for 10 

reinstallation. 11 

 12 

Related Requirements: 13 

Section 01 10 00 "Summary" for restrictions on use of the premises, Owner-occupancy requirements, 14 

and phasing requirements. 15 

Section 01 73 00 "Execution" for cutting and patching procedures. 16 

Section 01 35 16 "Alteration Project Procedures" for general protection and work procedures for 17 

alteration projects. 18 

 19 

MATERIALS OWNERSHIP 20 

Unless otherwise indicated, demolition waste becomes property of Contractor. 21 

 22 

Historic items, relics, antiques, and similar objects including, but not limited to, cornerstones and their 23 

contents, commemorative plaques and tablets, and other items of interest or value to Owner that may be 24 

uncovered during demolition remain the property of Owner. 25 

 26 

Carefully salvage in a manner to prevent damage and promptly return to Owner. 27 

 28 

INFORMATIONAL SUBMITTALS 29 

Proposed Protection Measures: Submit report, including Drawings, that indicates the measures proposed 30 

for protecting individuals and property, for dust control and, for noise control. Indicate proposed locations 31 

and construction of barriers. 32 

 33 

Schedule of selective demolition activities with starting and ending dates for each activity. 34 

 35 

CLOSEOUT SUBMITTALS 36 

Inventory: Submit a list of items that have been removed and salvaged. 37 

 38 

FIELD CONDITIONS 39 

Owner will occupy portions of building immediately adjacent to selective demolition area. Conduct 40 

selective demolition so Owner's operations will not be disrupted. 41 

 42 

Conditions existing at time of inspection for bidding purpose will be maintained by Owner as far as 43 

practical. 44 

 45 

Notify Architect of discrepancies between existing conditions and Drawings before proceeding with 46 

selective demolition. 47 

 48 

Hazardous Materials: 49 

Hazardous materials are present in building to be selectively demolished. A report on the presence of 50 

hazardous materials is included in Section 00 31 26 "Existing Hazardous Material Information" for 51 

review and use. Examine report to become aware of locations where hazardous materials are present. 52 

 53 

On-site sale of removed items or materials is not permitted. 54 
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 1 

WARRANTY 2 

Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged during 3 

selective demolition, by methods and with materials and using approved contractors so as not to void 4 

existing warranties. 5 

 6 

PART 2 - PRODUCTS 7 

 8 

PERFORMANCE REQUIREMENTS 9 

Regulatory Requirements: Comply with governing EPA notification regulations before beginning selective 10 

demolition. Comply with hauling and disposal regulations of authorities having jurisdiction. 11 

 12 

Standards: Comply with ANSI/ASSP A10.6 and NFPA 241. 13 

 14 

PART 3 - EXECUTION 15 

 16 

EXAMINATION 17 

Verify that utilities have been disconnected and capped before starting selective demolition operations. 18 

 19 

Survey of Existing Conditions: Record existing conditions by use of preconstruction photographs or video.  20 

Inventory and record the condition of items to be removed for salvage or reinstallation. Photograph or 21 

video conditions that might be misconstrued as damage caused by removal. 22 

Photograph or video existing conditions of adjoining construction including finish surfaces, that might 23 

be misconstrued as damage caused by selective demolition operations or removal of items for 24 

salvage or reinstallation. 25 

 26 

PREPARATION 27 

Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as required to 28 

preserve stability and prevent movement, settlement, or collapse of construction and finishes to remain, and 29 

to prevent unexpected or uncontrolled movement or collapse of construction being demolished. 30 

 31 

Temporary Protection: Provide temporary barricades and other protection required to prevent injury to 32 

people and damage to adjacent buildings and facilities to remain. 33 

 34 

Existing Items to Remain: Protect construction indicated to remain against damage and soiling during 35 

selective demolition. When permitted by Architect, items may be removed to a suitable, protected storage 36 

location and reinstalled in their original locations after selective demolition operations are complete. 37 

 38 

UTILITY SERVICES AND BUILDING SYSTEMS 39 

Existing Services/Systems to Remain: Maintain utilities and building systems and equipment to remain and 40 

protect against damage during selective demolition operations. 41 

 42 

Existing Services/Systems to Be Removed, Relocated, or Abandoned: Locate, identify, disconnect, and seal 43 

or cap off utilities and building systems serving areas to be selectively demolished. 44 

Owner will arrange to shut off indicated utilities when requested by Contractor. 45 

Arrange to shut off utilities with utility companies. 46 

If disconnection of utilities and building systems will affect adjacent occupied parts of the building, 47 

provide temporary services/systems that bypass area of selective demolition and that maintain 48 

continuity of services/systems to those parts of the building. 49 

Demolish and remove existing building systems, equipment, and components indicated on Drawings to 50 

be removed. 51 

Piping to Be Removed: Remove portion of piping indicated to be removed and cap or plug 52 

remaining piping with same or compatible piping material. 53 

Ducts to Be Removed: Remove portion of ducts indicated to be removed and plug remaining ducts 54 

with same or compatible ductwork material. 55 

Equipment to Be Removed: Disconnect and cap services and remove equipment and components. 56 
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Abandon existing building systems, equipment, and components indicated on Drawings to be 1 

abandoned in place. 2 

Piping to Be Abandoned in Place: Drain piping and cap or plug piping with same or compatible 3 

piping material and leave in place. 4 

Ducts to Be Abandoned in Place: Cap or plug ducts with same or compatible ductwork material 5 

and leave in place. 6 

Remove and reinstall/salvage existing building systems, equipment, and components indicated on 7 

drawings to be removed and reinstalled or removed and salvaged: 8 

Equipment to Be Removed and Reinstalled: Disconnect and cap services and remove, clean, and 9 

store equipment and components; when appropriate, reinstall, reconnect, and make equipment 10 

operational. 11 

Equipment to Be Removed and Salvaged: Disconnect and cap services and remove equipment and 12 

components and deliver to Owner. 13 

 14 

SALVAGE/REINSTALL 15 

Removed and Salvaged Items: 16 

Clean salvaged items. 17 

Pack or crate items after cleaning. Identify contents of containers with label indicating elements, date 18 

of removal, quantity, and location where removed. 19 

Store items in a secure area until delivery to Owner. 20 

Transport items to Owner's storage area designated by Owner. 21 

Protect items from damage during transport and storage. 22 

 23 

Removed and Reinstalled Items: 24 

Clean and repair items to functional condition adequate for intended reuse. 25 

Pack or crate items after cleaning and repairing. Identify contents of containers. 26 

Protect items from damage during transport and storage. 27 

Reinstall items in locations indicated. Comply with installation requirements for new materials and 28 

equipment. Provide connections, supports, and miscellaneous materials necessary to make item 29 

functional for use indicated. 30 

 31 

SELECTIVE DEMOLITION, GENERAL 32 

General: Demolish and remove existing construction only to extent required by new construction and as 33 

indicated. Use methods required to complete the Work within limitations of governing regulations and as 34 

follows: 35 

Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting methods 36 

least likely to damage construction to remain or adjoining construction. Use hand tools or small 37 

power tools designed for sawing or grinding, not hammering and chopping. Temporarily cover 38 

openings to remain. 39 

Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing 40 

finished surfaces. 41 

Do not use cutting torches until work area is cleared of flammable materials. At concealed spaces, such 42 

as duct and pipe interiors, verify condition and contents of hidden space before starting flame-cutting 43 

operations. Maintain portable fire-suppression devices during flame-cutting operations. 44 

Maintain fire watch during and for at least 2 hours after flame-cutting operations. 45 

Locate selective demolition equipment and remove debris and materials so as not to impose excessive 46 

loads on supporting walls, floors, or framing. 47 

 48 

Site Access and Temporary Controls: Conduct selective demolition and debris-removal operations to 49 

ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied and used 50 

facilities. 51 

 52 

DISPOSAL OF DEMOLISHED MATERIALS 53 

Remove demolition waste materials from Project site and recycle or dispose of them in accordance with 54 

Section 01 74 19 "Construction Waste Management and Disposal." 55 

Do not allow demolished materials to accumulate on-site. 56 
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Remove and transport debris in a manner that will prevent spillage on adjacent surfaces and areas. 1 

Remove debris from elevated portions of building by chute, hoist, or other device that will convey 2 

debris to grade level in a controlled descent. 3 

Comply with requirements specified in Section 01 74 19 "Construction Waste Management and 4 

Disposal." 5 

 6 

Burning: Do not burn demolished materials. 7 

 8 

CLEANING 9 

Clean adjacent structures and improvements of dust, dirt, and debris caused by selective demolition 10 

operations. Return adjacent areas to condition existing before selective demolition operations began. 11 

 12 

END OF SECTION 13 
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SECTION 03 10 00 1 

CONCRETE FORMING AND ACCESSORIES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Form-facing material for cast-in-place concrete. 8 

Shoring, bracing, and anchoring. 9 

 10 

ACTION SUBMITTALS 11 

Product Data: For each of the following: 12 

Exposed surface form-facing material. 13 

Concealed surface form-facing material. 14 

Form ties. 15 

Form-release agent. 16 

 17 

Shop Drawings: Prepared by, and signed and sealed by, a qualified professional engineer responsible for 18 

their preparation, detailing fabrication, assembly, and support of forms. 19 

 20 

For exposed vertical concrete walls, indicate dimensions and form tie locations. 21 

Indicate dimension and locations of construction and movement joints required to construct the 22 

structure in accordance with ACI 301. 23 

Location of construction joints is subject to approval of the Architect. 24 

 25 

INFORMATIONAL SUBMITTALS 26 

Field quality-control reports. 27 

Minutes of preinstallation conference. 28 

 29 

PART 2 - PRODUCTS 30 

 31 

PERFORMANCE REQUIREMENTS 32 

Concrete Formwork: Design, engineer, erect, shore, brace, and maintain formwork, shores, and reshores in 33 

accordance with ACI 301, to support vertical, lateral, static, and dynamic loads, and construction loads that 34 

might be applied, until structure can support such loads, so that resulting concrete conforms to the required 35 

shapes, lines, and dimensions. 36 

 37 

Design wood panel forms in accordance with APA's "Concrete Forming Design/Construction Guide." 38 

Design formwork to limit deflection of form-facing material to 1/240 of center-to-center spacing of 39 

supports. 40 

 41 

For architectural concrete specified in Section 03 33 00 "Architectural Concrete," limit deflection 42 

of form-facing material, studs, and walers to 0.0025 times their respective clear spans (L/400). 43 

 44 

FORM-FACING MATERIALS 45 

As-Cast Surface Form-Facing Material: 46 

 47 

Provide continuous, true, and smooth concrete surfaces. 48 

Furnish in largest practicable sizes to minimize number of joints. 49 

Acceptable Materials: As required to comply with Surface Finish designations specified in 50 

Section 03 30 00 "Cast-In-Place Concrete, and as follows: 51 

 52 

Plywood, metal, or other approved panel materials. 53 

Exterior-grade plywood panels, suitable for concrete forms, complying with DOC PS 1, and as 54 

follows: 55 
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 1 

APA HDO (high-density overlay). 2 

APA MDO (medium-density overlay); mill-release agent treated and edge sealed. 3 

APA Structural 1 Plyform, B-B or better; mill oiled and edge sealed. 4 

APA Plyform Class I, B-B or better; mill oiled and edge sealed. 5 

 6 

Concealed Surface Form-Facing Material: Lumber, plywood, metal, plastic, or another approved material. 7 

 8 

Provide lumber dressed on at least two edges and one side for tight fit. 9 

 10 

RELATED MATERIALS 11 

Reglets: Fabricate reglets of not less than 0.022-inch-thick, galvanized-steel sheet. Temporarily fill or cover 12 

face opening of reglet to prevent intrusion of concrete or debris. 13 

 14 

Dovetail Anchor Slots: Hot-dip galvanized-steel sheet, not less than 0.034 inch thick, with bent tab anchors. 15 

Temporarily fill or cover face opening of slots to prevent intrusion of concrete or debris. 16 

 17 

Chamfer Strips: Wood, metal, PVC, or rubber strips, 3/4 by 3/4 inch, minimum. 18 

 19 

Rustication Strips: Wood, metal, PVC, or rubber strips, kerfed for ease of form removal. 20 

 21 

Form-Release Agent: Commercially formulated form-release agent that does not bond with, stain, or 22 

adversely affect concrete surfaces and does not impair subsequent treatments of concrete surfaces. 23 

 24 

Formulate form-release agent with rust inhibitor for steel form-facing materials. 25 

Form release agent for form liners shall be acceptable to form liner manufacturer. 26 

 27 

Form Ties: Factory-fabricated, removable or snap-off, glass-fiber-reinforced plastic or metal form ties 28 

designed to resist lateral pressure of fresh concrete on forms and to prevent spalling of concrete on 29 

removal. 30 

 31 

Furnish units that leave no corrodible metal closer than 1 inch to the plane of exposed concrete surface. 32 

Furnish ties that, when removed, leave holes no larger than 1 inch in diameter in concrete surface. 33 

Furnish ties with integral water-barrier plates to walls indicated to receive dampproofing or 34 

waterproofing. 35 

 36 

PART 3 - EXECUTION 37 

 38 

INSTALLATION OF FORMWORK 39 

Comply with ACI 301. 40 

 41 

Construct formwork, so concrete members and structures are of size, shape, alignment, elevation, and 42 

position indicated, within tolerance limits of ACI 117 and to comply with the Surface Finish designations 43 

specified in Section 03 30 00 "Cast-In-Place Concrete" for as-cast finishes. 44 

 45 

Limit concrete surface irregularities as follows: 46 

 47 

Surface Finish-1.0: ACI 117 Class D, 1 inch. 48 

Surface Finish-2.0: ACI 117 Class B, 1/4 inch. 49 

Surface Finish-3.0: ACI 117 Class A, 1/8 inch. 50 

 51 

Construct forms tight enough to prevent loss of concrete mortar. 52 

 53 

Minimize joints. 54 

Exposed Concrete: Symmetrically align joints in forms. 55 

 56 
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Construct removable forms for easy removal without hammering or prying against concrete surfaces. 1 

 2 

Provide crush or wrecking plates where stripping may damage cast-concrete surfaces. 3 

Provide top forms for inclined surfaces steeper than 1.5 horizontal to 1 vertical. 4 

Install keyways, reglets, recesses, and other accessories, for easy removal. 5 

 6 

Do not use rust-stained, steel, form-facing material. 7 

 8 

Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required elevations and 9 

slopes in finished concrete surfaces. 10 

 11 

Provide and secure units to support screed strips. 12 

Use strike-off templates or compacting-type screeds. 13 

 14 

Provide temporary openings for cleanouts and inspection ports where interior area of formwork is 15 

inaccessible. 16 

 17 

Close openings with panels tightly fitted to forms and securely braced to prevent loss of concrete 18 

mortar. 19 

Locate temporary openings in forms at inconspicuous locations. 20 

 21 

 Chamfer exterior corners and edges of permanently exposed concrete. 22 

 23 

At construction joints, overlap forms onto previously placed concrete not less than 12 inches. 24 

 25 

Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and bulkheads required in the 26 

Work. 27 

 28 

Determine sizes and locations from trades providing such items. 29 

Obtain written approval of Architect prior to forming openings not indicated on Drawings. 30 

 31 

Construction and Movement Joints: 32 

 33 

Construct joints true to line with faces perpendicular to surface plane of concrete. 34 

Install so strength and appearance of concrete are not impaired, at locations indicated or as approved 35 

by Architect. 36 

Place joints perpendicular to main reinforcement. 37 

Locate joints for beams, slabs, joists, and girders in the middle third of spans. 38 

 39 

Offset joints in girders a minimum distance of twice the beam width from a beam-girder 40 

intersection. 41 

 42 

Locate horizontal joints in walls and columns at underside of floors, slabs, beams, and girders and at 43 

the top of footings or floor slabs. 44 

 45 

Space vertical joints in walls as indicated on Drawings. 46 

 47 

Locate joints beside piers integral with walls, near corners, and in concealed locations where 48 

possible. 49 

 50 

Provide temporary ports or openings in formwork where required to facilitate cleaning and inspection. 51 

 52 

Locate ports and openings in bottom of vertical forms, in inconspicuous location, to allow flushing 53 

water to drain. 54 

Close temporary ports and openings with tight-fitting panels, flush with inside face of form, and neatly 55 

fitted, so joints will not be apparent in exposed concrete surfaces. 56 
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 1 

Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust, dirt, and other debris 2 

just before placing concrete. 3 

 4 

Retighten forms and bracing before placing concrete, as required, to prevent mortar leaks and maintain 5 

proper alignment. 6 

 7 

Coat contact surfaces of forms with form-release agent, according to manufacturer's written instructions, 8 

before placing reinforcement. 9 

 10 

INSTALLATION OF EMBEDDED ITEMS 11 

Place and secure anchorage devices and other embedded items required for adjoining work that is attached 12 

to or supported by cast-in-place concrete. 13 

 14 

Use setting drawings, templates, diagrams, instructions, and directions furnished with items to be 15 

embedded. 16 

Install anchor rods, accurately located, to elevations required and complying with tolerances in 17 

Section 7.5 of AISC 303. 18 

Install reglets to receive waterproofing and to receive through-wall flashings in outer face of concrete 19 

frame at exterior walls, where flashing is shown at lintels, shelf angles, and other conditions. 20 

Install dovetail anchor slots in concrete structures, as indicated on Drawings. 21 

Clean embedded items immediately prior to concrete placement. 22 

 23 

SHORING AND RESHORING INSTALLATION 24 

Comply with ACI 318 and ACI 301 for design, installation, and removal of shoring and reshoring. 25 

 26 

Do not remove shoring or reshoring until measurement of slab tolerances is complete. 27 

 28 

In multistory construction, extend shoring or reshoring over a sufficient number of stories to distribute 29 

loads in such a manner that no floor or member will be excessively loaded or will induce tensile stress in 30 

concrete members without sufficient steel reinforcement. 31 

 32 

Plan sequence of removal of shores and reshore to avoid damage to concrete. Locate and provide adequate 33 

reshoring to support construction without excessive stress or deflection. 34 

 35 

END OF SECTION 36 
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SECTION 03 20 00 1 

CONCRETE REINFORCING 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Steel reinforcement bars. 8 

Welded-wire reinforcement. 9 

 10 

ACTION SUBMITTALS 11 

Product Data: For the following: 12 

 13 

Each type of steel reinforcement. 14 

Bar supports. 15 

Mechanical splice couplers. 16 

 17 

Shop Drawings: Comply with ACI SP-066: 18 

 19 

Include placing drawings that detail fabrication, bending, and placement. 20 

Include bar sizes, lengths, materials, grades, bar schedules, stirrup spacing, bent bar diagrams, bar 21 

arrangement, location of splices, lengths of lap splices, details of mechanical splice couplers, details 22 

of welding splices, tie spacing, hoop spacing, and supports for concrete reinforcement. 23 

 24 

Construction Joint Layout: Indicate proposed construction joints required to build the structure. 25 

Location of construction joints is subject to approval of the Architect. 26 

 27 

INFORMATIONAL SUBMITTALS 28 

Welding certificates. 29 

Reinforcement to Be Welded: Welding procedure specification in accordance with AWS D1.4/D1.4M 30 

 31 

Material Certificates: For each of the following, signed by manufacturers: 32 

Epoxy-Coated Reinforcement: CRSI's "Epoxy Coating Plant Certification." 33 

 34 

Material Test Reports: For the following, from a qualified testing agency: 35 

Steel Reinforcement: 36 

For reinforcement to be welded, mill test analysis for chemical composition and carbon equivalent 37 

of the steel in accordance with ASTM A706/A706M. 38 

Mechanical splice couplers. 39 

 40 

Field quality-control reports. 41 

 42 

QUALITY ASSURANCE 43 

Welding Qualifications: Qualify procedures and personnel in accordance with AWS D1.4/D 1.4M. 44 

 45 

PART 2 - PRODUCTS 46 

 47 

STEEL REINFORCEMENT 48 

Reinforcing Bars: ASTM A615/A615M, Grade 60, deformed. 49 

 50 

Low-Alloy Steel Reinforcing Bars: ASTM A706/A706M, deformed. 51 

 52 

Headed-Steel Reinforcing Bars: ASTM A970/A970M. 53 

 54 

Galvanized Reinforcing Bars: 55 
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 1 

Steel Bars:  ASTM A615/A615M, Grade 60, deformed bars. 2 

Zinc Coating: ASTM A767/A767M, Class I zinc coated after fabrication and bending. 3 

 4 

Epoxy-Coated Reinforcing Bars: 5 

 6 

Steel Bars:  ASTM A615/A615M, Grade 60, deformed bars. 7 

Epoxy Coating:  ASTM A775/A775M with less than 2 percent damaged coating in each 12-inch bar 8 

length. 9 

 10 

Plain-Steel Welded-Wire Reinforcement: ASTM A1064/A1064M, plain, fabricated from as-drawn steel 11 

wire into flat sheets. 12 

 13 

REINFORCEMENT ACCESSORIES 14 

Bar Supports: Bolsters, chairs, spacers, and other devices for spacing, supporting, and fastening reinforcing 15 

bars and welded-wire reinforcement in place. 16 

 17 

Manufacture bar supports from steel wire, plastic, or precast concrete in accordance with CRSI's 18 

"Manual of Standard Practice," of greater compressive strength than concrete and as follows: 19 

 20 

For concrete surfaces exposed to view, where legs of wire bar supports contact forms, use CRSI 21 

Class 1 plastic-protected steel wire, all-plastic bar supports, or CRSI Class 2 stainless steel bar 22 

supports. 23 

For epoxy-coated reinforcement, use CRSI Class 1A epoxy-coated or other dielectric-polymer-24 

coated wire bar supports. 25 

For dual-coated reinforcement, use CRSI Class 1A epoxy-coated or other dielectric-polymer-26 

coated wire bar supports. 27 

For zinc-coated reinforcement, use galvanized wire or dielectric-polymer-coated wire bar 28 

supports. 29 

For stainless steel reinforcement, use CRSI Class 1 plastic-protected steel wire, all-plastic bar 30 

supports, or CRSI Class 2 stainless steel bar supports. 31 

 32 

Mechanical Splice Couplers: ACI 318 Type 1, same material of reinforcing bar being spliced; tension-33 

compression type. 34 

 35 

Steel Tie Wire: ASTM A1064/A1064M, annealed steel, not less than 0.0508 inch in diameter. 36 

Finish:  Galvanized. 37 

 38 

Stainless Steel Tie Wire: ASTM A1022/A1022M, not less than 0.0508 inch in diameter. 39 

 40 

FABRICATING REINFORCEMENT 41 

Fabricate steel reinforcement according to CRSI's "Manual of Standard Practice." 42 

 43 

PART 3 - EXECUTION 44 

 45 

PREPARATION 46 

Protection of In-Place Conditions: 47 

 48 

Do not cut or puncture vapor retarder. 49 

Repair damage and reseal vapor retarder before placing concrete. 50 

 51 

Clean reinforcement of loose rust and mill scale, earth, ice, and other foreign materials that reduce bond to 52 

concrete. 53 

 54 

INSTALLATION OF STEEL REINFORCEMENT 55 

Comply with CRSI's "Manual of Standard Practice" for placing and supporting reinforcement. 56 
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 1 

Accurately position, support, and secure reinforcement against displacement. 2 

 3 

Locate and support reinforcement with bar supports to maintain minimum concrete cover. 4 

Do not tack weld crossing reinforcing bars. 5 

 6 

Preserve clearance between bars of not less than 1 inch, not less than one bar diameter, or not less than 1-7 

1/3 times size of large aggregate, whichever is greater. 8 

 9 

Provide concrete coverage in accordance with ACI 318. 10 

 11 

Set wire ties with ends directed into concrete, not toward exposed concrete surfaces. 12 

 13 

Splices: Lap splices as indicated on Drawings. 14 

 15 

Bars indicated to be continuous, and all vertical bars shall be lapped not less than 36 bar diameters at 16 

splices, or 24 inches, whichever is greater. 17 

Stagger splices in accordance with ACI 318. 18 

Mechanical Splice Couplers: Install in accordance with manufacturer's instructions. 19 

Weld reinforcing bars in accordance with AWS D1.4/D 1.4M, where indicated on Drawings. 20 

 21 

Install welded-wire reinforcement in longest practicable lengths. 22 

 23 

Support welded-wire reinforcement in accordance with CRSI "Manual of Standard Practice." 24 

 25 

For reinforcement less than W4.0 or D4.0, continuous support spacing shall not exceed 12 inches. 26 

 27 

Lap edges and ends of adjoining sheets at least one wire spacing plus 2 inches for plain wire and 8 28 

inches for deformed wire. 29 

Offset laps of adjoining sheet widths to prevent continuous laps in either direction. 30 

Lace overlaps with wire. 31 

 32 

JOINTS 33 

Construction Joints: Install so strength and appearance of concrete are not impaired, at locations indicated 34 

or as approved by Architect. 35 

 36 

Place joints perpendicular to main reinforcement. 37 

Continue reinforcement across construction joints unless otherwise indicated. 38 

Do not continue reinforcement through sides of strip placements of floors and slabs. 39 

 40 

INSTALLATION TOLERANCES 41 

Comply with ACI 117. 42 

 43 

FIELD QUALITY CONTROL 44 

Special Inspections: Owner will engage an inspector to perform field tests and inspections and prepare test 45 

reports. 46 

 47 

Testing Agency: Engage a qualified testing and inspecting agency to perform tests and inspections and to 48 

submit reports. 49 

 50 

Inspections: 51 

Steel-reinforcement placement. 52 

Steel-reinforcement mechanical splice couplers. 53 

Steel-reinforcement welding. 54 

 55 

END OF SECTION 56 
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SECTION 03 30 00 1 

CAST-IN-PLACE CONCRETE 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Cast-in-place concrete, including concrete materials, mixture design, placement procedures, and 8 

finishes. 9 

 10 

Related Requirements: 11 

Section 03 10 00 "Concrete Forming and Accessories" for form-facing materials, form liners, and 12 

insulating concrete forms. 13 

Section 03 20 00 "Concrete Reinforcing" for steel reinforcing bars and welded-wire reinforcement. 14 

 15 

DEFINITIONS 16 

Cementitious Materials: Portland cement alone or in combination with one or more of the following: 17 

blended hydraulic cement, fly ash, slag cement, and other pozzolans materials subject to compliance with 18 

requirements. 19 

 20 

Water/Cement Ratio (w/cm): The ratio by weight of water to cementitious materials. 21 

 22 

PREINSTALLATION MEETINGS 23 

Preinstallation Conference: Conduct conference at Project site. 24 

 25 

ACTION SUBMITTALS 26 

Product Data: For each of the following. 27 

Portland cement. 28 

Fly ash. 29 

Slag cement. 30 

Blended hydraulic cement. 31 

Aggregates. 32 

Admixtures: 33 

Include limitations of use, including restrictions on cementitious materials, supplementary 34 

cementitious materials, air entrainment, aggregates, temperature at time of concrete placement, 35 

relative humidity at time of concrete placement, curing conditions, and use of other admixtures. 36 

 37 

Vapor retarders. 38 

Liquid floor treatments. 39 

Curing materials. 40 

Joint fillers. 41 

 42 

Design Mixtures: For each concrete mixture, include the following: 43 

Mixture identification. 44 

Minimum 28-day compressive strength. 45 

Durability exposure class. 46 

Maximum w/cm. 47 

Calculated equilibrium unit weight, for lightweight concrete. 48 

Slump limit. 49 

Air content. 50 

Nominal maximum aggregate size. 51 

Indicate amounts of mixing water to be withheld for later addition at Project site if permitted. 52 

Intended placement method. 53 

Submit alternate design mixtures when characteristics of materials, Project conditions, weather, test 54 

results, or other circumstances warrant adjustments. 55 
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 1 

Shop Drawings: 2 

Construction Joint Layout: Indicate proposed construction joints required to construct the structure. 3 

Location of construction joints is subject to approval of the Architect. 4 

 5 

Concrete Schedule: For each location of each Class of concrete indicated in "Concrete Mixtures" Article, 6 

including the following: 7 

Concrete Class designation. 8 

Location within Project. 9 

Exposure Class designation. 10 

Formed Surface Finish designation and final finish. 11 

Final finish for floors. 12 

Curing process. 13 

Floor treatment if any. 14 

 15 

INFORMATIONAL SUBMITTALS 16 

Material Certificates: For each of the following, signed by manufacturers: 17 

Cementitious materials. 18 

Admixtures. 19 

Curing compounds. 20 

Vapor retarders. 21 

Joint-filler strips. 22 

 23 

Material Test Reports: For the following, from a qualified testing agency: 24 

Portland cement. 25 

Fly ash. 26 

Slag cement. 27 

Blended hydraulic cement. 28 

Aggregates. 29 

Admixtures 30 

 31 

Research Reports: For concrete admixtures in accordance with ICC's Acceptance Criteria AC198. 32 

Preconstruction Test Reports: For each mix design. 33 

Field quality-control reports. 34 

Minutes of preinstallation conference. 35 

 36 

QUALITY ASSURANCE 37 

Ready-Mixed Concrete Manufacturer Qualifications: A firm experienced in manufacturing ready-mixed 38 

concrete products and that complies with ASTM C94/C94M requirements for production facilities and 39 

equipment. 40 

 41 

Manufacturer certified in accordance with NRMCA's "Certification of Ready Mixed Concrete Production 42 

Facilities." 43 

 44 

PRECONSTRUCTION TESTING 45 

Preconstruction Testing Service: Engage a qualified testing agency to perform preconstruction testing on 46 

each concrete mixture. 47 

Include the following information in each test report: 48 

Admixture dosage rates. 49 

Slump. 50 

Air content. 51 

Seven-day compressive strength. 52 

28-day compressive strength. 53 

 54 

DELIVERY, STORAGE, AND HANDLING 55 

Comply with ASTM C94/C94M and ACI 301. 56 
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 1 

FIELD CONDITIONS 2 

Cold-Weather Placement: Comply with ACI 301 and ACI 306.1. 3 

Hot-Weather Placement: Comply with ACI 301 and ACI 305.1. 4 

 5 

PART 2 - PRODUCTS 6 

 7 

CONCRETE, GENERAL 8 

ACI Publications: Comply with ACI 301 unless modified by requirements in the Contract Documents. 9 

 10 

CONCRETE MATERIALS 11 

Cementitious Materials: 12 

Portland Cement: ASTM C150/C150M, Type I/II. 13 

Fly Ash: ASTM C618, Class C or F. 14 

Slag Cement: ASTM C989/C989M, Grade 100 or 120. 15 

Blended Hydraulic Cement: ASTM C595/C595M, Type IS, portland blast-furnace slag cement. 16 

 17 

Normal-Weight Aggregates: ASTM C33/C33M, Class 3S coarse aggregate or better, graded. Provide 18 

aggregates from a single source. 19 

 20 

Alkali-Silica Reaction: Comply with one of the following: 21 

Expansion Result of Aggregate: Not more than 0.04 percent at one-year when tested in accordance 22 

with ASTM C1293. 23 

Expansion Results of Aggregate and Cementitious Materials in Combination: Not more than 0.10 24 

percent at an age of 16 days when tested in accordance with ASTM C1567. 25 

Alkali Content in Concrete: Not more than 4 lb./cu. yd. for moderately reactive aggregate or 3 26 

lb./cu. yd. for highly reactive aggregate, when tested in accordance with ASTM C1293 and 27 

categorized in accordance with ASTM C1778, based on alkali content being calculated in 28 

accordance with ACI 301. 29 

 30 

Maximum Coarse-Aggregate Size: 1 inch nominal. 31 

Fine Aggregate: Free of materials with deleterious reactivity to alkali in cement. 32 

 33 

Lightweight Aggregate: ASTM C330/C330M, 1/2-inch nominal maximum aggregate size. 34 

 35 

Air-Entraining Admixture: ASTM C260/C260M. 36 

 37 

Chemical Admixtures: Certified by manufacturer to be compatible with other admixtures that do not 38 

contribute water-soluble chloride ions exceeding those permitted in hardened concrete. Do not use calcium 39 

chloride or admixtures containing calcium chloride in steel-reinforced concrete. 40 

 41 

Water-Reducing Admixture: ASTM C494/C494M, Type A. 42 

Retarding Admixture: ASTM C494/C494M, Type B. 43 

Water-Reducing and -Retarding Admixture: ASTM C494/C494M, Type D. 44 

 45 

Water and Water Used to Make Ice: ASTM C94/C94M, potable or complying with 46 

ASTM C1602/C1602M, including all limits listed in Table 2 and the requirements of paragraph 5.4. 47 

 48 

VAPOR RETARDERS 49 

Sheet Vapor Retarder, Class A: ASTM E1745, Class A; not less than 10 mils thick. Include manufacturer's 50 

recommended adhesive or pressure-sensitive tape. 51 

 52 

CURING MATERIALS 53 

Absorptive Cover: AASHTO M 182, Class 2, burlap cloth made from jute or kenaf, weighing 54 

approximately 9 oz./sq. yd. when dry. 55 

 56 
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Moisture-Retaining Cover: ASTM C171, polyethylene film burlap-polyethylene sheet. 1 

Color: 2 

Ambient Temperature Below 50 deg F: Black. 3 

Ambient Temperature between 50 deg F and 85 deg F: Any color. 4 

Ambient Temperature Above 85 deg F: White. 5 

 6 

Water: Potable or complying with ASTM C1602/C1602M. 7 

 8 

Clear, Waterborne, Membrane-Forming, Dissipating Curing Compound: ASTM C309, Type 1, Class B. 9 

 10 

Clear, Waterborne, Membrane-Forming, Nondissipating Curing Compound: ASTM C309, Type 1, Class B. 11 

 12 

Clear, Waterborne, Membrane-Forming, Curing and Sealing Compound: ASTM C1315, Type 1, Class A. 13 

 14 

RELATED MATERIALS 15 

Expansion- and Isolation-Joint-Filler Strips: ASTM D1751, asphalt-saturated cellulosic fiber. 16 

 17 

Floor Slab Protective Covering: Eight-feet-wide cellulose fabric. 18 

 19 

CONCRETE MIXTURES, GENERAL 20 

Prepare design mixtures for each type and strength of concrete, proportioned on the basis of laboratory trial 21 

mixture or field test data, or both, in accordance with ACI 301. 22 

 23 

Use a qualified testing agency for preparing and reporting proposed mixture designs, based on 24 

laboratory trial mixtures. 25 

 26 

Cementitious Materials: Limit percentage, by weight, of cementitious materials other than portland cement 27 

in concrete as follows: 28 

 29 

Fly Ash or Other Pozzolans: 25 percent by mass. 30 

Slag Cement: 50 percent by mass. 31 

Total of Fly Ash or Other Pozzolans, Slag Cement: 50 percent by mass, with fly ash or pozzolans not 32 

exceeding 25 percent by mass. 33 

Total of Fly Ash or Other Pozzolans: 35 percent by mass with fly ash or pozzolans not exceeding 25 34 

percent by mass. 35 

 36 

Admixtures: Use admixtures in accordance with manufacturer's written instructions. 37 

Use water-reducing admixture in concrete, as required, for placement and workability. 38 

Use water-reducing and -retarding admixture when required by high temperatures, low humidity, or 39 

other adverse placement conditions. 40 

Use water-reducing admixture in pumped concrete. 41 

 42 

CONCRETE MIXTURES 43 

Class A: Normal-weight concrete used for footings, grade beams, and tie beams. 44 

Exposure Class: ACI 318 - F2. 45 

Minimum Compressive Strength: 4000 psi at 28 days. 46 

Maximum w/cm: 0.45. 47 

Slump Limit: 5 inches, plus or minus 1 inch. 48 

Slump Flow Limit: 30 inches, plus or minus 2.5 inches. 49 

Air Content: 50 

Exposure Class F1: 5.0 percent, plus or minus 1.5 percent at point of delivery for concrete 51 

containing 3/4-inch nominal maximum aggregate size. 52 

Exposure Classes F2 and F3: 6 percent, plus or minus 1.5 percent at point of delivery for concrete 53 

containing 3/4-inch nominal maximum aggregate size. 54 

Limit water-soluble, chloride-ion content in hardened concrete to 0.30 percent by weight of cement. 55 

 56 
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Class B: Normal-weight concrete used for foundation walls. 1 

Exposure Class: ACI 318 - F2. 2 

Minimum Compressive Strength: 4000 psi at 28 days. 3 

Maximum w/cm: 0.45. 4 

Slump Limit: 5 inches, plus or minus 1 inch. 5 

Slump Flow Limit: 30 inches, plus or minus 2.5 inches. 6 

Air Content: 7 

Exposure Class F1: 5.0 percent, plus or minus 1.5 percent at point of delivery for concrete 8 

containing 3/4-inch nominal maximum aggregate size. 9 

Exposure Classes F2 and F3: 6 percent, plus or minus 1.5 percent at point of delivery for concrete 10 

containing 3/4-inch nominal maximum aggregate size. 11 

Limit water-soluble, chloride-ion content in hardened concrete to 0.30 percent by weight of cement. 12 

 13 

Class C: Normal-weight concrete used for interior slabs-on-ground. 14 

Exposure Class: ACI 318 - F0. 15 

Minimum Compressive Strength: 4000 psi at 28 days. 16 

Maximum w/cm: 0.45. 17 

Minimum Cementitious Materials Content: 520 lb/cu. yd. 18 

Slump Limit: 5 inches, plus or minus 1 inch. 19 

Slump Flow Limit: 30 inches, plus or minus 2.5 inches. 20 

Air Content: 21 

Do not use an air-entraining admixture or allow total air content to exceed 3 percent for concrete 22 

used in trowel-finished floors. 23 

Limit water-soluble, chloride-ion content in hardened concrete to 0.30 percent by weight of cement. 24 

 25 

CONCRETE MIXING 26 

Ready-Mixed Concrete: Measure, batch, mix, and deliver concrete in accordance with ASTM C94/C94M, 27 

and furnish batch ticket information. 28 

 29 

Project-Site Mixing: Measure, batch, and mix concrete materials and concrete in accordance with 30 

ASTM C94/C94M. Mix concrete materials in appropriate drum-type batch machine mixer. 31 

 32 

For mixer capacity of 1 cu. yd. or smaller, continue mixing at least 1-1/2 minutes, but not more than 33 

five minutes after ingredients are in mixer, before any part of batch is released. 34 

For mixer capacity larger than 1 cu. yd., increase mixing time by 15 seconds for each additional 1 cu. 35 

yd.. 36 

Provide batch ticket for each batch discharged and used in the Work, indicating Project identification 37 

name and number, date, mixture type, mixture time, quantity, and amount of water added. Record 38 

approximate location of final deposit in structure. 39 

 40 

PART 3 - EXECUTION 41 

 42 

INSTALLATION OF EMBEDDED ITEMS 43 

Place and secure anchorage devices and other embedded items required for adjoining Work that is attached 44 

to or supported by cast-in-place concrete. 45 

 46 

Use setting drawings, templates, diagrams, instructions, and directions furnished with items to be 47 

embedded. 48 

Install anchor rods, accurately located, to elevations required and complying with tolerances in 49 

Section 7.5 of ANSI/AISC 303. 50 

Install reglets to receive waterproofing and to receive through-wall flashings in outer face of concrete 51 

frame at exterior walls, where flashing is shown at lintels, shelf angles, and other conditions. 52 

 53 

INSTALLATION OF VAPOR RETARDER 54 

Sheet Vapor Retarders: Place, protect, and repair sheet vapor retarder in accordance with ASTM E1643 and 55 

manufacturer's written instructions. 56 
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 1 

Install vapor retarder with longest dimension parallel with direction of concrete pour. 2 

Face laps away from exposed direction of concrete pour. 3 

Lap vapor retarder over footings and grade beams not less than 6 inches, sealing vapor retarder to 4 

concrete. 5 

Lap joints 6 inches and seal with manufacturer's recommended tape. 6 

Terminate vapor retarder at the top of floor slabs, grade beams, and pile caps, sealing entire perimeter 7 

to floor slabs, grade beams, foundation walls, or pile caps. 8 

Seal penetrations in accordance with vapor retarder manufacturer's instructions. 9 

Protect vapor retarder during placement of reinforcement and concrete. 10 

 11 

Repair damaged areas by patching with vapor retarder material, overlapping damages area by 6 12 

inches on all sides, and sealing to vapor retarder. 13 

 14 

JOINTS 15 

Construct joints true to line, with faces perpendicular to surface plane of concrete. 16 

 17 

Construction Joints: Coordinate with floor slab pattern and concrete placement sequence. 18 

 19 

Install so strength and appearance of concrete are not impaired, at locations indicated on Drawings or 20 

as approved by Architect. 21 

Place joints perpendicular to main reinforcement. 22 

 23 

Continue reinforcement across construction joints unless otherwise indicated. 24 

Do not continue reinforcement through sides of strip placements of floors and slabs. 25 

 26 

Form keyed joints as indicated. Embed keys at least 1-1/2 inches into concrete. 27 

Locate joints for slabs at third points of spans.  28 

Locate horizontal joints in walls at underside of floors or slabs and at the top of footings or floor slabs. 29 

Unless otherwise indicated on Drawings, locate vertical joints beside piers integral with walls, near 30 

corners, and in concealed locations where possible. 31 

 32 

Control Joints in Slabs-on-Ground: Form weakened-plane control joints, sectioning concrete into areas as 33 

indicated. Construct control joints for a depth equal to at least one-fourth of concrete thickness as follows: 34 

 35 

Grooved Joints: Form control joints after initial floating by grooving and finishing each edge of joint to 36 

a radius of 1/8 inch. Repeat grooving of control joints after applying surface finishes. Eliminate 37 

groover tool marks on concrete surfaces. 38 

Sawed Joints: Form control joints with power saws equipped with shatterproof abrasive or diamond-39 

rimmed blades. Cut 1/8-inch-wide joints into concrete when cutting action does not tear, abrade, or 40 

otherwise damage surface and before concrete develops random cracks. 41 

 42 

Isolation Joints in Slabs-on-Ground: After removing formwork, install joint-filler strips at slab junctions 43 

with vertical surfaces, such as column pedestals, foundation walls, grade beams, and other locations, as 44 

indicated. 45 

 46 

Extend joint-filler strips full width and depth of joint, terminating flush with finished concrete surface 47 

unless otherwise indicated on Drawings. 48 

Terminate full-width joint-filler strips not less than 1/2 inch or more than 1 inch below finished 49 

concrete surface, where joint sealants, specified in Section 07 92 00 "Joint Sealants," are indicated. 50 

Install joint-filler strips in lengths as long as practicable. Where more than one length is required, lace 51 

or clip sections together. 52 

 53 

Doweled Joints: 54 

Install dowel bars and support assemblies at joints where indicated on Drawings. 55 

Lubricate or asphalt coat one-half of dowel bar length to prevent concrete bonding to one side of joint. 56 
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 1 

Dowel Plates: Install dowel plates at joints where indicated on Drawings. 2 

 3 

CONCRETE PLACEMENT 4 

Before placing concrete, verify that installation of formwork, reinforcement, embedded items, and vapor 5 

retarder is complete and that required inspections are completed. 6 

 7 

Immediately prior to concrete placement, inspect vapor retarder for damage and deficient installation, 8 

and repair defective areas. 9 

Provide continuous inspection of vapor retarder during concrete placement and make necessary repairs 10 

to damaged areas as Work progresses. 11 

 12 

Notify Architect and testing and inspection agencies 24 hours prior to commencement of concrete 13 

placement. 14 

 15 

Do not add water to concrete during delivery, at Project site, or during placement unless approved by 16 

Architect in writing, but not to exceed the amount indicated on the concrete delivery ticket. 17 

 18 

Do not add water to concrete after adding high-range water-reducing admixtures to mixture. 19 

 20 

Before test sampling and placing concrete, water may be added at Project site, subject to limitations of 21 

ACI 301, but not to exceed the amount indicated on the concrete delivery ticket. 22 

 23 

Do not add water to concrete after adding high-range water-reducing admixtures to mixture. 24 

 25 

Deposit concrete continuously in one layer or in horizontal layers of such thickness that no new concrete is 26 

placed on concrete that has hardened enough to cause seams or planes of weakness. 27 

 28 

If a section cannot be placed continuously, provide construction joints as indicated. 29 

Deposit concrete to avoid segregation. 30 

Deposit concrete in horizontal layers of depth not to exceed formwork design pressures and in a 31 

manner to avoid inclined construction joints. 32 

Consolidate placed concrete with mechanical vibrating equipment in accordance with ACI 301. 33 

 34 

Do not use vibrators to transport concrete inside forms. 35 

Insert and withdraw vibrators vertically at uniformly spaced locations to rapidly penetrate placed 36 

layer and at least 6 inches into preceding layer. 37 

Do not insert vibrators into lower layers of concrete that have begun to lose plasticity. 38 

At each insertion, limit duration of vibration to time necessary to consolidate concrete, and 39 

complete embedment of reinforcement and other embedded items without causing mixture 40 

constituents to segregate. 41 

 42 

Deposit and consolidate concrete for floors and slabs in a continuous operation, within limits of 43 

construction joints, until placement of a panel or section is complete. 44 

 45 

Do not place concrete floors and slabs in a checkerboard sequence. 46 

Consolidate concrete during placement operations, so concrete is thoroughly worked around 47 

reinforcement and other embedded items and into corners. 48 

Maintain reinforcement in position on chairs during concrete placement. 49 

Screed slab surfaces with a straightedge and strike off to correct elevations. 50 

Level concrete, cut high areas, and fill low areas. 51 

Slope surfaces uniformly to drains where required. 52 

Begin initial floating using bull floats or darbies to form a uniform and open-textured surface plane, 53 

before excess bleedwater appears on the surface. 54 

Do not further disturb slab surfaces before starting finishing operations. 55 
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 1 

FINISHING FORMED SURFACES 2 

As-Cast Surface Finishes: 3 

 4 

ACI 301 Surface Finish SF-1.0: As-cast concrete texture imparted by form-facing material. 5 

Patch voids larger than 1-1/2 inches wide or 1/2 inch deep. 6 

Remove projections larger than 1 inch. 7 

Tie holes do not require patching. 8 

Surface Tolerance: ACI 117 Class D. 9 

Apply to concrete surfaces not exposed to public view. 10 

 11 

ACI 301Surface Finish SF-2.0: As-cast concrete texture imparted by form-facing material, arranged in 12 

an orderly and symmetrical manner with a minimum of seams. 13 

Patch voids larger than 3/4 inch wide or 1/2 inch deep. 14 

Remove projections larger than 1/4 inch. 15 

Patch tie holes. 16 

Surface Tolerance: ACI 117 Class B. 17 

Locations: Apply to concrete surfaces exposed to public view or to receive a rubbed finish. 18 

 19 

ACI 301 Surface Finish SF-3.0: 20 

Patch voids larger than 3/4 inch wide or 1/2 inch deep. 21 

Remove projections larger than 1/8 inch. 22 

Patch tie holes. 23 

Surface Tolerance: ACI 117 Class A. 24 

Locations: Apply to concrete surfaces exposed to public view or to be covered with a coating or 25 

covering material applied directly to concrete. 26 

 27 

Related Unformed Surfaces: 28 

 29 

At tops of walls, horizontal offsets, and similar unformed surfaces adjacent to formed surfaces, strike 30 

off smooth and finish with a color and texture matching adjacent formed surfaces. 31 

Continue final surface treatment of formed surfaces uniformly across adjacent unformed surfaces 32 

unless otherwise indicated. 33 

 34 

FINISHING FLOORS AND SLABS 35 

Comply with ACI 302.1R recommendations for screeding, restraightening, and finishing operations for 36 

concrete surfaces. Do not wet concrete surfaces. 37 

 38 

Float Finish: 39 

When bleedwater sheen has disappeared and concrete surface has stiffened sufficiently to permit 40 

operation of specific float apparatus, consolidate concrete surface with power-driven floats or by 41 

hand floating if area is small or inaccessible to power-driven floats. 42 

Repeat float passes and restraightening until surface is left with a uniform, smooth, granular texture 43 

and complies with ACI 117 tolerances for conventional concrete. 44 

Apply float finish to surfaces to receive trowel finish. 45 

 46 

Trowel Finish: 47 

After applying float finish, apply first troweling and consolidate concrete by hand or power-driven 48 

trowel. 49 

Continue troweling passes and restraighten until surface is free of trowel marks and uniform in texture 50 

and appearance. 51 

Grind smooth any surface defects that would telegraph through applied coatings or floor coverings. 52 

Do not add water to concrete surface. 53 

Do not apply hard-troweled finish to concrete, which has a total air content greater than 3 percent. 54 
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Apply a trowel finish to surfaces exposed to view or to be covered with resilient flooring, carpet, 1 

ceramic or quarry tile set over a cleavage membrane, paint, or another thin-film-finish coating 2 

system. 3 

Finish and measure surface, so gap at any point between concrete surface and an unleveled, 4 

freestanding, 10-ft.- long straightedge resting on two high spots and placed anywhere on the surface 5 

does not exceed 1/4 inch. 6 

 7 

Broom Finish: Apply a broom finish to exterior concrete platforms, steps, ramps, and locations indicated on 8 

Drawings. 9 

Immediately after float finishing, slightly roughen trafficked surface by brooming with fiber-bristle 10 

broom perpendicular to main traffic route. 11 

Coordinate required final finish with Architect before application. 12 

 13 

INSTALLATION OF MISCELLANEOUS CONCRETE ITEMS 14 

Filling In: 15 

Fill in holes and openings left in concrete structures after Work of other trades is in place unless 16 

otherwise indicated. 17 

Mix, place, and cure concrete, as specified, to blend with in-place construction. 18 

Provide other miscellaneous concrete filling indicated or required to complete the Work. 19 

 20 

Curbs: Provide monolithic finish to interior curbs by stripping forms while concrete is still green and by 21 

steel-troweling surfaces to a hard, dense finish with corners, intersections, and terminations slightly 22 

rounded. 23 

 24 

Equipment Bases and Foundations: 25 

Coordinate sizes and locations of concrete bases with actual equipment provided. 26 

Construct concrete bases 4 inches high unless otherwise indicated on Drawings, and extend base not 27 

less than 6 inches in each direction beyond the maximum dimensions of supported equipment unless 28 

otherwise indicated on Drawings, or unless required for seismic anchor support. 29 

Minimum Compressive Strength: 4000 psi at 28 days. 30 

Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated, install dowel 31 

rods on 18-inch centers around the full perimeter of concrete base. 32 

For supported equipment, install epoxy-coated anchor bolts that extend through concrete base and 33 

anchor into structural concrete substrate. 34 

Prior to pouring concrete, place and secure anchorage devices. 35 

 36 

Use setting drawings, templates, diagrams, instructions, and directions furnished with items to be 37 

embedded. 38 

Cast anchor-bolt insert into bases. 39 

Install anchor bolts to elevations required for proper attachment to supported equipment. 40 

 41 

CONCRETE CURING 42 

Protect freshly placed concrete from premature drying and excessive cold or hot temperatures. 43 

 44 

Comply with ACI 301 and ACI 306.1 for cold weather protection during curing. 45 

Comply with ACI 301 and ACI 305.1 for hot-weather protection during curing. 46 

Maintain moisture loss no more than 0.2 lb/sq. ft. x h before and during finishing operations. 47 

 48 

Curing Formed Surfaces: Comply with ACI 308.1 as follows: 49 

Cure formed concrete surfaces, including underside of beams, supported slabs, and other similar 50 

surfaces. 51 

Cure concrete containing color pigments in accordance with color pigment manufacturer's instructions. 52 

If forms remain during curing period, moist cure after loosening forms. 53 

If removing forms before end of curing period, continue curing for remainder of curing period, as 54 

follows: 55 

 56 
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Continuous Fogging: Maintain standing water on concrete surface until final setting of concrete. 1 

Continuous Sprinkling: Maintain concrete surface continuously wet. 2 

Absorptive Cover: Pre-dampen absorptive material before application; apply additional water to 3 

absorptive material to maintain concrete surface continuously wet. 4 

Water-Retention Sheeting Materials: Cover exposed concrete surfaces with sheeting material, 5 

taping, or lapping seams. 6 

Membrane-Forming Curing Compound: Apply uniformly in continuous operation by power spray 7 

or roller in accordance with manufacturer's written instructions. 8 

 9 

Recoat areas subject to heavy rainfall within three hours after initial application. 10 

Maintain continuity of coating and repair damage during curing period. 11 

 12 

Curing Unformed Surfaces: Comply with ACI 308.1 as follows: 13 

Begin curing immediately after finishing concrete. 14 

Interior Concrete Floors: 15 

 16 

Floors to Receive Floor Coverings Specified in Other Sections: Contractor has option of the 17 

following: 18 

Absorptive Cover: As soon as concrete has sufficient set to permit application without 19 

marring concrete surface, install prewetted absorptive cover over entire area of floor. 20 

 21 

Lap edges and ends of absorptive cover not less than 12-inches. 22 

Maintain absorptive cover water saturated, and in place, for duration of curing period, but 23 

not less than seven days. 24 

 25 

Moisture-Retaining-Cover Curing: Cover concrete surfaces with moisture-retaining cover for 26 

curing concrete, placed in widest practicable width, with sides and ends lapped at least 12 27 

inches, and sealed by waterproof tape or adhesive. 28 

 29 

Immediately repair any holes or tears during curing period, using cover material and 30 

waterproof tape. 31 

Cure for not less than seven days. 32 

 33 

Ponding or Continuous Sprinkling of Water: Maintain concrete surfaces continuously wet for 34 

not less than seven days, utilizing one, or a combination of, the following: 35 

Water. 36 

Continuous water-fog spray. 37 

 38 

Floors to Receive Polished Finish: Contractor has option of the following: 39 

Absorptive Cover: As soon as concrete has sufficient set to permit application without marring 40 

concrete surface, install prewetted absorptive cover over entire area of floor. 41 

 42 

Lap edges and ends of absorptive cover not less than 12 inches. 43 

Maintain absorptive cover water saturated, and in place, for duration of curing period, but not 44 

less than seven days. 45 

 46 

Ponding or Continuous Sprinkling of Water: Maintain concrete surfaces continuously wet for not 47 

less than seven days, utilizing one, or a combination of, the following: 48 

Water. 49 

Continuous water-fog spray. 50 

 51 

Floors to Receive Curing and Sealing Compound: 52 

Apply uniformly to floors and slabs indicated in a continuous operation by power spray or roller in 53 

accordance with manufacturer's written instructions. 54 

Recoat areas subjected to heavy rainfall within three hours after initial application. 55 
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Repeat process 24 hours later, and apply a second coat. Maintain continuity of coating, and repair 1 

damage during curing period. 2 

 3 

TOLERANCES 4 

Conform to ACI 117. 5 

 6 

FIELD QUALITY CONTROL 7 

Special Inspections: Owner will engage a special inspector to perform field tests and inspections and 8 

prepare testing and inspection reports. 9 

 10 

Testing Agency: Engage a qualified testing and inspecting agency to perform tests and inspections and to 11 

submit reports. 12 

 13 

Testing agency shall be responsible for providing curing container for composite samples on Site and 14 

verifying that field-cured composite samples are cured in accordance with ASTM C31/C31M. 15 

Testing agency shall immediately report to Architect, Contractor, and concrete manufacturer any 16 

failure of Work to comply with Contract Documents. 17 

Testing agency shall report results of tests and inspections, in writing, to Owner, Architect, Contractor, 18 

and concrete manufacturer within 48 hours of inspections and tests. 19 

 20 

Test reports shall include reporting requirements of ASTM C31/C31M, ASTM C39/C39M, and 21 

ACI 301, including the following as applicable to each test and inspection: 22 

 23 

Project name. 24 

Name of testing agency. 25 

Names and certification numbers of field and laboratory technicians performing inspections 26 

and testing. 27 

Name of concrete manufacturer. 28 

Date and time of inspection, sampling, and field testing. 29 

Date and time of concrete placement. 30 

Location in Work of concrete represented by samples. 31 

Date and time sample was obtained. 32 

Truck and batch ticket numbers. 33 

Design compressive strength at 28 days. 34 

Concrete mixture designation, proportions, and materials. 35 

Field test results. 36 

Information on storage and curing of samples before testing, including curing method and 37 

maximum and minimum temperatures during initial curing period. 38 

Type of fracture and compressive break strengths at seven days and 28 days. 39 

 40 

Batch Tickets: For each load delivered, submit three copies of batch delivery ticket to testing agency, 41 

indicating quantity, mix identification, admixtures, design strength, aggregate size, design air content, 42 

design slump at time of batching, and amount of water that can be added at Project site. 43 

 44 

Inspections: 45 

Headed bolts and studs. 46 

Verification of use of required design mixture. 47 

Concrete placement, including conveying and depositing. 48 

Curing procedures and maintenance of curing temperature. 49 

Verification of concrete strength before removal of shores and forms from beams and slabs. 50 

Batch Plant Inspections: On a random basis, as determined by Architect. 51 

 52 

Concrete Tests: Testing of composite samples of fresh concrete obtained in accordance with 53 

ASTM C 172/C 172M shall be performed in accordance with the following requirements: 54 

 55 
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Testing Frequency: Obtain one composite sample for each day's pour of each concrete mixture 1 

exceeding 5 cu. yd., but less than 25 cu. yd., plus one set for each additional 50 cu. yd. or fraction 2 

thereof. 3 

When frequency of testing provides fewer than five compressive-strength tests for each concrete 4 

mixture, testing shall be conducted from at least five randomly selected batches or from each 5 

batch if fewer than five are used. 6 

 7 

Slump: ASTM C143/C143M: 8 

One test at point of placement for each composite sample, but not less than one test for each day's 9 

pour of each concrete mixture. 10 

Perform additional tests when concrete consistency appears to change. 11 

 12 

Slump Flow: ASTM C1611/C1611M: 13 

One test at point of placement for each composite sample, but not less than one test for each day's 14 

pour of each concrete mixture. 15 

Perform additional tests when concrete consistency appears to change. 16 

 17 

Air Content: ASTM C231/C231M pressure method, for normal-weight concrete. 18 

One test for each composite sample, but not less than one test for each day's pour of each concrete 19 

mixture. 20 

 21 

Concrete Temperature: ASTM C1064/C1064M: 22 

One test hourly when air temperature is 40 deg F and below or 80 deg F and above, and one test for 23 

each composite sample. 24 

 25 

Unit Weight: ASTM C567/C567M fresh unit weight of structural lightweight concrete. 26 

One test for each composite sample, but not less than one test for each day's pour of each concrete 27 

mixture. 28 

 29 

Compression Test Specimens: ASTM C31/C31M: 30 

Cast and laboratory cure two sets of three 6-inch by 12-inch or 4-inch by 8-inch cylinder 31 

specimens for each composite sample. 32 

Cast, initial cure, and field cure two sets of three standard cylinder specimens for each composite 33 

sample. 34 

 35 

Compressive-Strength Tests: ASTM C39/C39M. 36 

Test one set of three laboratory-cured specimens at seven days and one set of two specimens at 28 37 

days. 38 

Test one set of three field-cured specimens at seven days and one set of two specimens at 28 days. 39 

A compressive-strength test shall be the average compressive strength from a set of two specimens 40 

obtained from same composite sample and tested at age indicated. 41 

 42 

When strength of field-cured cylinders is less than 85 percent of companion laboratory-cured 43 

cylinders, Contractor shall evaluate operations and provide corrective procedures for protecting and 44 

curing in-place concrete. 45 

Strength of each concrete mixture will be satisfactory if every average of any three consecutive 46 

compressive-strength tests equals or exceeds specified compressive strength, and no compressive-47 

strength test value falls below specified compressive strength by more than 500 psi if specified 48 

compressive strength is 5000 psi, or no compressive strength test value is less than 10 percent of 49 

specified compressive strength if specified compressive strength is greater than 5000 psi. 50 

Nondestructive Testing: Impact hammer, sonoscope, or other nondestructive device may be permitted 51 

by Architect but will not be used as sole basis for approval or rejection of concrete. 52 

Additional Tests: 53 

 54 
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Testing and inspecting agency shall make additional tests of concrete when test results indicate 1 

that slump, air entrainment, compressive strengths, or other requirements have not been met, as 2 

directed by Architect. 3 

Testing and inspecting agency may conduct tests to determine adequacy of concrete by cored 4 

cylinders complying with ASTM C42/C42M or by other methods as directed by Architect. 5 

Acceptance criteria for concrete strength shall be in accordance with ACI 301 section 1.6.6.3. 6 

 7 

Additional testing and inspecting, at Contractor's expense, will be performed to determine compliance 8 

of replaced or additional work with specified requirements. 9 

Correct deficiencies in the Work that test reports and inspections indicate do not comply with the 10 

Contract Documents. 11 

 12 

Measure floor and slab flatness and levelness in accordance with ASTM E1155 within 48 hours of 13 

completion of floor finishing and promptly report test results to Architect. 14 

 15 

PROTECTION 16 

Protect concrete surfaces as follows: 17 

Protect from petroleum stains. 18 

Diaper hydraulic equipment used over concrete surfaces. 19 

Prohibit vehicles from interior concrete slabs. 20 

Prohibit use of pipe-cutting machinery over concrete surfaces. 21 

Prohibit placement of steel items on concrete surfaces. 22 

Prohibit use of acids or acidic detergents over concrete surfaces. 23 

Protect liquid floor treatment from damage and wear during the remainder of construction period. Use 24 

protective methods and materials, including temporary covering, recommended in writing by liquid 25 

floor treatments installer. 26 

Protect concrete surfaces scheduled to receive surface hardener or polished concrete finish using Floor 27 

Slab Protective Covering. 28 

 29 

END OF SECTION 30 
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SECTION 05 12 00 1 

STRUCTURAL STEEL FRAMING 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Structural steel. 8 

Shrinkage-resistant grout. 9 

 10 

DEFINITIONS 11 

Structural Steel: Elements of the structural frame indicated on Drawings and as described in 12 

ANSI/AISC 303. 13 

 14 

AESS: Architecturally exposed structural steel. 15 

 16 

PREINSTALLATION MEETINGS 17 

Preinstallation Conference: Conduct conference at Project site. 18 

 19 

ACTION SUBMITTALS 20 

Product Data: 21 

Structural-steel materials. 22 

High-strength, bolt-nut-washer assemblies. 23 

Anchor rods. 24 

Threaded rods. 25 

Shop primer. 26 

Shrinkage-resistant grout. 27 

 28 

Shop Drawings: Show fabrication of structural-steel components. 29 

 30 

INFORMATIONAL SUBMITTALS 31 

Welding certificates. 32 

Mill test reports for structural-steel materials, including chemical and physical properties. 33 

Source quality-control reports. 34 

Field quality-control reports. 35 

 36 

QUALITY ASSURANCE 37 

Fabricator Qualifications: A qualified fabricator that participates in the AISC Quality Certification Program 38 

and is designated an AISC-Certified Plant, Category BU or is accredited by the IAS Fabricator Inspection 39 

Program for Structural Steel (Acceptance Criteria 172). 40 

 41 

Installer Qualifications: A qualified Installer who participates in the AISC Quality Certification Program 42 

and is designated an AISC-Certified Erector. 43 

 44 

Welding Qualifications: Qualify procedures and personnel in accordance with AWS D1.1/D1.1M. 45 

 46 

Shop-Painting Applicators: Qualified according to AISC's Sophisticated Paint Endorsement or SSPC-QP 3. 47 

 48 

DELIVERY, STORAGE, AND HANDLING 49 

Use special care in handling AESS to prevent twisting, warping, nicking, and other damage during 50 

fabrication, delivery, and erection. Keep AESS members off ground and spaced by using pallets, dunnage, 51 

or other supports and spacers. Protect AESS members and packaged materials from corrosion and 52 

deterioration. 53 
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 1 

PART 2 - PRODUCTS 2 

 3 

PERFORMANCE REQUIREMENTS 4 

Comply with applicable provisions of the following specifications and documents: 5 

ANSI/AISC 303. 6 

ANSI/AISC 360. 7 

RCSC's "Specification for Structural Joints Using High-Strength Bolts." 8 

 9 

Connection Design Information: 10 

Option 1: Connection designs have been completed and connections indicated on the Drawings. 11 

 12 

STRUCTURAL-STEEL MATERIALS 13 

W-Shapes: ASTM A572/A572M, Grade 50. 14 

 15 

Channels, Angles, M-Shapes, S-Shapes: ASTM A572/A572M, Grade 50. 16 

 17 

Plate and Bar: ASTM A572/A572M, Grade 50. 18 

 19 

Cold-Formed Hollow Structural Sections: ASTM A500/A500M, Grade B structural tubing. 20 

 21 

Steel Pipe: ASTM A53/A53M, Type E or Type S, Grade B. 22 

 23 

Welding Electrodes: Comply with AWS requirements. 24 

 25 

BOLTS AND CONNECTORS 26 

High-Strength A325 Bolts, Nuts, and Washers: ASTM F3125/F3125M, Grade A325, Type 1, heavy-hex 27 

steel structural bolts; ASTM A563, Grade DH, heavy-hex carbon-steel nuts; and ASTM F436/F436M, 28 

Type 1, hardened carbon-steel washers; all with plain finish. 29 

Direct-Tension Indicators: ASTM F959/F959M, Type 325-1, compressible-washer type with plain 30 

finish. 31 

 32 

High-Strength A490 Bolts, Nuts, and Washers: ASTM F3125/F3125M, Grade A490, Type 1, heavy-hex 33 

steel structural bolts or Grade F2280 tension-control, bolt-nut-washer assemblies with splined ends; 34 

ASTM A563, Grade DH, heavy-hex carbon-steel nuts; and ASTM F436/F436M, Type 1, hardened carbon-35 

steel washers; all with plain finish. 36 

Direct-Tension Indicators: ASTM F959/F959M, Type 490-1, compressible-washer type with plain 37 

finish. 38 

 39 

Shear Stud Connectors: ASTM A108, AISI C-1015 through C-1020, headed-stud type, cold-finished 40 

carbon steel; AWS D1.1/D1.1M, Type B. 41 

 42 

RODS 43 

Headed Anchor Rods: ASTM F1554, Grade 55, weldable, straight. 44 

Finish: Hot-dip zinc coating, ASTM A153/A153M, Class C. 45 

 46 

Threaded Rods: ASTM A193/A193M, Grade B7. 47 

Finish: Hot-dip zinc coating, ASTM A153/A153M, Class C. 48 

 49 

PRIMER 50 

Steel Primer: 51 

SSPC-Paint 23, latex primer. 52 

Fabricator's standard lead- and chromate-free, nonasphaltic, rust-inhibiting primer complying with 53 

MPI#79 and compatible with topcoat. 54 

 55 

Galvanized-Steel Primer: MPI#26. 56 
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Etching Cleaner: MPI#25, for galvanized steel. 1 

Galvanizing Repair Paint: MPI#18, MPI#19, or SSPC-Paint 20. 2 

 3 

SHRINKAGE-RESISTANT GROUT 4 

Metallic, Shrinkage-Resistant Grout: ASTM C1107/C1107M, factory-packaged, metallic aggregate grout, 5 

mixed with water to consistency suitable for application and a 30-minute working time. 6 

 7 

Nonmetallic, Shrinkage-Resistant Grout: ASTM C1107/C1107M, factory-packaged, nonmetallic aggregate 8 

grout, noncorrosive and nonstaining, mixed with water to consistency suitable for application and a 30-9 

minute working time. 10 

 11 

FABRICATION 12 

Structural Steel: Fabricate and assemble in shop to greatest extent possible. Fabricate in accordance with 13 

ANSI/AISC 303 and to ANSI/AISC 360. 14 

 15 

Shear Stud Connectors: Prepare steel surfaces as recommended by manufacturer of shear connectors. Weld 16 

using automatic end welding of headed-stud shear connectors in accordance with AWS D1.1/D1.1M and 17 

manufacturer's written instructions. 18 

 19 

Shop fabricate and assemble AESS to the maximum extent possible. Locate field joints at concealed 20 

locations if possible. Detail assemblies to minimize handling and to expedite erection. 21 

 Category AESS 1: 22 

Comply with overall profile dimensions of AWS D1.1/D1.1M for welded built-up members. Keep 23 

appearance and quality of welds consistent. Maintain true alignment of members without warp 24 

exceeding specified tolerances. 25 

Prepare surfaces according to Part 2 "Shop Priming" Article and SSPC-SP 6 (WAB)/NACE WAB-3. 26 

Grind sheared, punched, and flame-cut edges to remove burrs and provide smooth surfaces and eased 27 

edges. 28 

Make intermittent welds appear continuous, using filler or additional welding. 29 

Seal weld open ends of hollow structural sections with 3/8-inch closure plates. 30 

Install bolt heads on the same side of each connection and maintain orientation consistently from one 31 

connection to another. 32 

Remove weld spatter, slivers, and similar surface discontinuities. 33 

Remove blemishes and surface irregularities resulting from temporary braces or fixtures by filling or 34 

grinding, before cleaning, treating, and shop priming. 35 

Grind tack welds smooth unless incorporated into final welds. 36 

Remove backing and runoff tabs, and grind welds smooth. 37 

 38 

SHOP CONNECTIONS 39 

High-Strength Bolts: Shop install high-strength bolts in accordance with RCSC's "Specification for 40 

Structural Joints Using High-Strength Bolts" for type of bolt and type of joint specified. 41 

Joint Type: Snug tightened. 42 

 43 

Weld Connections: Comply with AWS D1.1/D1.1M for tolerances, appearances, welding procedure 44 

specifications, weld quality, and methods used in correcting welding work. 45 

 46 

SHOP PRIMING 47 

Shop prime steel surfaces, except the following: 48 

Surfaces embedded in concrete or mortar. Extend priming of partially embedded members to a depth 49 

of 2 inches. 50 

Surfaces to be field welded. 51 

Surfaces of high-strength bolted, slip-critical connections. 52 

Surfaces to receive sprayed fire-resistive materials (applied fireproofing). 53 

Galvanized surfaces unless indicated to be painted. 54 

Surfaces enclosed in interior construction (not exposed to view). 55 

 56 
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Surface Preparation of Steel: Clean surfaces to be painted. Remove loose rust and mill scale and spatter, 1 

slag, or flux deposits. Prepare surfaces in accordance with the following specifications and standards: 2 

SSPC-SP 2. 3 

SSPC-SP 3. 4 

SSPC-SP 7 (WAB)/NACE WAB-4. 5 

SSPC-SP 6 (WAB)/NACE WAB-3. 6 

 7 

Surface Preparation of Galvanized Steel: Prepare galvanized-steel surfaces for shop priming by thoroughly 8 

cleaning steel of grease, dirt, oil, flux, and other foreign matter, and treating with etching cleaner or in 9 

accordance with SSPC-SP 16. 10 

 11 

Priming: Immediately after surface preparation, apply primer in accordance with manufacturer's written 12 

instructions and at rate recommended by SSPC to provide a minimum dry film thickness of 1.5 mils. Use 13 

priming methods that result in full coverage of joints, corners, edges, and exposed surfaces. 14 

 15 

SOURCE QUALITY CONTROL 16 

Testing Agency: Engage a qualified testing agency to perform shop tests and inspections. 17 

Allow testing agency access to places where structural-steel work is being fabricated or produced to 18 

perform tests and inspections. 19 

Bolted Connections: Inspect shop-bolted connections in accordance with RCSC's "Specification for 20 

Structural Joints Using High-Strength Bolts." 21 

Welded Connections: Visually inspect shop-welded connections in accordance with AWS D1.1/D1.1M 22 

and the following inspection procedures, at testing agency's option: 23 

Liquid Penetrant Inspection: ASTM E165/E165M. 24 

Magnetic Particle Inspection: ASTM E709; performed on root pass and on finished weld. Cracks 25 

or zones of incomplete fusion or penetration are not accepted. 26 

Ultrasonic Inspection: ASTM E164. 27 

Radiographic Inspection: ASTM E94/E94M. 28 

In addition to visual inspection, test and inspect shop-welded shear stud connectors in accordance with 29 

requirements in AWS D1.1/D1.1M. 30 

Prepare test and inspection reports. 31 

PART 3 - EXECUTION 32 

 33 

EXAMINATION 34 

Verify, with certified steel erector present, elevations of concrete- and masonry-bearing surfaces and 35 

locations of anchor rods, bearing plates, and other embedments for compliance with requirements. 36 

 37 

Proceed with installation only after unsatisfactory conditions have been corrected. 38 

 39 

ERECTION 40 

Take special care during erection to avoid marking or distorting the AESS and to minimize damage to shop 41 

painting. 42 

 43 

Set structural steel accurately in locations and to elevations indicated and in accordance with 44 

ANSI/AISC 303 and ANSI/AISC 360. 45 

 46 

Baseplates Bearing Plates and Leveling Plates: Clean concrete- and masonry-bearing surfaces of bond-47 

reducing materials, and roughen surfaces prior to setting plates. Clean bottom surface of plates. 48 

Set plates for structural members on wedges, shims, or setting nuts as required. 49 

Weld plate washers to top of baseplate. 50 

 Snug-tighten anchor rods after supported members have been positioned and plumbed. Do not remove 51 

wedges or shims but, if protruding, cut off flush with edge of plate before packing with grout. 52 

Promptly pack shrinkage-resistant grout solidly between bearing surfaces and plates, so no voids 53 

remain. Neatly finish exposed surfaces; protect grout and allow to cure. Comply with manufacturer's 54 

written installation instructions for grouting. 55 

 56 
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Maintain erection tolerances of structural steel within ANSI/AISC 303. 1 

 2 

FIELD CONNECTIONS 3 

High-Strength Bolts: Install high-strength bolts in accordance with RCSC's "Specification for Structural 4 

Joints Using High-Strength Bolts" for bolt and joint type specified. 5 

Joint Type: Snug tightened. 6 

 7 

Weld Connections: Comply with AWS D1.1/D1.1M for tolerances, appearances, welding procedure 8 

specifications, weld quality, and methods used in correcting welding work. 9 

Comply with ANSI/AISC 303 and ANSI/AISC 360 for bearing, alignment, adequacy of temporary 10 

connections, and removal of paint on surfaces adjacent to field welds. 11 

 12 

REPAIR 13 

Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas, and touchup galvanizing to 14 

comply with ASTM A780/A780M. 15 

 16 

FIELD QUALITY CONTROL 17 

Special Inspections: Owner will engage a special inspector to perform the following special inspections: 18 

Verify structural-steel materials and inspect steel frame joint details. 19 

Verify weld materials and inspect welds. 20 

Verify connection materials and inspect high-strength bolted connections. 21 

 22 

Testing Agency: Engage a qualified testing agency to perform tests and inspections. 23 

Bolted Connections: Inspect bolted connections in accordance with RCSC's "Specification for 24 

Structural Joints Using High-Strength Bolts." 25 

Welded Connections: Visually inspect field welds in accordance with AWS D1.1/D1.1M. 26 

In addition to visual inspection, test and inspect field welds in accordance with AWS D1.1/D1.1M 27 

and the following inspection procedures, at testing agency's option: 28 

Liquid Penetrant Inspection: ASTM E165/E165M. 29 

Magnetic Particle Inspection: ASTM E709; performed on root pass and on finished weld. 30 

Cracks or zones of incomplete fusion or penetration are not accepted. 31 

Ultrasonic Inspection: ASTM E164. 32 

Radiographic Inspection: ASTM E94/E94M. 33 

 34 

END OF SECTION 35 
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SECTION 05 50 00 1 

METAL FABRICATIONS 2 

 3 

PART 1 – GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Miscellaneous framing and supports. 8 

Metal floor plate. 9 

Miscellaneous steel trim. 10 

Metal bollards. 11 

Loose bearing and leveling plates. 12 

 13 

Products furnished, but not installed, under this Section include the following: 14 

Loose steel lintels. 15 

Anchor bolts, steel pipe sleeves, slotted-channel inserts, and wedge-type inserts indicated to be cast 16 

into concrete or built into unit masonry. 17 

Steel weld plates and angles for casting into concrete. 18 

 19 

ACTION SUBMITTALS 20 

Product Data: For the following: 21 

Fasteners. 22 

Shop primers. 23 

Shrinkage-resisting grout. 24 

Slotted channel framing. 25 

Metal bollards. 26 

 27 

Shop Drawings: Show fabrication and installation details. Include plans, elevations, sections, and details of 28 

metal fabrications and their connections. Show anchorage and accessory items. 29 

 30 

PART 2 – PRODUCTS 31 

 32 

METALS 33 

Metal Surfaces, General: Provide materials with smooth, flat surfaces unless otherwise indicated. For metal 34 

fabrications exposed to view in the completed Work, provide materials without seam marks, roller marks, 35 

rolled trade names, or blemishes. 36 

 37 

Steel Plates, Shapes, and Bars: ASTM A36/A36M. 38 

 39 

Stainless Steel Bars and Shapes: ASTM A276/A276M, Type 304. 40 

 41 

Rolled-Steel Floor Plate: ASTM A786/A786M, rolled from plate complying with ASTM A36/A36M or 42 

ASTM A283/A283M, Grade C or D. 43 

 44 

Rolled-Stainless Steel Floor Plate: ASTM A793. 45 

 46 

Steel Tubing: ASTM A500/A500M, cold-formed steel tubing. 47 

 48 

Steel Pipe: ASTM A53/A53M, Standard Weight (Schedule 40) unless otherwise indicated. 49 

 50 

FASTENERS 51 

General: Unless otherwise indicated, provide Type 304 stainless steel fasteners for exterior use and zinc-52 

plated fasteners with coating complying with ASTM B633 or ASTM F1941/F1941M, Class Fe/Zn 5, at 53 

exterior walls. Select fasteners for type, grade, and class required. 54 

Provide stainless steel fasteners for fastening aluminum or stainless steel. 55 
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 1 

Cast-in-Place Anchors in Concrete: Either threaded or wedge type unless otherwise indicated; galvanized 2 

ferrous castings, either ASTM A47/A47M malleable iron or ASTM A27/A27M cast steel. Provide bolts, 3 

washers, and shims as needed, all hot-dip galvanized per ASTM F2329/F2329M. 4 

 5 

Post-Installed Anchors:  Torque-controlled expansion anchors. 6 

Material for Interior Locations: Carbon-steel components zinc plated to comply with ASTM B633 or 7 

ASTM F1941/F1941M, Class Fe/Zn 5, unless otherwise indicated. 8 

Material for Exterior Locations and Where Stainless Steel Is Indicated: Alloy Group 1 stainless steel 9 

bolts, ASTM F593, and nuts, ASTM F594. 10 

 11 

MISCELLANEOUS MATERIALS 12 

Universal Shop Primer: Fast-curing, lead- and chromate-free, universal modified-alkyd primer complying 13 

with MPI#79 and compatible with topcoat. 14 

Use primer that contains pigments that make it easily distinguishable from zinc-rich primer. 15 

 16 

Water-Based Primer: Emulsion type, anticorrosive primer for mildly corrosive environments that is 17 

resistant to flash rusting when applied to cleaned steel, complying with MPI#107 and compatible with 18 

topcoat. 19 

 20 

Epoxy Zinc-Rich Primer: Complying with MPI#20 and compatible with topcoat. 21 

 22 

Shop Primer for Galvanized Steel: Primer formulated for exterior use over zinc-coated metal and 23 

compatible with finish paint systems indicated. 24 

 25 

Galvanizing Repair Paint: High-zinc-dust-content paint complying with SSPC-Paint 20 and compatible 26 

with paints specified to be used over it. 27 

 28 

Bituminous Paint: Cold-applied asphalt emulsion complying with ASTM D1187/D1187M. 29 

 30 

Shrinkage-Resistant Grout: Factory-packaged, nonmetallic, nonstaining, noncorrosive, nongaseous grout 31 

complying with ASTM C1107/C1107M. Provide grout specifically recommended by manufacturer for 32 

interior and exterior applications. 33 

 34 

Concrete: Comply with requirements in Section 03 30 00 "Cast-in-Place Concrete" for normal-weight, air-35 

entrained concrete with a minimum 28-day compressive strength of 3000 psi. 36 

 37 

FABRICATION, GENERAL 38 

Shop Assembly: Preassemble items in the shop to greatest extent possible. Disassemble units only as 39 

necessary for shipping and handling limitations. Use connections that maintain structural value of joined 40 

pieces. Clearly mark units for reassembly and coordinated installation. 41 

 42 

Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a radius of 43 

approximately 1/32 inch unless otherwise indicated. Remove sharp or rough areas on exposed surfaces. 44 

 45 

Form bent-metal corners to smallest radius possible without causing grain separation or otherwise 46 

impairing work. 47 

 48 

Form exposed work with accurate angles and surfaces and straight edges. 49 

 50 

Weld corners and seams continuously to comply with the following: 51 

Use materials and methods that minimize distortion and develop strength and corrosion resistance of 52 

base metals. 53 

Obtain fusion without undercut or overlap. 54 

Remove welding flux immediately. 55 
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At exposed connections, finish exposed welds and surfaces smooth and blended so no roughness 1 

shows after finishing. 2 

 3 

Form exposed connections with hairline joints, flush and smooth, using concealed fasteners or welds where 4 

possible. Where exposed fasteners are required, use Phillips flat-head (countersunk) fasteners unless 5 

otherwise indicated. Locate joints where least conspicuous. 6 

 7 

Fabricate seams and other connections that are exposed to weather in a manner to exclude water. Provide 8 

weep holes where water may accumulate. 9 

 10 

Where units are indicated to be cast into concrete or built into masonry, equip with integrally welded steel 11 

strap anchors, not less than 8 inches from ends and corners of units and 24 inches o.c. 12 

 13 

MISCELLANEOUS FRAMING AND SUPPORTS 14 

General: Provide steel framing and supports not specified in other Sections as needed to complete the 15 

Work. 16 

 17 

Fabricate units from steel shapes, plates, and bars of welded construction unless otherwise indicated. 18 

Fabricate to sizes, shapes, and profiles indicated and as necessary to receive adjacent construction. 19 

 20 

Fabricate steel girders for wood frame construction from continuous steel shapes of sizes indicated. 21 

Where wood nailers are attached to girders with bolts or lag screws, drill or punch holes at 24 inches 22 

o.c. 23 

 24 

METAL FLOOR PLATE 25 

Fabricate from rolled-steel floor plate of thickness indicated below: 26 

Thickness:  3/16 inch. 27 

 28 

Provide stainless steel angle supports as indicated. 29 

Provide flush steel bar drop handles for lifting removable sections, one at each end of each section. 30 

 31 

MISCELLANEOUS STEEL TRIM 32 

Unless otherwise indicated, fabricate units from steel shapes, plates, and bars of profiles shown with 33 

continuously welded joints and smooth exposed edges. Miter corners and use concealed field splices where 34 

possible. 35 

 36 

Provide cutouts, fittings, and anchorages as needed to coordinate assembly and installation with other work. 37 

Provide with integrally welded steel strap anchors for embedding in concrete or masonry construction. 38 

 39 

Galvanize exterior miscellaneous steel trim. 40 

 41 

Prime exterior miscellaneous steel trim with zinc-rich primer. 42 

 43 

METAL BOLLARDS 44 

Fabricate metal bollards from Schedule 40 steel pipe steel shapes, as indicated. 45 

Cap bollards with 1/4-inch-thick steel. 46 

 47 

Fabricate bollards with 3/8-inch-thick, steel baseplates for bolting to concrete slab. Drill baseplates at all 48 

four corners for 3/4-inch anchor bolts. 49 

 50 

Fabricate sleeves for bollard anchorage from steel or stainless steel pipe or tubing with 1/4-inch-thick, steel 51 

or stainless steel plate welded to bottom of sleeve. Make sleeves not less than 8 inches deep and 3/4 inch 52 

larger than OD of bollard. 53 

 54 

Prime steel bollards with zinc-rich primer. 55 

 56 
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LOOSE BEARING AND LEVELING PLATES 1 

Provide loose bearing and leveling plates for steel items bearing on masonry or concrete construction. Drill 2 

plates to receive anchor bolts and for grouting. 3 

 4 

Galvanize bearing and leveling plates. 5 

 6 

Prime plates with zinc-rich primer. 7 

 8 

STEEL WELD PLATES AND ANGLES 9 

 10 

Provide steel weld plates and angles not specified in other Sections, for items supported from concrete 11 

construction as needed to complete the Work. Provide each unit with no fewer than two integrally welded 12 

steel strap anchors for embedding in concrete. 13 

 14 

GENERAL FINISH REQUIREMENTS 15 

Finish metal fabrications after assembly. 16 

 17 

STEEL AND IRON FINISHES 18 

Galvanizing: Hot-dip galvanize items as indicated to comply with ASTM A153/A153M for steel and iron 19 

hardware and with ASTM A123/A123M for other steel and iron products. 20 

Do not quench or apply post galvanizing treatments that might interfere with paint adhesion. 21 

 22 

Shop prime iron and steel items not indicated to be galvanized unless they are to be embedded in concrete, 23 

sprayed-on fireproofing, or masonry, or unless otherwise indicated. 24 

Shop prime with universal shop primer unless zinc-rich primer is indicated. 25 

 26 

Preparation for Shop Priming: Prepare surfaces to comply with SSPC-SP 6/NACE No. 3, "Commercial 27 

Blast Cleaning." 28 

 29 

Shop Priming: Apply shop primer to comply with SSPC-PA 1, "Paint Application Specification No. 1: 30 

Shop, Field, and Maintenance Painting of Steel," for shop painting. 31 

 32 

PART 3 - EXECUTION 33 

 34 

INSTALLATION, GENERAL 35 

Cutting, Fitting, and Placement: Perform cutting, drilling, and fitting required for installing metal 36 

fabrications. Set metal fabrications accurately in location, alignment, and elevation; with edges and 37 

surfaces level, plumb, true, and free of rack; and measured from established lines and levels. 38 

 39 

Fit exposed connections accurately together to form hairline joints. Weld connections that are not to be left 40 

as exposed joints but cannot be shop welded because of shipping size limitations. Do not weld, cut, or 41 

abrade surfaces of exterior units that have been hot-dip galvanized after fabrication and are for bolted or 42 

screwed field connections. 43 

 44 

Field Welding: Comply with the following requirements: 45 

Use materials and methods that minimize distortion and develop strength and corrosion resistance of 46 

base metals. 47 

Obtain fusion without undercut or overlap. 48 

Remove welding flux immediately. 49 

At exposed connections, finish exposed welds and surfaces smooth and blended so no roughness 50 

shows after finishing and contour of welded surface matches that of adjacent surface. 51 

 52 

Fastening to In-Place Construction: Provide anchorage devices and fasteners where metal fabrications are 53 

required to be fastened to in-place construction. Provide threaded fasteners for use with concrete and 54 

masonry inserts, toggle bolts, through bolts, lag screws, wood screws, and other connectors. 55 

 56 
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Provide temporary bracing or anchors in formwork for items that are to be built into concrete, masonry, or 1 

similar construction. 2 

 3 

INSTALLATION OF MISCELLANEOUS FRAMING AND SUPPORTS 4 

Install framing and supports to comply with requirements of items being supported, including 5 

manufacturers' written instructions and requirements indicated on Shop Drawings. 6 

 7 

Anchor supports for overhead doors securely to, and rigidly brace from, building structure. 8 

 9 

Support steel girders on solid grouted masonry, concrete, or steel pipe columns. Secure girders with anchor 10 

bolts embedded in grouted masonry or concrete or with bolts through top plates of pipe columns. 11 

 12 

INSTALLATION OF METAL FLOOR PLATE 13 

Install metal floor plates flush with finished surface. Adjust as required to avoid lippage that could present 14 

a tripping hazard. 15 

 16 

INSTALLATION OF MISCELLANEOUS STEEL TRIM 17 

Anchor to concrete construction to comply with manufacturer's written instructions. 18 

 19 

INSTALLATION OF METAL BOLLARDS 20 

Fill metal-capped bollards solidly with concrete and allow concrete to cure seven days before installing. 21 

 22 

Anchor bollards in concrete with pipe sleeves preset and anchored into concrete. Fill annular space around 23 

bollard solidly with shrinkage-resistant grout; mixed and placed to comply with grout manufacturer's 24 

written instructions. Slope grout up approximately 1/8 inch toward bollard. 25 

 26 

Anchor bollards in place with concrete footings. Center and align bollards in holes 3 inches above bottom 27 

of excavation. Place concrete and vibrate or tamp for consolidation. Support and brace bollards in position 28 

until concrete has cured. 29 

 30 

Fill bollards solidly with concrete, mounding top surface to shed water. 31 

 32 

INSTALLATION OF LOOSE BEARING AND LEVELING PLATES 33 

Clean concrete and masonry bearing surfaces of bond-reducing materials, and roughen to improve bond to 34 

surfaces. Clean bottom surface of plates. 35 

 36 

Set bearing and leveling plates on wedges, shims, or leveling nuts. After bearing members have been 37 

positioned and plumbed, tighten anchor bolts. Do not remove wedges or shims but, if protruding, cut off 38 

flush with edge of bearing plate before packing with shrinkage-resistant grout. Pack grout solidly between 39 

bearing surfaces and plates to ensure that no voids remain. 40 

 41 

REPAIRS 42 

Touchup Painting: 43 

Immediately after erection, clean field welds, bolted connections, and abraded areas. Paint uncoated 44 

and abraded areas with same material as used for shop painting to comply with SSPC-PA 1 for 45 

touching up shop-painted surfaces. 46 

 47 

Galvanized Surfaces: Clean field welds, bolted connections, and abraded areas and repair galvanizing to 48 

comply with ASTM A780/A780M. 49 

 50 

END OF SECTION 51 
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SECTION 06 10 53 1 

MISCELLANEOUS ROUGH CARPENTRY 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Framing with dimension lumber, wood blocking and nailers, wood furring and grounds, 7 

wood sleepers, plywood backing panels. 8 

 9 

ACTION SUBMITTALS 10 

Product Data: For each type of process and factory-fabricated product. 11 

 12 

INFORMATIONAL SUBMITTALS 13 

Evaluation Reports: For the following, from ICC-ES: 14 

Preservative-treated wood. 15 

Power-driven fasteners. 16 

 17 

PART 2 - PRODUCTS 18 

 19 

WOOD PRODUCTS, GENERAL 20 

Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is indicated, 21 

provide lumber that complies with the applicable rules of any rules-writing agency certified by the ALSC 22 

Board of Review. Provide lumber graded by an agency certified by the ALSC Board of Review to inspect 23 

and grade lumber under the rules indicated. 24 

 25 

Factory mark each piece of lumber with grade stamp of grading agency. 26 

For exposed lumber indicated to receive a stained or natural finish, mark grade stamp on end or back 27 

of each piece or omit grade stamp and provide certificates of grade compliance issued by grading 28 

agency. 29 

Dress lumber, S4S, unless otherwise indicated. 30 

 31 

Maximum Moisture Content of Lumber:  15 percent unless otherwise indicated. 32 

 33 

WOOD-PRESERVATIVE-TREATED MATERIALS 34 

Preservative Treatment by Pressure Process: AWPA U1; Use Category UC2 for interior construction not in 35 

contact with ground, Use Category UC3b for exterior construction not in contact with ground, and 36 

Use Category UC4a for items in contact with ground. 37 

 38 

Preservative Chemicals: Acceptable to authorities having jurisdiction and containing no arsenic or 39 

chromium. 40 

 41 

Kiln-dry lumber after treatment to a maximum moisture content of 19 percent. Do not use material that is 42 

warped or does not comply with requirements for untreated material. 43 

 44 

Mark lumber with treatment quality mark of an inspection agency approved by the ALSC Board of Review. 45 

 46 

Application: Treat items indicated on Drawings, and the following: 47 

 48 

Wood cants, nailers, blocking, stripping, and similar members in connection with roofing, flashing, 49 

vapor barriers, and waterproofing. 50 

Wood, sleepers, blocking, furring, stripping, and similar concealed members in contact with masonry 51 

or concrete. 52 

Wood framing and furring attached directly to the interior of below-grade exterior masonry or concrete 53 

walls. 54 

Wood floor plates that are installed over concrete slabs-on-grade. 55 
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 1 

DIMENSION LUMBER FRAMING 2 

Non-Load-Bearing Interior Partitions:  Construction or No. 2 grade of any species. 3 

 4 

Other Framing:  No. 2 grade of any of the following species: 5 

 6 

Hem-fir (north); NLGA. 7 

Southern pine; SPIB. 8 

Douglas fir-larch; WCLIB or WWPA. 9 

Southern pine or mixed southern pine; SPIB. 10 

Spruce-pine-fir; NLGA. 11 

Douglas fir-south; WWPA. 12 

Hem-fir; WCLIB or WWPA. 13 

Douglas fir-larch (north); NLGA. 14 

Spruce-pine-fir (south); NeLMA, WCLIB, or WWPA. 15 

 16 

MISCELLANEOUS LUMBER 17 

General: Provide miscellaneous lumber indicated and lumber for support or attachment of other 18 

construction, including the following: 19 

 20 

Blocking. 21 

Nailers. 22 

Rooftop equipment bases and support curbs. 23 

Cants. 24 

Furring. 25 

Grounds. 26 

Utility shelving. 27 

 28 

Dimension Lumber Items:  Construction or No. 2 grade lumber of any species. 29 

 30 

Concealed Boards:  15 percent maximum moisture content of any of the following species and grades: 31 

 32 

Mixed southern pine or southern pine, No. 2 grade; SPIB. 33 

Eastern softwoods, No. 2 Common grade; NELMA. 34 

Northern species, No. 2 Common grade; NLGA. 35 

Western woods, Construction or No. 2 Common grade; WCLIB or WWPA. 36 

 37 

PLYWOOD BACKING PANELS 38 

Equipment Backing Panels: Plywood, DOC PS 1, Exterior, A-C, in thickness indicated or, if not indicated, 39 

not less than 3/4-inch nominal thickness. 40 

 41 

FASTENERS 42 

General: Provide fasteners of size and type indicated that comply with requirements specified in this article 43 

for material and manufacture. 44 

 45 

Where carpentry is exposed to weather, in ground contact, pressure-preservative treated, or in area of 46 

high relative humidity, provide fasteners with hot-dip zinc coating complying with 47 

ASTM A153/A153M. 48 

 49 

MISCELLANEOUS MATERIALS 50 

Adhesives for Gluing Furring to Concrete or Masonry: Formulation complying with ASTM D3498 that is 51 

approved for use indicated by adhesive manufacturer. 52 

 53 

Flexible Flashing: Composite, self-adhesive, flashing product consisting of a pliable, rubberized-asphalt 54 

compound, bonded to a high-density polyethylene film, aluminum foil, or spunbonded polyolefin to 55 

produce an overall thickness of not less than 0.025 inch. 56 
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 1 

PART 3 - EXECUTION 2 

 3 

INSTALLATION 4 

Framing Standard: Comply with AF&PA's WCD 1, "Details for Conventional Wood Frame Construction," 5 

unless otherwise indicated. 6 

 7 

Set carpentry to required levels and lines, with members plumb, true to line, cut, and fitted. Fit carpentry 8 

accurately to other construction. Locate furring, nailers, blocking, and similar supports to comply with 9 

requirements for attaching other construction. 10 

 11 

Install plywood backing panels by fastening to studs; coordinate locations with utilities requiring backing 12 

panels. 13 

 14 

Do not splice structural members between supports unless otherwise indicated. 15 

 16 

Comply with AWPA M4 for applying field treatment to cut surfaces of preservative-treated lumber. 17 

 18 

Securely attach carpentry work to substrate by anchoring and fastening as indicated, complying with the 19 

following: 20 

 21 

Table 2304.9.1, "Fastening Schedule," in ICC's International Building Code. 22 

Table R602.3(1), "Fastener Schedule for Structural Members," and Table R602.3(2), "Alternate 23 

Attachments," in ICC's International Residential Code for One- and Two-Family Dwellings. 24 

ICC-ES evaluation report for fastener. 25 

 26 

PROTECTION 27 

Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection, 28 

inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate solution 29 

by spraying to comply with EPA-registered label. 30 

 31 

END OF SECTION 32 
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SECTION 06 20 13 1 

EXTERIOR FINISH CARPENTRY 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes:  7 

 Engineered Wood Siding and Trim. 8 

 LP Smart Siding 9 

  10 

DEFINITIONS 11 

MDO: Plywood with a medium-density overlay on the face. 12 

PVC: Polyvinyl chloride. 13 

 14 

ACTION SUBMITTALS 15 

Product Data: For each type of process and factory-fabricated product. 16 

Samples: For each exposed product and for each color and texture specified. 17 

 18 

WARRANTY 19 

Manufacturer's Warranty for Engineered Wood Siding and Trim: Manufacturer agrees to repair or replace 20 

components that fail in materials or workmanship within specified warranty period. 21 

 22 

Warranty Period for Factory-Applied Finish:  Five years from date of Substantial Completion. 23 

Warranty Period for Siding and Trim (Excluding Finish):  25 years from date of Substantial 24 

Completion. 25 

 26 

PART 2 - PRODUCTS 27 

 28 

MATERIALS, GENERAL 29 

Softwood Plywood: DOC PS 1. 30 

 31 

Hardboard: ANSI A135.4. 32 

 33 

PLYWOOD SIDING 34 

Plywood Type: CCA treated siding in panel sizes indicated. 35 

 36 

Thickness:  1/2 inch. 37 

 38 

Pattern:  Plain. 39 

 40 

Surface:  Smooth. 41 

 42 

ENGINEERED WOOD SIDING 43 

Engineered Wood Siding: ANSI A135.6, primed with manufacturer's standard exterior primer. 44 

 45 

7/16-inch-thick, shiplap-edge panels; Wood grain. 46 

 47 

Colors, Textures, and Patterns:  As selected by Architect from manufacturer's full range. 48 

 49 

MISCELLANEOUS MATERIALS 50 

Fasteners for Exterior Finish Carpentry: Provide nails or screws, in sufficient length to penetrate not less 51 

than 1-1/2 inches into wood substrate. 52 

 53 

For face-fastening siding, provide ringed-shank siding nails or hot-dip galvanized-steel siding nails. 54 
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For prefinished items, provide matching prefinished aluminum fasteners where face fastening is 1 

required. 2 

For pressure-preservative-treated wood, provide hot-dip galvanized-steel fasteners. 3 

 4 

Flashing: Comply with requirements in Section 07 62 00 "Sheet Metal Flashing and Trim" for flashing 5 

materials installed in exterior finish carpentry. 6 

 7 

Horizontal Joint Flashing for Panel Siding:  Aluminum. 8 

 9 

PART 3 – EXECUTION 10 

 11 

PREPARATION 12 

Clean substrates of projections and substances detrimental to application. 13 

 14 

Prime lumber and moldings to be painted, including both faces and edges, unless factory primed. 15 

 16 

Cut to required lengths and prime ends. 17 

 18 

INSTALLATION, GENERAL 19 

Install exterior finish carpentry level, plumb, true, and aligned with adjacent materials. 20 

 21 

Use concealed shims where necessary for alignment. 22 

Scribe and cut exterior finish carpentry to fit adjoining work. 23 

Refinish and seal cuts as recommended by manufacturer. 24 

Install to tolerance of 1/8 inch in 96 inches for level and plumb. Install adjoining exterior finish 25 

carpentry with 1/32-inch maximum offset for flush installation and 1/16-inch maximum offset for 26 

reveal installation. 27 

Coordinate exterior finish carpentry with materials and systems in or adjacent to it. 28 

Provide cutouts for mechanical and electrical items that penetrate exterior finish carpentry. 29 

 30 

INSTALLATION OF STANDING AND RUNNING TRIM 31 

Install trim with minimum number of joints as is practical, using full-length pieces from maximum lengths 32 

of lumber available. Do not use pieces less than 24 inches long, except where necessary. 33 

 34 

Use scarf joints for end-to-end joints. 35 

Stagger end joints in adjacent and related members. 36 

 37 

Fit exterior joints to exclude water. 38 

 39 

Cope at returns and miter at corners to produce tight-fitting joints, with full-surface contact throughout 40 

length of joint. 41 

Plane backs of casings to provide uniform thickness across joints, where necessary for alignment. 42 

 43 

Where face fastening is unavoidable, countersink fasteners, fill surface flush, and sand unless otherwise 44 

indicated. 45 

 46 

INSTALLATION OF SIDING 47 

Install siding to comply with manufacturer's written instructions and warranty requirements. 48 

 49 

Engineered Wood Siding: 50 

 51 

Install engineered wood siding to comply with manufacturer's written instructions. 52 

Install panels with edges over framing or blocking. 53 

Leave 3/16-inch gap at perimeter, openings, and horizontal panel joints unless otherwise recommended 54 

by panel manufacturer. 55 

Seal butt joints at inside and outside corners and at trim locations. 56 
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Install continuous metal flashing at horizontal panel joints. 1 

Apply battens and corner trim as indicated. 2 

Conceal fasteners to greatest practical extent by placing in grooves of siding pattern or by concealing 3 

with applied trim or battens as detailed. 4 

 5 

Flashing: Install metal flashing as indicated on Drawings and as recommended by siding manufacturer. 6 

 7 

Finish: Apply finish within two weeks of installation. 8 

 9 

END OF SECTION 10 
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SECTION 06 46 00 1 

WOOD TRIM 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Interior standing and running trim, wood furring, blocking, shims, and hanging strips for 7 

installing woodwork items unless concealed within other construction before woodwork installation, shop 8 

priming of wood trim, and shop finishing of wood trim. 9 

 10 

ACTION SUBMITTALS 11 

Product Data: For each type of product, including factory-finishing specifications. 12 

 13 

Shop Drawings: Show location of each item, dimensioned plans and elevations, large-scale details, 14 

attachment devices, and other components. 15 

 16 

Samples: 17 

Lumber for transparent finish, for each species and cut, finished on one side and one edge. 18 

Lumber and panel products with shop-applied opaque finish, for each finish system and color, with 19 

exposed surface finished. 20 

 21 

QUALITY ASSURANCE 22 

Installer Qualifications: Employs skilled workers who experience installing similar products to those 23 

required for this Project. 24 

 25 

PART 2 - PRODUCTS 26 

WOOD TRIM, GENERAL 27 

Quality Standard: Unless otherwise indicated, comply with the "Architectural Woodwork Standards" for 28 

grades of wood trim indicated for construction, finishes, installation, and other requirements. 29 

 30 

WOOD MATERIALS 31 

Wood Products: Provide materials that comply with requirements of referenced quality standard for each 32 

type of wood trim and quality grade specified unless otherwise indicated. 33 

 34 

Wood Moisture Content for Interior Materials:  5 to 10 percent. 35 

 36 

MISCELLANEOUS MATERIALS 37 

Interior Furring, Blocking, Shims, and Hanging Strips:  Softwood or hardwood lumber, kiln dried to less 38 

than 15 percent moisture content. 39 

 40 

Anchors: Select material, type, size, and finish required for each substrate for secure anchorage. Provide 41 

metal expansion sleeves or expansion bolts for post-installed anchors. Use nonferrous-metal or hot-dip 42 

galvanized anchors and inserts at inside face of exterior walls and at floors. 43 

 44 

Installation Adhesive: Product recommended by fabricator for each substrate for secure anchorage. 45 

 46 

FABRICATION 47 

Fabricate wood trim to dimensions, profiles, and details indicated. Ease edges to radius indicated for the 48 

following: 49 

 50 

Edges of Solid-Wood (Lumber) Members: 1/16 inch unless otherwise indicated. 51 

Edges of Rails and Similar Members More Than 3/4 Inch Thick: 1/8 inch. 52 

 53 

Backout or groove backs of flat trim members and kerf backs of other wide, flat members except for 54 

members with ends exposed in finished work. 55 
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Assemble casings in shop except where shipping limitations require field assembly. 1 

 2 

SHOP PRIMING 3 

Interior Wood Trim for Opaque Finish: Shop prime with one coat of wood primer specified in 4 

Section 09 91 23 "Interior Painting." 5 

 6 

Preparations for Finishing: Comply with referenced quality standard for sanding, filling countersunk 7 

fasteners, sealing concealed surfaces, and similar preparations for finishing wood trim, as applicable to 8 

each unit of work. 9 

 10 

Backpriming: Apply one coat of sealer or primer, compatible with finish coats, to concealed surfaces 11 

of wood trim. 12 

 13 

SHOP FINISHING 14 

General: Finish wood trim at fabrication shop as specified in this Section. Defer only final touchup, 15 

cleaning, and polishing until after installation. 16 

 17 

General: Drawings indicate items that are required to be shop finished. Finish such items at fabrication 18 

shop as specified in this Section. Refer to Section 09 91 23 "Interior Painting" for field finishing wood trim 19 

not indicated to be shop finished. 20 

 21 

Preparation for Finishing: Comply with referenced quality standard for sanding, filling countersunk 22 

fasteners, sealing concealed surfaces, and similar preparations for finishing wood trim, as applicable to 23 

each unit of work. 24 

 25 

Backpriming: Apply one coat of sealer or primer, compatible with finish coats, to concealed surfaces 26 

of wood trim. Apply two coats to end-grain surfaces. 27 

 28 

PART 3 - EXECUTION 29 

 30 

PREPARATION 31 

Before installation, condition wood trim to average prevailing humidity conditions in installation areas. 32 

 33 

INSTALLATION 34 

Grade: Install wood trim to comply with same grade as item to be installed. 35 

 36 

Install wood trim level, plumb, true, and straight. Shim as required with concealed shims. Install level and 37 

plumb to a tolerance of 1/8 inch in 96 inches. 38 

 39 

Scribe and cut wood trim to fit adjoining work, refinish cut surfaces, and repair damaged finish at cuts. 40 

 41 

Anchor wood trim to anchors or blocking built in or directly attached to substrates. Secure with 42 

countersunk, concealed fasteners and blind nailing. Use fine finishing nails or finishing screws for exposed 43 

fastening, countersunk and filled flush with woodwork. 44 

 45 

For shop-finished items, use filler matching finish of items being installed. 46 

 47 

Standing and Running Trim: Install with minimum number of joints possible, using full-length pieces (from 48 

maximum length of lumber available) to greatest extent possible. Do not use pieces less than 96 inches long 49 

except where shorter single-length pieces are necessary. 50 

 51 

Install standing and running trim with no more variation from a straight line than 1/8 inch in 96 inches. 52 

 53 

END OF SECTION 54 
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SECTION 07 21 00 1 

THERMAL INSULATION 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Extruded polystyrene foam-plastic board insulation. 8 

 9 

ACTION SUBMITTALS 10 

Product data. 11 

 12 

PART 2 - PRODUCTS 13 

 14 

PERFORMANCE REQUIREMENTS 15 

Surface-Burning Characteristics: Maximum flame-spread and smoke-developed indexes less than Class A, 16 

25 and 450 when tested in accordance with ASTM E84. 17 

 18 

Fire-Resistance Ratings: Comply with ASTM E119 or UL 263; testing by a qualified testing agency. 19 

Identify products with appropriate markings of applicable testing agency. 20 

Indicate design designations from UL's "Fire Resistance Directory" or from listings of another 21 

qualified testing agency. 22 

 23 

Fire Propagation Characteristics: Passes NFPA 285 testing as part of an approved assembly. 24 

 25 

Labeling: Provide identification of mark indicating R-value of each piece of insulation 12 inches and wider 26 

in width. 27 

 28 

Thermal-Resistance Value (R-Value):  R-value as indicated on Drawings in accordance with ASTM C518. 29 

R-Value at: R-5 per inch. 30 

 31 

EXTRUDED POLYSTYRENE FOAM-PLASTIC BOARD INSULATION (XPS) 32 

Extruded Polystyrene Board Insulation, Type IV: ASTM C578, Type IV, 25 psi minimum compressive 33 

strength; unfaced. 34 

 35 

INSULATION FASTENERS 36 

Anchor Adhesive: Product with demonstrated capability to bond insulation anchors securely to substrates 37 

without damaging insulation, fasteners, or substrates. 38 

 39 

Insulation Fastener Accessories: Provide double-pointed weld pins, lagging pins, quilting pins, duct liner 40 

pins, insulation hangers, specialty washers, special caps, j-hooks, capacitor discharge annular weld pins, 41 

capacitor discharge acoustical lagging pins, and other accessory materials that are recommended in writing 42 

by insulation fastener manufacturer to produce complete insulation supports. 43 

 44 

ACCESSORIES 45 

Miscellaneous Application Accessories: 46 

Adhesive for Bonding Insulation: Product compatible with insulation and air and water barrier 47 

materials, and with demonstrated capability to bond insulation securely to substrates without 48 

damaging insulation and substrates. 49 

Crack Sealer: Closed-cell insulating foam in aerosol dispenser recommended in writing by insulation 50 

manufacturer for filling gaps in board insulation. 51 

Detailing Foam Insulation for Voids: Urethane foam complying with AAMA 812, low expansion 52 

pressure suitable for filling insulation gaps and voids adjacent to openings to protect against water, 53 

air, and sound intrusion. 54 

Tapes for Reflective Insulation and Barriers: 55 



Alma Fire Station Remodel – Phase 2 

07 21 00 - 2 

Aluminum-foil tape for repairs or splicing material. 1 

Double-sided tape for adhering to metal framing or overlapping material. 2 

Reinforced-foil tape for sealing tears or cuts in sheet vapor barrier. 3 

 4 

PART 3 - EXECUTION 5 

 6 

PREPARATION 7 

Clean substrates of substances that are harmful to insulation, including removing projections capable of 8 

puncturing insulation or vapor retarders, or those that interfere with insulation attachment. 9 

 10 

INSTALLATION, GENERAL 11 

Comply with insulation manufacturer's written instructions applicable to products, applications and 12 

applicable codes. 13 

 14 

Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed to ice, rain, or 15 

snow at any time. 16 

 17 

Install insulation with manufacturer's R-value label exposed after insulation is installed. 18 

 19 

Extend insulation to envelop entire area to be insulated. Fit tightly around obstructions and fill voids with 20 

insulation. Remove projections that interfere with placement. 21 

 22 

Provide sizes to fit applications and selected from manufacturer's standard thicknesses, widths, and lengths. 23 

Apply single layer of insulation units unless multiple layers are otherwise shown or required to make up 24 

total thickness or to achieve R-value. 25 

 26 

INSTALLATION OF FOUNDATION WALL INSULATION 27 

Butt panels together for tight fit. 28 

 29 

Anchor Installation: Install board insulation on concrete substrates by adhesively attached, spindle-type 30 

insulation anchors as follows: 31 

Fasten insulation anchors to concrete substrates with insulation anchor adhesive in accordance with 32 

anchor manufacturer's written instructions. 33 

Space anchors in accordance with insulation manufacturer's written instructions for insulation type, 34 

thickness, and application. 35 

After adhesive has dried, install board insulation by pressing insulation into position over spindles and 36 

securing it tightly in place with insulation-retaining washers, taking care not to compress insulation. 37 

 38 

Adhesive Installation: Install with adhesive or press into tacky waterproofing or dampproofing in 39 

accordance with manufacturer's written instructions. 40 

 41 

INSTALLATION OF BOARD INSULATION 42 

Install board insulation in accordance with manufacturer's written instructions per project applications and 43 

conditions. 44 

 45 

Install interior radiation control coating system in accordance with ASTM C1321. 46 

 47 

PROTECTION 48 

Protect installed insulation from damage due to harmful weather exposures, physical abuse, and other 49 

causes. 50 

 51 

Provide temporary coverings or enclosures where insulation is subject to abuse and cannot be concealed 52 

and protected by permanent construction immediately after installation. 53 

 54 

END OF SECTION 55 
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SECTION 07 21 19 1 

FOAMED-IN-PLACE INSULATION 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Closed-cell spray polyurethane foam. 8 

 9 

ACTION SUBMITTALS 10 

Product Data: 11 

Closed-cell spray polyurethane foam. 12 

 13 

INFORMATIONAL SUBMITTALS 14 

Product test reports. 15 

Research reports. 16 

 17 

PART 2 - PRODUCTS 18 

 19 

CLOSED-CELL SPRAY POLYURETHANE FOAM 20 

Closed-Cell Spray Polyurethane Foam: ASTM C1029, Type II, minimum density of 2.0 lb/cu. ft. and 21 

minimum aged R-value at 1-inch thickness of 6.2 deg F x h x sq. ft./Btu at 75 deg F. 22 

 23 

Surface-Burning Characteristics: Comply with ASTM E84; testing by a qualified testing agency. 24 

Identify products with appropriate markings of applicable testing agency. 25 

 26 

Flame-Spread Index:  25 or less. 27 

Smoke-Developed Index:  450 or less. 28 

 29 

Fire Propagation Characteristics: Passes NFPA 285 testing as part of an approved assembly. 30 

 31 

PART 3 - EXECUTION 32 

 33 

INSTALLATION 34 

Comply with insulation manufacturer's written instructions applicable to products and applications. 35 

 36 

Spray insulation to envelop entire area to be insulated and fill voids. 37 

 38 

Apply in multiple passes to not exceed maximum thicknesses recommended by manufacturer. Do not spray 39 

into rising foam. 40 

 41 

END OF SECTION 42 
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SECTION 07 25 00 1 

WEATHER BARRIERS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Building wrap and Flexible flashing. 7 

 8 

ACTION SUBMITTALS 9 

Product data. 10 

 11 

INFORMATIONAL SUBMITTALS 12 

Evaluation Reports: For water-resistive barrier and flexible flashing, from ICC-ES. 13 

 14 

QUALITY ASSURANCE 15 

Installer Qualifications: A qualified firm that is approved, authorized, certified, or licensed by the weather 16 

barrier system manufacturer to install manufacturer's product and that is eligible to receive manufacturer's 17 

warranty. 18 

 19 

PART 2 - PRODUCTS 20 

 21 

WEATHER BARRIERS 22 

Drainage Wrap: Dimensional water-resistive barrier that also creates a drainage plane; with flame-spread 23 

and smoke-developed indexes of less than 25 and 450, respectively, when tested in accordance with 24 

ASTM E84; and acceptable to authorities having jurisdiction. 25 

 26 

Manufacturers: Description is based on Green Guard RainDrop 3D. Other manufactures may submit 27 

subject to compliance with performance requirements. 28 

 29 

Water Resistance: 120 minutes 30 

Water Penetration Resistance: 600 CM H2O 31 

Drainage Efficiency: 90% water drained 32 

Water-Vapor Permeance: 16 perms per ASTM E 96/E 96M, Desiccant Method (Procedure A). 33 

Water Vapor Transmission Rate: 128 g/m²/24 hrs. 34 

Air Permeance: 0.001 L/s/m² @ 75 Pa 35 

Flame Propagation Test: Materials and construction shall be as tested according to ASTM E 84. 36 

 37 

Building-Wrap Tape: Pressure-sensitive plastic tape recommended by building-wrap manufacturer for 38 

sealing joints and penetrations in building wrap. 39 

 40 

FLEXIBLE FLASHING 41 

Butyl Rubber Flashing: Composite, self-adhesive, flashing product consisting of a pliable, butyl rubber 42 

compound, bonded to a high-density polyethylene film, aluminum foil, or spunbonded polyolefin to 43 

produce an overall thickness of not less than 0.025 inch. 44 

 45 

Flame Propagation Test: Materials and construction shall be as tested according to NFPA 285. 46 

 47 

Rubberized-Asphalt Flashing: Composite, self-adhesive, flashing product consisting of a pliable, 48 

rubberized-asphalt compound, bonded to a high-density polyethylene film, aluminum foil, or spunbonded 49 

polyolefin to produce an overall thickness of not less than 0.025 inch. 50 

 51 

Flame Propagation Test: Materials and construction shall be as tested according to NFPA 285. 52 

 53 
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ACCESSORY MATERIALS 1 

Requirement: Provide primers, fasteners, seam tapes, flashing, transition strips, termination strips, joint 2 

sealants, counterflashing strips, flashing sheets and metal termination bars, termination mastic, substrate 3 

patching materials, adhesives, tapes, foam sealants, lap sealants, and other accessory materials that are 4 

recommended in writing by weather barrier manufacturer to produce a complete weather barrier assembly 5 

and that are compatible with primary weather barrier material and adjacent construction to which they may 6 

seal. 7 

 8 

PART 3 - EXECUTION 9 

 10 

INSTALLATION OF WEATHER BARRIERS 11 

Weather Barriers: 12 

Building Wrap: Comply with manufacturer's written instructions and warranty requirements. 13 

Drainage Material: Comply with manufacturer's written instructions. 14 

 15 

Install weather barrier accessories for a complete installation with weather barriers in accordance with 16 

manufacturers written instructions. 17 

 18 

FLEXIBLE FLASHING INSTALLATION 19 

Apply flexible flashing where indicated to comply with manufacturer's written instructions. 20 

 21 

Lap seams and junctures with other materials at least 4 inches except that at flashing flanges of other 22 

construction, laps need not exceed flange width. 23 

Lap flashing over water-resistive barrier at bottom and sides of openings. 24 

Lap water-resistive barrier over flashing at heads of openings. 25 

 26 

END OF SECTION 27 
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SECTION 07 26 00 1 

VAPOR RETARDERS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Polyethylene vapor retarders. 7 

 8 

Related Requirements:  9 

 Section 03 30 00 “Cast-in-Place Concrete” for under-slab vapor retarders. 10 

 Section 07 21 00 “Thermal Insulation” for vapor retarders integral with insulation products. 11 

 12 

ACTION SUBMITTALS 13 

Product Data: For each type of product. 14 

 15 

INFORMATIONAL SUBMITTALS 16 

Product test reports. 17 

 18 

PART 2 - PRODUCTS 19 

 20 

POLYETHYLENE VAPOR RETARDERS 21 

 Under Slab: 10-mil- thick sheet, with a maximum permeance rating of 0.1 perm. 22 

 23 

PART 3 - EXECUTION 24 

 25 

INSTALLATION OF VAPOR RETARDERS ON FRAMING 26 

Extend vapor retarders to extremities of areas to protect from vapor transmission. Secure vapor retarders in 27 

place with adhesives, vapor retarder fasteners, or other anchorage system as recommended by 28 

manufacturer. Extend vapor retarders to cover miscellaneous voids in insulated substrates, including those 29 

filled with loose-fiber insulation. 30 

 31 

Seal vertical joints in vapor retarders over framing by lapping no fewer than two studs and sealing with 32 

vapor-retarder tape according to vapor-retarder manufacturer's written instructions. Locate all joints over 33 

framing members or other solid substrates. 34 

 35 

Seal joints caused by pipes, conduits, electrical boxes, and similar items penetrating vapor retarders with 36 

vapor-retarder tape to create an airtight seal between penetrating objects and vapor retarders. 37 

 38 

Repair tears or punctures in vapor retarders immediately before concealment by other work. Cover with 39 

vapor-retarder tape or another layer of vapor retarders. 40 

 41 

END OF SECTION 42 
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SECTION 07 62 00 1 

SHEET METAL FLASHING AND TRIM 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Formed wall sheet metal fabrications. 8 

 9 

ACTION SUBMITTALS 10 

Samples: For each exposed product and for each color and texture specified, 12 inches long by actual 11 

width. 12 

 13 

INFORMATIONAL SUBMITTALS 14 

Product Certificates: For each type of coping and roof edge flashing that is ANSI/SPRI/FM 4435/ES-1 15 

tested. 16 

 17 

Sample warranty. 18 

 19 

CLOSEOUT SUBMITTALS 20 

Maintenance data. 21 

Special warranty. 22 

 23 

QUALITY ASSURANCE 24 

Fabricator Qualifications: Employs skilled workers who custom fabricate sheet metal flashing and trim 25 

similar to that required for this Project and whose products have a record of successful in-service 26 

performance. 27 

 28 

For copings and roof edge flashings that are ANSI/SPRI/FM 4435/ES-1 tested, shop is to be listed as 29 

able to fabricate required details as tested and approved. 30 

 31 

WARRANTY 32 

Special Warranty on Finishes: Manufacturer agrees to repair finish or replace sheet metal flashing and trim 33 

that shows evidence of deterioration of factory-applied finishes within specified warranty period. 34 

 35 

Exposed Panel Finish: Deterioration includes, but is not limited to, the following: 36 

 37 

Color fading more than 5 Delta E units when tested in accordance with ASTM D2244. 38 

Chalking in excess of a No. 8 rating when tested in accordance with ASTM D4214. 39 

Cracking, checking, peeling, or failure of paint to adhere to bare metal. 40 

 41 

Finish Warranty Period:  10 years from date of Substantial Completion. 42 

 43 

PART 2 - PRODUCTS 44 

 45 

PERFORMANCE REQUIREMENTS 46 

Sheet metal flashing and trim assemblies, including cleats, anchors, and fasteners, are to withstand wind 47 

loads, structural movement, thermally induced movement, and exposure to weather without failure due to 48 

defective manufacture, fabrication, installation, or other defects in construction. Completed sheet metal 49 

flashing and trim are not to rattle, leak, or loosen, and are to remain watertight. 50 

 51 

Sheet Metal Standard for Flashing and Trim: Comply with SMACNA's "Architectural Sheet Metal 52 

Manual" requirements for dimensions and profiles shown unless more stringent requirements are indicated. 53 

 54 
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Thermal Movements: Allow for thermal movements from ambient and surface temperature changes to 1 

prevent buckling, opening of joints, overstressing of components, failure of joint sealants, failure of 2 

connections, and other detrimental effects. Base calculations on surface temperatures of materials due to 3 

both solar heat gain and nighttime-sky heat loss. 4 

Temperature Change:  120 deg F, ambient; 180 deg F, material surfaces. 5 

 6 

SHEET METALS 7 

Protect mechanical and other finishes on exposed surfaces from damage by applying strippable, temporary 8 

protective film before shipping. 9 

 10 

Stainless Steel Sheet: ASTM A240/A240M, Type 304, dead soft, fully annealed; with smooth, flat surface. 11 

 12 

Finish:  ASTM A480/A480M, No. 2D (dull, cold rolled). 13 

 14 

Metallic-Coated Steel Sheet: Provide zinc-coated (galvanized) steel sheet in accordance with 15 

ASTM A653/A653M, G90 coating designation; prepainted by coil-coating process to comply with 16 

ASTM A755/A755M. 17 

 18 

Surface:  Smooth, flat. 19 

Exposed Coil-Coated Finish: 20 

 21 

Two-Coat Fluoropolymer: AAMA 621. Fluoropolymer finish containing not less than 70 percent 22 

polyvinylidene fluoride (PVDF) resin by weight in color coat. Prepare, pretreat, and apply 23 

coating to exposed metal surfaces to comply with coating and resin manufacturers' written 24 

instructions. 25 

Color:  As selected by Architect from manufacturer's full range. 26 

Concealed Finish: Pretreat with manufacturer's standard white or light-colored acrylic or polyester 27 

backer finish, consisting of prime coat and wash coat with minimum total dry film thickness of 0.5 28 

mil. 29 

 30 

MISCELLANEOUS MATERIALS 31 

Provide materials and types of fasteners, solder, protective coatings, sealants, and other miscellaneous 32 

items as required for complete sheet metal flashing and trim installation and as recommended by 33 

manufacturer of primary sheet metal or manufactured item unless otherwise indicated. 34 

 35 

Fasteners: Wood screws, annular threaded nails, self-tapping screws, self-locking rivets and bolts, and other 36 

suitable fasteners designed to withstand design loads and recommended by manufacturer of primary sheet 37 

metal or manufactured item. 38 

 39 

General: Blind fasteners or self-drilling screws, gasketed, with hex-washer head. 40 

 41 

Exposed Fasteners: Heads matching color of sheet metal using plastic caps or factory-applied 42 

coating. Provide metal-backed EPDM or PVC sealing washers under heads of exposed fasteners 43 

bearing on weather side of metal. 44 

Blind Fasteners: High-strength aluminum or stainless steel rivets suitable for metal being fastened. 45 

Spikes and Ferrules: Same material as gutter; with spike with ferrule matching internal gutter 46 

width. 47 

 48 

Fasteners for Stainless Steel Sheet: Series 300 stainless steel. 49 

Fasteners for Zinc-Coated (Galvanized) Steel Sheet: Series 300 stainless steel or hot-dip galvanized 50 

steel in accordance with ASTM A153/A153M or ASTM F2329/F2329M. 51 

 52 

Sealant Tape: Pressure-sensitive, 100 percent solids, polyisobutylene compound sealant tape with release-53 

paper backing. Provide permanently elastic, nonsag, nontoxic, nonstaining tape 1/2 inch wide and 1/8 inch 54 

thick. 55 

 56 
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Elastomeric Sealant: ASTM C920, elastomeric polyurethane polymer sealant; of type, grade, class, and use 1 

classifications required to seal joints in sheet metal flashing and trim and remain watertight. 2 

 3 

Butyl Sealant: ASTM C1311, single-component, solvent-release butyl rubber sealant; polyisobutylene 4 

plasticized; heavy bodied for hooked-type expansion joints with limited movement. 5 

 6 

Epoxy Seam Sealer: Two-part, noncorrosive, aluminum seam-cementing compound, recommended by 7 

aluminum manufacturer for exterior nonmoving joints, including riveted joints. 8 

 9 

Bituminous Coating: Cold-applied asphalt emulsion in accordance with ASTM D1187/D1187M. 10 

 11 

FABRICATION, GENERAL 12 

Custom fabricate sheet metal flashing and trim to comply with details indicated and recommendations in 13 

cited sheet metal standard that apply to design, dimensions, geometry, metal thickness, and other 14 

characteristics of item required. 15 

 16 

Fabricate sheet metal flashing and trim in shop to greatest extent possible. 17 

Fabricate sheet metal flashing and trim in thickness or weight needed to comply with performance 18 

requirements, but not less than that specified for each application and metal. 19 

Verify shapes and dimensions of surfaces to be covered and obtain field measurements for accurate fit 20 

before shop fabrication. 21 

Form sheet metal flashing and trim to fit substrates without excessive oil-canning, buckling, and tool 22 

marks; true to line, levels, and slopes; and with exposed edges folded back to form hems. 23 

Conceal fasteners and expansion provisions where possible. Do not use exposed fasteners on faces 24 

exposed to view. 25 

 26 

Fabrication Tolerances: 27 

 28 

Fabricate sheet metal flashing and trim that is capable of installation to a tolerance of 1/4 inch in 20 29 

feet on slope and location lines indicated on Drawings and within 1/8-inch offset of adjoining faces 30 

and of alignment of matching profiles. 31 

Fabricate sheet metal flashing and trim that is capable of installation to tolerances specified. 32 

 33 

Expansion Provisions: Form metal for thermal expansion of exposed flashing and trim. 34 

 35 

Form expansion joints of intermeshing hooked flanges, not less than 1 inch deep, filled with butyl 36 

sealant concealed within joints. 37 

Use lapped expansion joints only where indicated on Drawings. 38 

 39 

Sealant Joints: Where movable, nonexpansion-type joints are required, form metal in accordance with cited 40 

sheet metal standard to provide for proper installation of elastomeric sealant. 41 

 42 

Fabricate cleats and attachment devices from same material as accessory being anchored or from 43 

compatible, noncorrosive metal. 44 

 45 

Seams: 46 

 47 

Fabricate nonmoving seams with flat-lock seams. Tin edges to be seamed, form seams, and solder. 48 

Fabricate nonmoving seams with flat-lock seams. Form seams and seal with elastomeric sealant unless 49 

otherwise recommended by sealant manufacturer for intended use. 50 

Seams for Aluminum: Fabricate nonmoving seams with flat-lock seams. Form seams and seal with 51 

epoxy seam sealer. 52 

 53 
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WALL SHEET METAL FABRICATIONS 1 

Opening Flashings in Frame Construction: Fabricate head, sill, jamb, and similar flashings to extend 4 2 

inches beyond wall openings. Form head and sill flashing with 2-inch-high, end dams. Fabricate from the 3 

following materials: 4 

 5 

Stainless Steel:  0.0156 inch thick. 6 

Galvanized Steel:  0.022 inch thick. 7 

Aluminum-Zinc Alloy-Coated Steel:  0.022 inch thick. 8 

 9 

PART 3 - EXECUTION 10 

 11 

INSTALLATION, GENERAL 12 

Install sheet metal flashing and trim to comply with details indicated and recommendations of cited sheet 13 

metal standard that apply to installation characteristics required unless otherwise indicated on Drawings. 14 

 15 

Install fasteners, protective coatings, separators, sealants, and other miscellaneous items as required to 16 

complete sheet metal flashing and trim system. 17 

Install sheet metal flashing and trim true to line, levels, and slopes. Provide uniform, neat seams with 18 

minimum exposure of sealant. 19 

Anchor sheet metal flashing and trim and other components of the Work securely in place, with 20 

provisions for thermal and structural movement. 21 

Install sheet metal flashing and trim to fit substrates and to result in watertight performance. 22 

Install continuous cleats with fasteners spaced not more than 12 inches o.c. 23 

Space individual cleats not more than 12 inches apart. Attach each cleat with at least two fasteners. 24 

Bend tabs over fasteners. 25 

Install exposed sheet metal flashing and trim with limited oil-canning, and free of buckling and tool 26 

marks. 27 

Do not field cut sheet metal flashing and trim by torch. 28 

 29 

Metal Protection: Where dissimilar metals contact each other, or where metal contacts pressure-treated 30 

wood or other corrosive substrates, protect against galvanic action or corrosion by painting contact surfaces 31 

with bituminous coating or by other permanent separation as recommended by sheet metal manufacturer or 32 

cited sheet metal standard. 33 

 34 

Coat concealed side of uncoated-aluminum and stainless steel sheet metal flashing and trim with 35 

bituminous coating where flashing and trim contact wood, ferrous metal, or cementitious 36 

construction. 37 

 38 

Expansion Provisions: Provide for thermal expansion of exposed flashing and trim. 39 

 40 

Space movement joints at maximum of 10 feet with no joints within 24 inches of corner or 41 

intersection. 42 

Form expansion joints of intermeshing hooked flanges, not less than 1 inch deep, filled with sealant 43 

concealed within joints. 44 

Use lapped expansion joints only where indicated on Drawings. 45 

 46 

Fasteners: Use fastener sizes that penetrate wood blocking or sheathing not less than 1-1/4 inches for nails 47 

and not less than 3/4 inch for wood screws, substrate not less than recommended by fastener manufacturer 48 

to achieve maximum pull-out resistance. 49 

 50 

Conceal fasteners and expansion provisions where possible in exposed work and locate to minimize 51 

possibility of leakage. Cover and seal fasteners and anchors as required for a tight installation. 52 

 53 

Seal joints as required for watertight construction. 54 

 55 

Use sealant-filled joints unless otherwise indicated. 56 
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 1 

Embed hooked flanges of joint members not less than 1 inch into sealant. 2 

Form joints to completely conceal sealant. 3 

When ambient temperature at time of installation is between 40 and 70 deg F, set joint members 4 

for 50 percent movement each way. 5 

Adjust setting proportionately for installation at higher ambient temperatures. 6 

 7 

Do not install sealant-type joints at temperatures below 40 deg F. 8 

 9 

Prepare joints and apply sealants to comply with requirements in Section 07 92 00 "Joint Sealants." 10 

 11 

INSTALLATION OF WALL FLASHINGS 12 

Install sheet metal wall flashing to intercept and exclude penetrating moisture in accordance with cited 13 

sheet metal standard unless otherwise indicated. Coordinate installation of wall flashing with installation of 14 

wall-opening components such as windows, doors, and louvers. 15 

 16 

Opening Flashings in Frame Construction: Install continuous head, sill, jamb, and similar flashings to 17 

extend 4 inches beyond wall openings. 18 

 19 

INSTALLATION TOLERANCES 20 

Installation Tolerances: Shim and align sheet metal flashing and trim within installed tolerance of 1/4 inch 21 

in 20 feet on slope and location lines indicated on Drawings and within 1/8-inch offset of adjoining faces 22 

and of alignment of matching profiles. 23 

 24 

CLEANING 25 

Clean exposed metal surfaces of substances that interfere with uniform oxidation and weathering. 26 

Clean and neutralize flux materials. Clean off excess solder. 27 

Clean off excess sealants. 28 

 29 

PROTECTION 30 

Remove temporary protective coverings and strippable films as sheet metal flashing and trim are installed 31 

unless otherwise indicated in manufacturer's written installation instructions. 32 

 33 

Replace sheet metal flashing and trim that have been damaged or that have deteriorated beyond successful 34 

repair by finish touchup or similar minor repair procedures, as determined by Architect. 35 

 36 

END OF SECTION 37 
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SECTION 07 92 00 1 

JOINT SEALANTS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Urethane joint sealants. 8 

 9 

ACTION SUBMITTALS 10 

Product data. 11 

Samples: Manufacturer's standard color charts consisting of strips of cured sealants showing the full range 12 

of colors available for each product exposed to view. 13 

 14 

INFORMATIONAL SUBMITTALS 15 

Sample warranties. 16 

 17 

CLOSEOUT SUBMITTALS 18 

Warranty Documentation. 19 

 20 

PART 2 - PRODUCTS 21 

 22 

JOINT SEALANTS, GENERAL 23 

Compatibility: Provide joint sealants, backings, and other related materials that are compatible with one 24 

another and with joint substrates under conditions of service and application, as demonstrated by joint-25 

sealant manufacturer, based on testing and field experience. 26 

 27 

Colors of Exposed Joint Sealants:  As selected by Architect from manufacturer's full range. 28 

 29 

URETHANE JOINT SEALANTS 30 

Urethane, S, NS, 100/50, T, NT: Single-component, nonsag, plus 100 percent and minus 50 percent 31 

movement capability, traffic- and nontraffic-use, urethane joint sealant; ASTM C920, Type S, Grade NS, 32 

Class 100/50, Uses T and NT. 33 

 34 

JOINT-SEALANT BACKING 35 

Sealant Backing Material, General: Nonstaining; compatible with joint substrates, sealants, primers, and 36 

other joint fillers; and approved for applications indicated by sealant manufacturer based on field 37 

experience and laboratory testing. 38 

 39 

Cylindrical Sealant Backings: ASTM C1330, Type C (closed-cell material with a surface skin), and of size 40 

and density to control sealant depth and otherwise contribute to producing optimum sealant performance. 41 

 42 

Bond-Breaker Tape: Polyethylene tape or other plastic tape recommended by sealant manufacturer for 43 

preventing sealant from adhering to rigid, inflexible joint-filler materials or joint surfaces at back of joint. 44 

Provide self-adhesive tape where applicable. 45 

 46 

MISCELLANEOUS MATERIALS 47 

Primer: Material recommended by joint-sealant manufacturer where required for adhesion of sealant to 48 

joint substrates indicated, as determined from preconstruction joint-sealant-substrate tests and field tests. 49 

 50 

Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of sealants and sealant 51 

backing materials, free of oily residues or other substances capable of staining or harming joint substrates 52 

and adjacent nonporous surfaces in any way, and formulated to promote optimum adhesion of sealants to 53 

joint substrates. 54 

 55 
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Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants and surfaces adjacent to 1 

joints. 2 

 3 

PART 3 - EXECUTION 4 

 5 

PREPARATION 6 

Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to comply with 7 

joint-sealant manufacturer's written instructions and the following requirements: 8 

 9 

Remove all foreign material from joint substrates that could interfere with adhesion of joint sealant, 10 

including dust, paints (except for permanent, protective coatings tested and approved for sealant 11 

adhesion and compatibility by sealant manufacturer), old joint sealants, oil, grease, waterproofing, 12 

water repellents, water, surface dirt, and frost. 13 

Clean porous joint substrate surfaces by brushing, grinding, mechanical abrading, or a combination of 14 

these methods to produce a clean, sound substrate capable of developing optimum bond with joint 15 

sealants. Remove loose particles remaining after cleaning operations above by vacuuming or 16 

blowing out joints with oil-free compressed air. Porous joint substrates include the following: 17 

Concrete. 18 

Masonry. 19 

 20 

Remove laitance and form-release agents from concrete. 21 

Clean nonporous joint substrate surfaces with chemical cleaners or other means that do not stain, harm 22 

substrates, or leave residues capable of interfering with adhesion of joint sealants. Nonporous joint 23 

substrates include the following: 24 

Metal. 25 

Glass. 26 

 27 

Joint Priming: Prime joint substrates where recommended by joint-sealant manufacturer or as indicated by 28 

preconstruction joint-sealant-substrate tests or prior experience. Apply primer to comply with joint-sealant 29 

manufacturer's written instructions. Confine primers to areas of joint-sealant bond; do not allow spillage or 30 

migration onto adjoining surfaces. 31 

 32 

Masking Tape: Use masking tape where required to prevent contact of sealant or primer with adjoining 33 

surfaces that otherwise would be permanently stained or damaged by such contact or by cleaning methods 34 

required to remove sealant smears. Remove tape immediately after tooling without disturbing joint seal. 35 

 36 

INSTALLATION OF JOINT SEALANTS 37 

General: Comply with joint-sealant manufacturer's written installation instructions for products and 38 

applications indicated, unless more stringent requirements apply. 39 

 40 

Sealant Installation Standard: Comply with recommendations in ASTM C1193 for use of joint sealants as 41 

applicable to materials, applications, and conditions indicated. 42 

Install sealant backings of type indicated to support sealants during application and at position required to 43 

produce cross-sectional shapes and depths of installed sealants relative to joint widths that allow optimum 44 

sealant movement capability. 45 

 46 

Do not leave gaps between ends of sealant backings. 47 

Do not stretch, twist, puncture, or tear sealant backings. 48 

Remove absorbent sealant backings that have become wet before sealant application, and replace them 49 

with dry materials. 50 

 51 

Install bond-breaker tape behind sealants where sealant backings are not used between sealants and backs 52 

of joints. 53 

 54 

Install sealants using proven techniques that comply with the following and at the same time backings are 55 

installed: 56 
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 1 

Place sealants so they directly contact and fully wet joint substrates. 2 

Completely fill recesses in each joint configuration. 3 

Produce uniform, cross-sectional shapes and depths relative to joint widths that allow optimum sealant 4 

movement capability. 5 

 6 

Tooling of Nonsag Sealants: Immediately after sealant application and before skinning or curing begins, 7 

tool sealants in accordance with requirements specified in subparagraphs below to form smooth, uniform 8 

beads of configuration indicated; to eliminate air pockets; and to ensure contact and adhesion of sealant 9 

with sides of joint. 10 

 11 

Remove excess sealant from surfaces adjacent to joints. 12 

Use tooling agents that are approved in writing by sealant manufacturer and that do not discolor 13 

sealants or adjacent surfaces. 14 

Provide concave joint profile in accordance with Figure 8A in ASTM C1193 unless otherwise 15 

indicated. 16 

 17 

Clean off excess sealant or sealant smears adjacent to joints as the Work progresses by methods and with 18 

cleaning materials approved in writing by manufacturers of joint sealants and of products in which joints 19 

occur. 20 

 21 

Protect joint sealants during and after curing period from contact with contaminating substances and from 22 

damage resulting from construction operations or other causes so sealants are without deterioration or 23 

damage at time of Substantial Completion. If, despite such protection, damage or deterioration occurs, cut 24 

out, remove, and repair damaged or deteriorated joint sealants immediately so installations with repaired 25 

areas are indistinguishable from original work. 26 

 27 

END OF SECTION 28 
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SECTION 08 11 13 1 

HOLLOW METAL DOORS AND FRAMES 2 

 3 

PART 1 - GENERAL 4 

SUMMARY 5 

Section Includes: 6 

Interior standard steel doors and frames. 7 

Exterior standard steel doors and frames. 8 

 9 

ACTION SUBMITTALS 10 

Product Data: For each type of product. 11 

Shop Drawings: Include the following: 12 

 13 

Elevations of each door type. 14 

Details of doors, including vertical- and horizontal-edge details and metal thicknesses. 15 

Frame details for each frame type, including dimensioned profiles and metal thicknesses. 16 

 17 

Product Schedule: For hollow-metal doors and frames, prepared by or under the supervision of supplier, 18 

using same reference numbers for details and openings as those on Drawings. Coordinate with final door 19 

hardware schedule. 20 

 21 

INFORMATIONAL SUBMITTALS 22 

Product test reports. 23 

Field quality-control reports. 24 

 25 

CLOSEOUT SUBMITTALS 26 

Record Documents: For fire-rated doors, list of door numbers and applicable room name and number to 27 

which door accesses. 28 

 29 

PART 2 - PRODUCTS 30 

 31 

PERFORMANCE REQUIREMENTS 32 

Thermally Rated Door Assemblies: Provide exterior door assemblies with U-factor of not more than 0.37 33 

deg Btu/F x h x sq. ft. when tested in accordance with ASTM C1363 or ASTM E1423. 34 

 35 

INTERIOR STANDARD STEEL DOORS AND FRAMES 36 

Construct hollow-metal doors and frames to comply with standards indicated for materials, fabrication, 37 

hardware locations, hardware reinforcement, tolerances, and clearances, and as specified. 38 

 39 

Standard-Duty Doors and Frames: ANSI/SDI A250.8, Level 1; ANSI/SDI A250.4, Level C. At locations 40 

indicated in the Door and Frame Schedule on Drawings. 41 

 42 

Doors: 43 

Type: As indicated in the Door and Frame Schedule on Drawings. 44 

Thickness:  1-3/4 inches. 45 

Face:  Uncoated steel sheet, minimum thickness of 0.032 inch. 46 

Edge Construction:  Model 1, Full Flush. 47 

Core:  Manufacturer's standard. 48 

Fire-Rated Core: Manufacturer's standard laminated mineral board core for fire-rated doors. 49 

 50 

Frames: 51 

Materials:  Uncoated steel sheet, minimum thickness of 0.042 inch. 52 

Construction:  Fully welded. 53 

 54 
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EXTERIOR STANDARD STEEL DOORS AND FRAMES 1 

Construct hollow-metal doors and frames to comply with standards indicated for materials, fabrication, 2 

hardware locations, hardware reinforcement, tolerances, and clearances, and as specified. 3 

 4 

Heavy-Duty Doors and Frames: ANSI/SDI A250.8, Level 2; ANSI/SDI A250.4, Level B. 5 

 6 

Doors: 7 

Type: As indicated in the Door and Frame Schedule on Drawings. 8 

Thickness: 1-3/4 inches. 9 

Face: Metallic-coated steel sheet, minimum thickness of 0.042 inch, with minimum A40 coating. 10 

Edge Construction:  Model 1, Full Flush. 11 

Edge Bevel:  Provide manufacturer's standard beveled or square edges. 12 

Top Edge Closures: Close top edges of doors with flush closures of same material as face sheets. 13 

Seal joints against water penetration. 14 

Bottom Edges: Close bottom edges of doors where required for attachment of weather stripping 15 

with end closures or channels of same material as face sheets. Provide weep-hole openings in 16 

bottoms of exterior doors to permit moisture to escape. 17 

Core:  Manufacturer's standard. 18 

Fire-Rated Core: Manufacturer's standard laminated mineral board core for fire-rated doors. 19 

 20 

Frames: 21 

Materials: Metallic-coated steel sheet, minimum thickness of 0.053 inch, with minimum A40 22 

coating. 23 

Construction:  Fully welded. 24 

 25 

FRAME ANCHORS 26 

Jamb Anchors: 27 

 28 

Type: Anchors of minimum size and type required by applicable door and frame standard, and suitable 29 

for performance level indicated. 30 

Quantity: Minimum of three anchors per jamb, with one additional anchor for frames with no floor 31 

anchor. Provide one additional anchor for each 24 inches of frame height above 7 feet. 32 

Postinstalled Expansion Anchor: Minimum 3/8-inch-diameter bolts with expansion shields or inserts, 33 

with manufacturer's standard pipe spacer. 34 

 35 

Floor Anchors: Provide floor anchors for each jamb and mullion that extends to floor. 36 

 37 

Floor Anchors for Concrete Slabs with Underlayment: Adjustable-type anchors with extension clips, 38 

allowing not less than 2-inch height adjustment. Terminate bottom of frames at top of underlayment. 39 

 40 

Material: ASTM A879/A879M, Commercial Steel (CS), 04Z coating designation; mill phosphatized. 41 

For anchors built into exterior walls, steel sheet complying with ASTM A1008/A1008M or 42 

ASTM A1011/A1011M; hot-dip galvanized in accordance with ASTM A153/A153M, Class B. 43 

 44 

MATERIALS 45 

Cold-Rolled Steel Sheet: ASTM A1008/A1008M, Commercial Steel (CS), Type B; suitable for exposed 46 

applications. 47 

 48 

Hot-Rolled Steel Sheet: ASTM A1011/A1011M, Commercial Steel (CS), Type B; free of scale, pitting, or 49 

surface defects; pickled and oiled. 50 

 51 

Metallic-Coated Steel Sheet: ASTM A653/A653M, Commercial Steel (CS), Type B. 52 

 53 

Inserts, Bolts, and Fasteners: Hot-dip galvanized in accordance with ASTM A153/A153M. 54 

 55 
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Power-Actuated Fasteners in Concrete: Fastener system of type suitable for application indicated, 1 

fabricated from corrosion-resistant materials, with clips or other accessory devices for attaching hollow-2 

metal frames of type indicated. 3 

 4 

Mineral-Fiber Insulation: ASTM C665, Type I (blankets without membrane facing); consisting of fibers 5 

manufactured from slag or rock wool; with maximum flame-spread and smoke-developed indexes of 25 6 

and 50, respectively; passing ASTM E136 for combustion characteristics. 7 

 8 

Glazing: Comply with requirements in Section 08 80 00 "Glazing." 9 

 10 

FABRICATION 11 

Door Astragals: Provide overlapping astragal on one leaf of pairs of doors where required by NFPA 80 for 12 

fire-performance rating or where indicated. Extend minimum 3/4 inch beyond edge of door on which 13 

astragal is mounted or as required to comply with published listing of qualified testing agency. 14 

 15 

Hollow-Metal Frames: Fabricate in one piece except where handling and shipping limitations require 16 

multiple sections. Where frames are fabricated in sections, provide alignment plates or angles at each joint, 17 

fabricated of metal of same or greater thickness as frames. 18 

 19 

Provide countersunk, flat- or oval-head exposed screws and bolts for exposed fasteners unless 20 

otherwise indicated. 21 

Door Silencers: Except on weather-stripped frames, drill stops to receive door silencers as follows. 22 

Keep holes clear during construction. 23 

Single-Door Frames: Drill stop in strike jamb to receive three door silencers. 24 

Double-Door Frames: Drill stop in head jamb to receive two door silencers. 25 

 26 

Hardware Preparation: Factory prepare hollow-metal doors and frames to receive templated mortised 27 

hardware, and electrical wiring; include cutouts, reinforcement, mortising, drilling, and tapping in 28 

accordance with ANSI/SDI A250.6, the Door Hardware Schedule on Drawings, and templates. 29 

 30 

Reinforce doors and frames to receive nontemplated, mortised, and surface-mounted door hardware. 31 

Comply with BHMA A156.115 for preparing hollow-metal doors and frames for hardware. 32 

 33 

STEEL FINISHES 34 

Prime Finish: Clean, pretreat, and apply manufacturer's standard primer. 35 

 36 

Shop Primer: Manufacturer's standard, fast-curing, lead- and chromate-free primer complying with 37 

ANSI/SDI A250.10; recommended by primer manufacturer for substrate; compatible with substrate 38 

and field-applied coatings despite prolonged exposure. 39 

 40 

PART 3 - EXECUTION 41 

 42 

PREPARATION 43 

Remove welded-in shipping spreaders installed at factory. Restore exposed finish by grinding, filling, and 44 

dressing, as required to make repaired area smooth, flush, and invisible on exposed faces. Touch up 45 

factory-applied finishes where spreaders are removed. 46 

 47 

Drill and tap doors and frames to receive nontemplated, mortised, and surface-mounted door hardware. 48 

 49 

INSTALLATION 50 

Hollow-Metal Frames: Comply with ANSI/SDI A250.11. 51 

 52 

Set frames accurately in position; plumbed, aligned, and braced securely until permanent anchors are 53 

set. After wall construction is complete, remove temporary braces without damage to completed 54 

Work. 55 
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Where frames are fabricated in sections, field splice at approved locations by welding face joint 1 

continuously; grind, fill, dress, and make splice smooth, flush, and invisible on exposed faces. 2 

Touch-up finishes. 3 

Install frames with removable stops located on secure side of opening. 4 

Fire-Rated Openings: Install frames in accordance with NFPA 80. 5 

Floor Anchors: Secure with postinstalled expansion anchors. 6 

Floor anchors may be set with power-actuated fasteners instead of postinstalled expansion anchors 7 

if so indicated and approved on Shop Drawings. 8 

Solidly pack mineral-fiber insulation inside frames. 9 

 10 

Installation Tolerances: Adjust hollow-metal frames to the following tolerances: 11 

Squareness: Plus or minus 1/16 inch, measured at door rabbet on a line 90 degrees from jamb 12 

perpendicular to frame head. 13 

Alignment: Plus or minus 1/16 inch, measured at jambs on a horizontal line parallel to plane of 14 

wall. 15 

Twist: Plus or minus 1/16 inch, measured at opposite face corners of jambs on parallel lines, and 16 

perpendicular to plane of wall. 17 

Plumbness: Plus or minus 1/16 inch, measured at jambs at floor. 18 

 19 

Hollow-Metal Doors: Fit and adjust hollow-metal doors accurately in frames, within clearances specified 20 

below. 21 

Non-Fire-Rated Steel Doors: Comply with ANSI/SDI A250.8. 22 

Fire-Rated Doors: Install doors with clearances in accordance with NFPA 80. 23 

 24 

REPAIR 25 

Prime-Coat Touchup: Immediately after erection, sand smooth rusted or damaged areas of prime coat and 26 

apply touchup of compatible air-drying, rust-inhibitive primer. 27 

 28 

Metallic-Coated Surface Touchup: Clean abraded areas and repair with galvanizing repair paint in 29 

accordance with manufacturer's written instructions. 30 

 31 

Touchup Painting: Cleaning and touchup painting of abraded areas of paint are specified in painting 32 

Sections. 33 

 34 

END OF SECTION 35 
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SECTION 08 36 13 1 

SECTIONAL DOORS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Sectional-door assemblies. 8 

 9 

ACTION SUBMITTALS 10 

Product Data: For each type and size of sectional door and accessory. 11 

 12 

Shop Drawings: For each installation and for components not dimensioned or detailed in manufacturer's 13 

product data. 14 

 15 

Samples: For each exposed product and for each color and texture specified. 16 

 17 

INFORMATIONAL SUBMITTALS 18 

Sample warranties. 19 

 20 

CLOSEOUT SUBMITTALS 21 

Maintenance data. 22 

 23 

QUALITY ASSURANCE 24 

Installer Qualifications: An entity that employs installers and supervisors who are trained and approved by 25 

manufacturer for both installation and maintenance of units required for this Project. 26 

 27 

Regulatory Requirements: Comply with provisions in the ICC A117.1 applicable to sectional doors. 28 

 29 

WARRANTY 30 

Manufacturer's Warranty: Manufacturer agrees to repair or replace components of sectional doors that fail 31 

in materials or workmanship within specified warranty period. 32 

 33 

Warranty Period:  Two years from date of Substantial Completion. 34 

 35 

Finish Warranty: Manufacturer agrees to repair or replace components that show evidence of deterioration 36 

of factory-applied finishes within specified warranty period. 37 

 38 

Warranty Period:  10 years from date of Substantial Completion. 39 

 40 

PART 2 - PRODUCTS 41 

 42 

PERFORMANCE REQUIREMENTS 43 

General Performance: Provide sectional doors that comply with performance requirements specified 44 

without failure from defective manufacture, fabrication, installation, or other defects in construction. 45 

 46 

Structural Performance, Exterior Doors: Capable of withstanding the design wind loads. 47 

 48 

Design Wind Load:  As indicated on Drawings. 49 

Testing: In accordance with ASTM E330/E330M. 50 

 51 

Windborne-Debris Impact Resistance: Provide sectional doors complying with the following requirements: 52 

 53 
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Glazed Openings: Pass ASTM E1886 Large Missile Test and cyclic-pressure tests in accordance with 1 

ASTM E1996 for basic protection and Wind Zone applicable to basic design wind speed indicated 2 

on Drawings. 3 

Garage-Door Glazed Openings: Pass DASMA 115. 4 

 5 

SECTIONAL-DOOR ASSEMBLY  6 

 Steel Sectional Door: Provide sectional door formed with hinged sections and fabricated so that finished 7 

door assembly is rigid and aligned with tight hairline joints; free of warp, twist, and deformation; and 8 

complies with requirements in DASMA 102. 9 

 10 

Operation Cycles: Door components and operators capable of operating for not less than 10,000 operation 11 

cycles. One operation cycle is complete when door is opened from closed position to the open position and 12 

returned to closed position. 13 

 14 

Air Infiltration: Maximum rate of 0.4 cfm/sq. ft.  when tested in accordance with ASTM E283 or 15 

DASMA 105. 16 

 17 

U-Value: 0.21 or better. 18 

 19 

Steel Door Sections: ASTM A653/A653M, zinc-coated (galvanized), cold-rolled, commercial steel sheet. 20 

 21 

Door-Section Thickness:  Manufacturers standard thickness to meet required R-value. 22 

Section Faces: 23 

 24 

Thermal-Break Construction: Provide sections with continuous thermal-break construction 25 

separating the exterior and interior faces of door. 26 

Exterior Face: Fabricated from single sheets, not more than 24 inches high; with horizontal 27 

meeting edges rolled to continuous, interlocking, keyed, rabbeted, shiplap, or tongue-in-groove, 28 

weather- and pinch-resistant seals and reinforcing flange return. 29 

 30 

Steel Sheet Thickness:  27 gauge galvanized steel, baked-on finish. 31 

Surface: Manufacturer's standard, flush. 32 

 33 

Interior Face: Enclose insulation completely within steel exterior facing and interior facing 34 

material, with no exposed insulation. Provide the following interior-facing material: 35 

 36 

Steel Sheet Thickness:  28 gauge galvanized steel, baked-on finish. 37 

 38 

End Stiles: Enclose open ends of sections with channel end stiles formed from galvanized-steel sheet 39 

not less than 0.040-inch nominal coated thickness and welded to door section. 40 

Intermediate Stiles: Provide intermediate stiles formed from not less than 0.040-inch- thick galvanized-41 

steel sheet, cut to door section profile, and welded in place. Space stiles not more than 48 inches 42 

apart. 43 

Section Reinforcing: Horizontal and diagonal reinforcement as required to stiffen door and for wind 44 

loading. Provide galvanized-steel bars, struts, trusses, or strip steel, formed to depth and bolted or 45 

welded in place. Ensure that reinforcement does not obstruct vision lites. 46 

 47 

Bottom Section: Reinforce section with a continuous channel or angle conforming to bottom-48 

section profile and allowing installation of astragal (weatherseal). 49 

Hardware Locations: Provide reinforcement for hardware attachment. 50 

 51 

Thermal Insulation: Insulate interior of steel sections with door manufacturer's standard insulation. 52 

 53 

Track: Manufacturer's standard, galvanized-steel, low-headroom track system. Provide complete system 54 

including brackets, bracing, and reinforcement to ensure rigid support of ball-bearing roller guides. 55 

 56 
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Material: Galvanized steel, ASTM A653/A653M, minimum G60 zinc coating. 1 

Size:  2 inches wide. 2 

Track Reinforcement and Supports: Provide galvanized-steel members to support track without sag, 3 

sway, and vibration during opening and closing of doors. Slot vertical sections of track spaced 2 4 

inches apart for door-drop safety device. 5 

 6 

Vertical Track: Incline vertical track to ensure weathertight closure at jambs. Provide continuous 7 

angle attached to track and wall. 8 

Horizontal Track: Provide continuous reinforcing angle from curve in track to end of track, 9 

attached to track and supported at points by laterally braced attachments to overhead structural 10 

members. 11 

 12 

Weatherseals: Replaceable, adjustable, continuous, compressible weather-stripping gaskets of flexible 13 

vinyl, rubber, or neoprene fitted to bottom, top, and jambs of door. 14 

 15 

Windows: Manufacturer's standard window units of shape and size and in locations indicated on Drawings. 16 

Set glazing in vinyl, rubber, or neoprene glazing channel. Provide removable stops of same material as 17 

door-section frames. Provide the following glazing: 18 

 19 

Insulating Glass Units:  Manufacturer's standard 5/8-inch thick, gray tinted. 20 

 21 

Hardware: Heavy-duty, corrosion-resistant hardware, with hot-dip galvanized, stainless steel, or other 22 

corrosion-resistant fasteners, to suit door type. 23 

 24 

Hinges: Heavy-duty, galvanized-steel hinges of not less than 0.079-inch nominal coated thickness at 25 

each end stile and at each intermediate stile, in accordance with manufacturer's written 26 

recommendations for door size. 27 

 28 

Attach hinges to door sections through stiles and rails with bolts and lock nuts or lock washers and 29 

nuts. Use rivets or self-tapping fasteners where access to nuts is impossible. 30 

 31 

Rollers: Heavy-duty rollers with steel ball bearings in case-hardened steel races, mounted to suit slope 32 

of track. Extend roller shaft through both hinges where double hinges are required. Match roller-tire 33 

diameter to track width. 34 

 35 

Roller-Tire Material:  Manufacturer's standard. 36 

 37 

Push/Pull Handles: Equip each door with galvanized-steel lifting handles on each side of door, finished 38 

to match door. 39 

 40 

Locking Device: 41 

Safety Interlock Switch: Equip power-operated doors with safety interlock switch to disengage power 42 

supply when door is locked. 43 

 44 

Counterbalance Mechanism: 45 

Torsion Spring: Adjustable-tension torsion springs complying with requirements of DASMA 102 for 46 

number of operation cycles indicated, mounted on torsion shaft. 47 

Cables: Galvanized-steel, multistrand, lifting cables. 48 

Cable Safety Device: Include a spring-loaded steel or bronze cam mounted to bottom door roller 49 

assembly on each side and designed to automatically stop door if lifting cable breaks. 50 

Bracket: Provide anchor support bracket as required to connect stationary end of spring to the wall and 51 

to level the shaft and prevent sag. 52 

Bumper: Provide spring bumper at each horizontal track to cushion door at end of opening operation. 53 

. 54 

Electric Door Operator: Electric door operator assembly of size and capacity recommended by door 55 

manufacturer for door and operation cycles specified, with electric motor and factory-prewired motor 56 
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controls, starter, gear-reduction unit, solenoid-operated brake, clutch, control stations, control devices, 1 

integral gearing for locking door, and accessories required for proper operation. 2 

 3 

Comply with NFPA 70. 4 

Control equipment complying with NEMA ICS 1, NEMA ICS 2, and NEMA ICS 6; with NFPA 70, 5 

Class 2 control circuit, maximum 24 V ac or dc. 6 

Safety: Listed in accordance with UL 325 by a qualified testing agency for commercial or industrial 7 

use. 8 

Usage Classification:  Standard duty, up to 25 cycles per hour and up to 90 cycles per day. 9 

Operator Type:  Manufacturer's standard for door requirements. 10 

Motor: Reversible-type with controller (disconnect switch) for interior, clean, and dry motor exposure. 11 

Use adjustable motor-mounting bases for belt-driven operators. 12 

 13 

Motor Size:  As required to start, accelerate, and operate door in either direction from any 14 

position, at a speed not less than 8 in./sec. and not more than 12 in./sec., without exceeding 15 

nameplate ratings or service factor. 16 

 17 

Limit Switches: Equip motorized door with adjustable switches interlocked with motor controls and set 18 

to automatically stop door at fully opened and fully closed positions. 19 

 20 

Obstruction Detection: Automatic external entrapment protection consisting of automatic safety sensor 21 

capable of protecting full width of door opening. Activation of device immediately stops and 22 

reverses downward door travel. This is to be a light grid system that covers at minimum the 23 

bottom 3’-0” of the door frame. 24 

 25 

Monitored Entrapment Protection:  Photoelectric sensor designed to interface with door-operator 26 

control circuit to detect damage to or disconnection of sensor and complying with requirements 27 

in UL 325. 28 

Unmonitored Entrapment Protection:  Retro-reflective photo sensor. 29 

 30 

Emergency Manual Operation:  Chain type designed so required force for door operation does not 31 

exceed 25 lbf. 32 

Emergency Operation Disconnect Device: Hand-operated disconnect mechanism for automatically 33 

engaging manual operator and releasing brake for emergency manual operation while disconnecting 34 

motor without affecting timing of limit switch. Mount mechanism so it is accessible from floor level. 35 

Include interlock device to automatically prevent motor from operating when emergency operator is 36 

engaged. 37 

Motor Removal: Design operator so motor can be removed without disturbing limit-switch adjustment 38 

and without affecting emergency manual operation. 39 

 40 

Metal Finish: 41 

 42 

Baked-Enamel or Powder-Coat Finish: Manufacturer's standard baked-on finish consisting of prime 43 

coat and thermosetting topcoat. 44 

 45 

Color and Gloss:  As selected by Architect from manufacturer's full range. 46 

 47 

PART 3 - EXECUTION 48 

 49 

INSTALLATION 50 

Install sectional doors and operating equipment complete with necessary hardware, anchors, inserts, 51 

hangers, and equipment supports; in accordance with manufacturer's written instructions. 52 

 53 

Tracks: 54 

 55 
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Fasten vertical track assembly to opening jambs and framing with fasteners spaced not more than 24 1 

inches apart. 2 

Hang horizontal track assembly from structural overhead framing with angles or channel hangers 3 

attached to framing by welding or bolting, or both. Provide sway bracing, diagonal bracing, and 4 

reinforcement as required for rigid installation of track and door-operating equipment. 5 

 6 

Accessibility: Install sectional doors, switches, and controls along accessible routes in compliance with 7 

regulatory requirements for accessibility. 8 

 9 

Power-Operated Doors: Install automatic garage doors openers in accordance with UL 325. 10 

 11 

DEMONSTRATION 12 

Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust, 13 

operate, and maintain sectional doors. 14 

 15 

END OF SECTION 16 
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SECTION 08 71 00 1 

DOOR HARDWARE 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Door hardware for interior doors. 7 

 8 

ACTION SUBMITTALS 9 

Product data. 10 

Samples: For each exposed product in each finish specified. 11 

Door hardware schedule. 12 

Keying schedule. 13 

 14 

CLOSEOUT SUBMITTALS 15 

Maintenance data. 16 

 17 

QUALITY ASSURANCE 18 

Installer Qualifications: Worker trained and experienced in hardware installation. 19 

 20 

WARRANTY 21 

Special Warranty: Manufacturer agrees to repair or replace components of door hardware that fail in 22 

materials or workmanship within specified warranty period. 23 

Warranty Period:  Three years from date of Substantial Completion. 24 

 25 

PART 2 - PRODUCTS 26 

 27 

SOURCE LIMITATIONS 28 

Obtain each type of door hardware from single manufacturer. 29 

 30 

PERFORMANCE REQUIREMENTS 31 

Means of Egress Doors: Latches do not require more than 15 lbf to release the latch. Locks do not require 32 

use of a key, tool, or special knowledge for operation. 33 

 34 

Accessibility Requirements: For door hardware on doors in an accessible route, comply with ICC A117.1. 35 

 36 

HINGES 37 

Hinges: ANSI/BHMA A156.1. 38 

 39 

MECHANICAL LOCKS AND LATCHES 40 

Lock Functions: As indicated in door hardware schedule. 41 

 42 

Lock Backset: 2-3/4 inches unless otherwise indicated. 43 

 44 

Lock Trim: 45 

Levers:  Forged. 46 

Dummy Trim: Match lever lock trim and escutcheons. 47 

 48 

Strikes: Provide manufacturer's standard strike for each lock bolt or latchbolt complying with requirements 49 

indicated for applicable lock or latch and with strike box and curved lip extended to protect frame; finished 50 

to match lock or latch. 51 

Flat-Lip Strikes: For locks with three-piece antifriction latchbolts, as recommended by manufacturer. 52 

 53 

Bored Locks: ANSI/BHMA A156.2, Grade 1, Series 4000. 54 
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 1 

AUXILIARY LOCKS 2 

Bored Auxiliary Locks: ANSI/BHMA A156.36, Grade 1; with strike that suits frame. 3 

 4 

EXIT DEVICES AND AUXILIARY ITEMS 5 

Exit Devices and Auxiliary Items: ANSI/BHMA A156.3. 6 

 7 

LOCK CYLINDERS 8 

Lock Cylinders: Tumbler type, constructed from brass or bronze, stainless steel, or nickel silver. Provide 9 

cylinder from same manufacturer of locking devices. 10 

 11 

Standard Lock Cylinders: ANSI/BHMA A156.5, Grade 1 permanent cores; face finished to match lockset. 12 

Core Type:  Interchangeable. 13 

 14 

KEYING 15 

Keying System: Factory registered, complying with guidelines in ANSI/BHMA A156.28, appendix. 16 

Provide one extra key blank for each lock. Incorporate decisions made in keying conference. 17 

No Master Key System: Only change keys operate cylinders. 18 

Provide three cylinder change keys. 19 

Existing System: Owner may have an existing master key or grand master key system. 20 

 21 

Keys:  Nickel silver. 22 

Stamping: Permanently inscribe each key with a visual key control number and include the following 23 

notation: 24 

Notation:  Information to be furnished by Owner. 25 

 26 

OPERATING TRIM 27 

Operating Trim: ANSI/BHMA A156.6; aluminum or stainless steel unless otherwise indicated. 28 

 29 

SURFACE CLOSERS 30 

Surface Closers: ANSI/BHMA A156.4; rack-and-pinion hydraulic type with adjustable sweep and latch 31 

speeds controlled by key-operated valves and forged-steel main arm. Comply with manufacturer's written 32 

instructions for size of door closers depending on size of door, exposure to weather, and anticipated 33 

frequency of use. Provide factory-sized closers, adjustable to meet field conditions and requirements for 34 

opening force. 35 

 36 

MECHANICAL STOPS AND HOLDERS 37 

Wall Mounted Stops: ANSI/BHMA A156.16. 38 

 39 

METAL PROTECTIVE TRIM UNITS 40 

Metal Protective Trim Units: ANSI/BHMA A156.6; fabricated from 0.050-inch-thick aluminum; with 41 

manufacturer's standard machine or self-tapping screw fasteners. 42 

 43 

AUXILIARY DOOR HARDWARE 44 

Auxiliary Door Hardware: ANSI/BHMA A156.16. 45 

 46 

FINISHES 47 

Provide finishes complying with ANSI/BHMA A156.18 as indicated in door hardware schedule. 48 

 49 

PART 3 - EXECUTION 50 

 51 

INSTALLATION 52 

Mounting Heights: Mount door hardware units at heights to comply with the following unless otherwise 53 

indicated or required to comply with governing regulations. 54 

Wood Doors: DHI's "Recommended Locations for Architectural Hardware for Wood Flush Doors." 55 

 56 
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Install each door hardware item to comply with manufacturer's written instructions. Where cutting and 1 

fitting are required to install door hardware onto or into surfaces that are later to be painted or finished in 2 

another way, coordinate removal, storage, and reinstallation of surface protective trim units with finishing 3 

work. Do not install surface-mounted items until finishes have been completed on substrates involved. 4 

 5 

Hinges: Install types and in quantities indicated in door hardware schedule, but not fewer than the number 6 

recommended by manufacturer for application indicated or one hinge for every 30 inches of door height, 7 

whichever is more stringent, unless other equivalent means of support for door, such as spring hinges or 8 

pivots, are provided. 9 

 10 

Intermediate Offset Pivots: Where offset pivots are indicated, provide intermediate offset pivots in 11 

quantities indicated in door hardware schedule, but not fewer than one intermediate offset pivot per door 12 

and one additional intermediate offset pivot for every 30 inches of door height greater than 90 inches. 13 

 14 

Stops: Provide wall stops as indicated in door hardware schedule.  15 

 16 

ADJUSTING 17 

Initial Adjustment: Adjust and check each operating item of door hardware and each door to ensure proper 18 

operation or function of every unit. Replace units that cannot be adjusted to operate as intended. Adjust 19 

door control devices to compensate for final operation of heating and ventilating equipment and to comply 20 

with referenced accessibility requirements. 21 

 22 

DOOR HARDWARE SCHEDULE 23 

See Plan Set 24 

 25 

END OF SECTION 26 
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SECTION 08 80 00 1 

GLAZING 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

 Glass for overhead doors. 8 

 9 

COORDINATION 10 

Coordinate glazing channel dimensions to provide necessary bite on glass, minimum edge and face 11 

clearances, and adequate sealant thicknesses, with reasonable tolerances to achieve proper safety margins 12 

for glazing retention under each design load case, load case combination, and service condition. 13 

 14 

ACTION SUBMITTALS 15 

Product Data: For each type of product. 16 

 17 

Glass Samples: For each type of glass product other than clear monolithic vision glass; 12 inches square. 18 

 19 

INFORMATIONAL SUBMITTALS 20 

Product Certificates: For glass. 21 

Product test reports. 22 

Sample warranties. 23 

 24 

WARRANTY 25 

Manufacturer's Special Warranty for Insulating Glass: Manufacturer agrees to replace insulating-glass units 26 

that deteriorate within specified warranty period. Deterioration of insulating glass is defined as failure of 27 

hermetic seal under normal use that is not attributed to glass breakage or to maintaining and cleaning 28 

insulating glass contrary to manufacturer's written instructions. Evidence of failure is obstruction of vision 29 

by dust, moisture, or film on interior surfaces of glass. 30 

 31 

Warranty Period:  10 years from date of Substantial Completion. 32 

 33 

PART 2 - PRODUCTS 34 

 35 

PERFORMANCE REQUIREMENTS 36 

Structural Performance: Glazing shall withstand the following design loads within limits and under 37 

conditions indicated determined in accordance with the IBC and ASTM E1300: 38 

 39 

Design Wind Pressures: 115 MPH Exposure C 40 

Thermal Loads: Design glazing to resist thermal stress breakage induced by differential temperature 41 

conditions and limited air circulation within individual glass lites and insulated glazing units. 42 

 43 

Thermal and Optical Performance Properties: Provide glass with performance properties specified, as 44 

indicated in manufacturer's published test data, based on procedures indicated below: 45 

 46 

U-Factors: Center-of-glazing values, in accordance with NFRC 100 and based on most current non-47 

beta version of LBL's WINDOW computer program, expressed as Btu/sq. ft. x h x deg F. 48 

SHGC and Visible Transmittance: Center-of-glazing values, in accordance with NFRC 200 and based 49 

on most current non-beta version of LBL's WINDOW computer program. 50 

Visible Reflectance: Center-of-glazing values, in accordance with NFRC 300.Retain "Acoustic 51 

Performance" Paragraph below to suit Project. 52 
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GLASS PRODUCTS, GENERAL 1 

Glazing Publications: Comply with published recommendations of glass product manufacturers and 2 

organizations below unless more stringent requirements are indicated. See these publications for glazing 3 

terms not otherwise defined in this Section or in referenced standards. 4 

 5 

NGA Publications: "Glazing Manual." 6 

AAMA Publications: AAMA GDSG-1, "Glass Design for Sloped Glazing," and AAMA TIR A7, 7 

"Sloped Glazing Guidelines." 8 

IGMA Publication for Sloped Glazing: IGMA TB-3001, "Guidelines for Sloped Glazing." 9 

IGMA Publication for Insulating Glass: SIGMA TM-3000, "North American Glazing Guidelines for 10 

Sealed Insulating Glass Units for Commercial and Residential Use." 11 

 12 

Insulating-Glass Certification Program: Permanently marked either on spacers or on at least one component 13 

lite of units with appropriate certification label of the IGCC. 14 

 15 

Thickness: Where glass thickness is indicated, it is a minimum. 16 

 17 

Strength: Where annealed float glass is indicated, provide annealed float glass, heat-strengthened float 18 

glass, or fully tempered float glass. Where heat-strengthened float glass is indicated, provide heat-19 

strengthened float glass or fully tempered float glass. Where fully tempered float glass is indicated, provide 20 

fully tempered float glass. 21 

 22 

GLASS PRODUCTS 23 

Tinted Low-E Glass 24 

 25 

INSULATING GLASS 26 

Insulating-Glass Units: Tinted Low-E Glass 27 

 28 

Sealing System: Dual seal, with manufacturer's standard primary and secondary sealants. 29 

Perimeter Spacer:  Manufacturer's standard spacer material and construction . 30 

Desiccant: Molecular sieve or silica gel, or a blend of both. 31 

 32 

GLAZING SEALANTS 33 

General: 34 

 35 

Compatibility: Compatible with one another and with other materials they contact, including glass 36 

products, seals of insulating-glass units, and glazing channel substrates, under conditions of service 37 

and application, as demonstrated by sealant manufacturer based on testing and field experience. 38 

Suitability: Comply with sealant and glass manufacturers' written instructions for selecting glazing 39 

sealants suitable for applications indicated and for conditions existing at time of installation. 40 

Colors of Exposed Glazing Sealants:  As indicated by manufacturer's designations. 41 

 42 

GLAZING TAPES 43 

Back-Bedding Mastic Glazing Tapes: Preformed, butyl-based, 100 percent solids elastomeric tape; 44 

nonstaining and nonmigrating in contact with nonporous surfaces; with or without spacer rod as 45 

recommended in writing by tape and glass manufacturers for application indicated; and complying with 46 

ASTM C1281 and AAMA 800 for products indicated below: 47 

 48 

AAMA 804.3 tape, where indicated. 49 

AAMA 806.3 tape, for glazing applications in which tape is subject to continuous pressure. 50 

AAMA 807.3 tape, for glazing applications in which tape is not subject to continuous pressure. 51 

 52 

Expanded Cellular Glazing Tapes: Closed-cell, PVC foam tapes; factory coated with adhesive on both 53 

surfaces; and complying with AAMA 800 for the following types: 54 

 55 

AAMA 810.1, Type 1, for glazing applications in which tape acts as primary sealant. 56 
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AAMA 810.1, Type 2, for glazing applications in which tape is used in combination with a full bead of 1 

liquid sealant. 2 

 3 

MISCELLANEOUS GLAZING MATERIALS 4 

Cleaners, Primers, and Sealers: Types recommended by sealant or gasket manufacturer. 5 

 6 

PART 3 - EXECUTION 7 

 8 

GLAZING, GENERAL 9 

Comply with combined written instructions of manufacturers of glass, sealants, gaskets, and other glazing 10 

materials, unless more stringent requirements are indicated, including those in referenced glazing 11 

publications. 12 

 13 

Protect glass edges from damage during handling and installation. Remove damaged glass from Project site 14 

and legally dispose of off Project site. Damaged glass includes glass with edge damage or other 15 

imperfections that, when installed, could weaken glass, impair performance, or impair appearance. 16 

 17 

Apply primers to joint surfaces where required for adhesion of sealants, as determined by preconstruction 18 

testing. 19 

 20 

Install setting blocks in sill rabbets, sized and located to comply with referenced glazing publications, 21 

unless otherwise required by glass manufacturer. Set blocks in thin course of compatible sealant suitable 22 

for heel bead. 23 

 24 

Do not exceed edge pressures stipulated by glass manufacturers for installing glass lites. 25 

 26 

Provide spacers for glass lites where length plus width is larger than 50 inches. 27 

 28 

Provide edge blocking where indicated or needed to prevent glass lites from moving sideways in glazing 29 

channel, as recommended in writing by glass manufacturer and in accordance with requirements in 30 

referenced glazing publications. 31 

 32 

TAPE GLAZING 33 

Position tapes on fixed stops so that, when compressed by glass, their exposed edges are flush with or 34 

protrude slightly above sightline of stops. 35 

 36 

Install tapes continuously, but not necessarily in one continuous length. Do not stretch tapes to make them 37 

fit opening. 38 

 39 

Cover vertical framing joints by applying tapes to heads and sills first, then to jambs. Cover horizontal 40 

framing joints by applying tapes to jambs, then to heads and sills. 41 

 42 

Place joints in tapes at corners of opening with adjoining lengths butted together, not lapped. Seal joints in 43 

tapes with compatible sealant approved by tape manufacturer. 44 

 45 

Apply heel bead of elastomeric sealant. 46 

 47 

Center glass lites in openings on setting blocks, and press firmly against tape by inserting dense 48 

compression gaskets formed and installed to lock in place against faces of removable stops. Start gasket 49 

applications at corners and work toward centers of openings. 50 

 51 

Apply cap bead of elastomeric sealant over exposed edge of tape. 52 

 53 

GASKET GLAZING (DRY) 54 

Cut compression gaskets to lengths recommended by gasket manufacturer to fit openings exactly, with 55 

allowance for stretch during installation. 56 
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 1 

Insert soft compression gasket between glass and frame or fixed stop so it is securely in place with joints 2 

miter cut and bonded together at corners. 3 

 4 

Installation with Drive-in Wedge Gaskets: Center glass lites in openings on setting blocks, and press firmly 5 

against soft compression gasket by inserting dense compression gaskets formed and installed to lock in 6 

place against faces of removable stops. Start gasket applications at corners and work toward centers of 7 

openings. Compress gaskets to produce a weathertight seal without developing bending stresses in glass. 8 

Seal gasket joints with sealant recommended in writing by gasket manufacturer. 9 

 10 

Installation with Pressure-Glazing Stops: Center glass lites in openings on setting blocks, and press firmly 11 

against soft compression gasket. Install dense compression gaskets and pressure-glazing stops, applying 12 

pressure uniformly to compression gaskets. Compress gaskets to produce a weathertight seal without 13 

developing bending stresses in glass. Seal gasket joints with sealant recommended in writing by gasket 14 

manufacturer. 15 

 16 

Install gaskets so they protrude past face of glazing stops. 17 

 18 

SEALANT GLAZING (WET) 19 

Install continuous spacers, or spacers combined with cylindrical sealant backing, between glass lites and 20 

glazing stops to maintain glass face clearances and to prevent sealant from extruding into glass channel and 21 

blocking weep systems until sealants cure. Secure spacers or spacers and backings in place and in position 22 

to control depth of installed sealant relative to edge clearance for optimum sealant performance. 23 

 24 

Force sealants into glazing channels to eliminate voids and to ensure complete wetting or bond of sealant to 25 

glass and channel surfaces. 26 

 27 

Tool exposed surfaces of sealants to provide a substantial wash away from glass. 28 

 29 

CLEANING AND PROTECTION 30 

Immediately after installation, remove nonpermanent labels and clean surfaces. 31 

 32 

Protect glass from contact with contaminating substances resulting from construction operations. Examine 33 

glass surfaces adjacent to or below exterior concrete and other masonry surfaces at frequent intervals 34 

during construction, but not less than once a month, for buildup of dirt, scum, alkaline deposits, or stains. 35 

 36 

If, despite such protection, contaminating substances do contact with glass, remove substances 37 

immediately as recommended in writing by glass manufacturer. Remove and replace glass that 38 

cannot be cleaned without damage to coatings. 39 

 40 

Remove and replace glass that is damaged during construction period. 41 

 42 

END OF SECTION 43 
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SECTION 09 29 00 1 

GYPSUM BOARD 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Interior gypsum board. 7 

 8 

ACTION SUBMITTALS 9 

Product data. 10 

 11 

Shop Drawings: Show locations and installation of control and expansion joints, including plans, 12 

elevations, sections, details of components, and attachments to other work. 13 

 14 

Samples: For each texture finish indicated on same backing indicated for Work. 15 

 16 

PART 2 - PRODUCTS 17 

 18 

PERFORMANCE REQUIREMENTS 19 

Fire-Resistance-Rated Assemblies: For fire-resistance-rated assemblies, provide materials and construction 20 

identical to those tested in assembly indicated in accordance with ASTM E119 by an independent testing 21 

agency. 22 

 23 

STC-Rated Assemblies: For STC-rated assemblies, provide materials and construction identical to those 24 

tested in assembly indicated in accordance with ASTM E90 and classified in accordance with ASTM E413 25 

by an independent testing agency. 26 

 27 

GYPSUM BOARD, GENERAL 28 

Size: Provide maximum lengths and widths available that will minimize joints in each area and that 29 

correspond with support system indicated. 30 

 31 

INTERIOR GYPSUM BOARD 32 

Gypsum Wallboard: ASTM C1396/C1396M. 33 

Thickness: 5/8 inch. 34 

Long Edges:  Tapered. 35 

 36 

Gypsum Board, Type X: ASTM C1396/C1396M. 37 

Thickness: 5/8 inch. 38 

Long Edges:  Tapered. 39 

 40 

Mold-Resistant Gypsum Board: ASTM C1396/C1396M. With moisture- and mold-resistant core and paper 41 

surfaces. 42 

Core:  5/8 inch, Type X. 43 

Long Edges: Tapered. 44 

Mold Resistance: ASTM D3273, score of 10 as rated in accordance with ASTM D3274. 45 

 46 

TRIM ACCESSORIES 47 

Interior Trim: ASTM C1047. 48 

Material:  Galvanized or aluminum-coated steel sheet, rolled zinc, plastic, or paper-faced galvanized-49 

steel sheet. 50 

Shapes: 51 

Cornerbead. 52 

Bullnose bead. 53 

LC-Bead: J-shaped; exposed long flange receives joint compound. 54 

L-Bead: L-shaped; exposed long flange receives joint compound. 55 
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U-Bead: J-shaped; exposed short flange does not receive joint compound. 1 

Expansion (control) joint. 2 

 3 

JOINT TREATMENT MATERIALS 4 

General: Comply with ASTM C475/C475M. 5 

 6 

Joint Tape: Paper. 7 

 8 

Joint Compound for Interior Gypsum Board: For each coat, use formulation that is compatible with other 9 

compounds applied on previous or for successive coats. 10 

Prefilling: At open joints and damaged surface areas, use setting-type taping compound. 11 

Embedding and First Coat: For embedding tape and first coat on joints, fasteners, and trim flanges, use 12 

drying-type, all-purpose compound. 13 

Use setting-type compound for installing paper-faced metal trim accessories. 14 

Fill Coat: For second coat, use drying-type, all-purpose compound. 15 

Finish Coat: For third coat, use drying-type, all-purpose compound. 16 

Skim Coat: For final coat of Level 5 finish, use drying-type, all-purpose compound. 17 

 18 

AUXILIARY MATERIALS 19 

Provide auxiliary materials that comply with referenced installation standards and manufacturer's written 20 

instructions. 21 

 22 

Laminating Adhesive: Adhesive or joint compound recommended for directly adhering gypsum panels to 23 

continuous substrate. 24 

 25 

Steel Drill Screws: ASTM C1002 unless otherwise indicated. 26 

Use screws complying with ASTM C954 for fastening panels to steel members from 0.033 to 0.112 27 

inch thick. 28 

For fastening cementitious backer units, use screws of type and size recommended by panel 29 

manufacturer. 30 

 31 

Sound-Attenuation Blankets: ASTM C665, Type I (blankets without membrane facing) produced by 32 

combining thermosetting resins with mineral fibers manufactured from glass, slag wool, or rock wool. 33 

 34 

PART 3 - EXECUTION 35 

 36 

INSTALLATION OF PANELS 37 

Examine panels before installation. Reject panels that are wet, moisture damaged, and mold damaged. 38 

 39 

Comply with ASTM C840. 40 

 41 

Isolate perimeter of gypsum board applied to non-load-bearing partitions at structural abutments. Provide 42 

1/4- to 1/2-inch-wide spaces at these locations and trim edges with edge trim where edges of panels are 43 

exposed. Seal joints between edges and abutting structural surfaces with acoustical sealant. 44 

 45 

For trim with back flanges intended for fasteners, attach to framing with same fasteners used for panels. 46 

Otherwise, attach trim according to manufacturer's written instructions. 47 

 48 

FINISHING OF GYPSUM BOARD 49 

Prefill open joints and damaged surface areas. 50 

 51 

Apply joint tape over gypsum board joints, except for trim products specifically indicated as not intended to 52 

receive tape. 53 

 54 

Gypsum Board Finish Levels: Finish panels to levels indicated below and in accordance with ASTM C840: 55 

Level 1: Ceiling plenum areas, concealed areas, and where indicated. 56 
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Level 4 or better:  At panel surfaces that will be exposed to view unless otherwise indicated. 1 

Primer and its application to surfaces are specified in Section 09 91 23 "Interior Painting." 2 

 3 

PROTECTION 4 

Protect installed products from damage from weather, condensation, direct sunlight, construction, and other 5 

causes during remainder of the construction period. 6 

 7 

Remove and replace panels that are wet, moisture damaged, and mold damaged. 8 

 9 

END OF SECTION 10 
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SECTION 09 30 13 1 

CERAMIC TILING 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: 7 

Porcelain tile. 8 

Setting material. 9 

Grout materials. 10 

 11 

ACTION SUBMITTALS 12 

Product Data: 13 

Porcelain tile. 14 

Setting material. 15 

Grout materials. 16 

 17 

Shop Drawings: Show locations, plans, and elevations, of each type of tile and tile pattern. Show widths, 18 

details, and locations of movement joints in tile substrates and finished tile surfaces. 19 

 20 

Samples: 21 

Full-size units of each type and composition of tile and for each color and finish required. 22 

Full-size units of each type of trim and accessory for each color and finish required. 23 

 24 

INFORMATIONAL SUBMITTALS 25 

Qualification Data: For Installer. 26 

 27 

MAINTENANCE MATERIAL SUBMITTALS 28 

Extra Stock Material: Furnish extra materials, from the same production run, to Owner that match products 29 

installed and that are packaged with protective covering for storage and identified with labels describing 30 

contents. 31 

Tile and Trim Units: Furnish quantity of full-size units equal to 3 percent of amount installed for each 32 

type, composition, color, pattern, and size indicated. 33 

 34 

PART 2 - PRODUCTS 35 

 36 

PRODUCTS, GENERAL 37 

ANSI Ceramic Tile Standard: Provide tile that complies with ANSI A137.1 for types, compositions, and 38 

other characteristics indicated. 39 

 40 

ANSI Standards for Tile Installation Materials: Provide materials complying with ANSI A108.02, ANSI 41 

standards referenced in other Part 2 articles, ANSI standards referenced by TCNA installation methods 42 

specified in tile installation schedules, and other requirements specified. 43 

 44 

PORCELAIN TILE 45 

Porcelain Tile Type:  Unglazed. 46 

Certification: Tile certified by the Porcelain Tile Certification Agency. 47 

Face Size:  6 by 6 inches. 48 

Face Size Variation: Rectified. 49 

Thickness:  5/16 inch. 50 

Product Use Classification:  Interior, Wet (IW). 51 

Physical Properties: Chemical resistant when tested with indicated chemicals in accordance with 52 

ASTM C650. 53 

Tile Color, Glaze, and Pattern:  As selected by Architect from manufacturer's full range. 54 

Grout Color:  As selected by Architect from manufacturer's full range. 55 
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Precoat with temporary protective coating. 1 

 2 

TILE BACKING PANELS 3 

Water-Resistant Gypsum Backing Board: ASTM C1396/C1396M, with manufacturer's standard edges. 4 

Core:  As indicated on Drawings. 5 

 6 

SETTING MATERIALS 7 

Portland Cement Mortar (Thickset) Installation Materials: ANSI A108.02. 8 

Cleavage Membrane: Installer's option of material that complies with ANSI A108.02, paragraph 3.8. 9 

Reinforcing Wire Fabric: Galvanized, welded-wire fabric, 2 by 2 inches by 0.062-inch diameter; 10 

comply with ASTM A1064/A1064M except for minimum wire size. 11 

Expanded Metal Lath: Diamond-mesh lath complying with ASTM C847. 12 

Latex Additive:  Manufacturer's standard water emulsion, serving as replacement for part or all of 13 

gaging water, of type specifically recommended by latex-additive manufacturer for use with field-14 

mixed portland cement and aggregate mortar bed. 15 

 16 

GROUT MATERIALS 17 

Sand-Portland Cement Grout: ANSI A108.10, consisting of white or gray cement and white or colored 18 

aggregate as required to produce color indicated. 19 

 20 

Standard Cement Grout: ANSI A118.6. 21 

 22 

MISCELLANEOUS MATERIALS 23 

Trowelable Underlayments and Patching Compounds: Latex-modified, portland cement-based formulation 24 

provided or approved by manufacturer of tile-setting and adhesive materials for installations indicated. 25 

 26 

Vapor-Retarder Membrane: Polyethylene sheeting, ASTM D4397, 4.0 mils thick. 27 

 28 

Metal Flooring Transitions: Profile designed specifically for flooring applications; height to match tile and 29 

setting-bed thickness. 30 

Description:  L-shaped or Square. 31 

Material and Finish: Metallic or combination of metal and PVC or neoprene base; color-coated 32 

aluminum exposed-edge material. 33 

Color:  As selected by Architect from manufacturer's full range. 34 

 35 

Temporary Protective Coating: Formulated to protect exposed surfaces of tile against adherence of mortar 36 

and grout; compatible with tile, mortar, and grout products and easily removable after grouting is 37 

completed without damaging grout or tile. 38 

 39 

Tile Cleaner: A neutral cleaner capable of removing soil and residue without harming tile and grout 40 

surfaces, specifically approved for materials and installations indicated by tile and grout manufacturers. 41 

 42 

Grout Sealer: Grout manufacturer's standard product for sealing grout joints that does not change color or 43 

appearance of grout. 44 

 45 

PART 3 - EXECUTION 46 

 47 

EXAMINATION 48 

Examine substrates, areas, and conditions where tile will be installed, with Installer present, for compliance 49 

with requirements for installation tolerances and other conditions affecting performance of the Work. 50 

Verify that substrates for setting tile are firm; dry; clean; free of coatings that are incompatible with 51 

tile-setting materials, including curing compounds and other substances that contain soap, wax, oil, 52 

or silicone; and comply with flatness tolerances required by ANSI A108.01 for installations 53 

indicated. 54 

Verify that concrete substrates for tile floors installed with bonded mortar bed comply with surface 55 

finish requirements in ANSI A108.01 for installations indicated. 56 



Alma Fire Station Remodel – Phase 2 

09 30 13 - 3 

 1 

Proceed with installation only after unsatisfactory conditions have been corrected. 2 

 3 

PREPARATION 4 

Remove coatings, including curing compounds or other coatings, that are incompatible with tile-setting 5 

materials. 6 

 7 

Fill cracks, holes, and depressions in concrete substrates for tile floors installed with adhesives or thinset 8 

mortar with trowelable leveling and patching compound specifically recommended by tile-setting material 9 

manufacturer. 10 

 11 

Where indicated, prepare substrates to receive waterproof membrane by applying a reinforced mortar bed 12 

that complies with ANSI A108.1 and is sloped 1/4 inch per foot toward drains. 13 

 14 

Blending: For tile exhibiting color variations, verify that tile has been factory blended and packaged so tile 15 

units taken from one package show same range of colors as those taken from other packages and match 16 

approved Samples. If not factory blended, either return to manufacturer or blend tiles at Project site before 17 

installing. 18 

 19 

Substrate Flatness: 20 

For tile shorter than 15 inches, confirm that structure or substrate is limited to variation of 21 

1/4 inch in 10 ft. from the required plane, and no more than 1/16 inch in 12 inches when measured 22 

from tile surface high points. 23 

For large format tile, tile with at least one edge 15 inches or longer, confirm that structure or substrate 24 

is limited to 1/8 inch in 10 ft. from the required plane, and no more than 1/16 inch in 24 inches when 25 

measured from tile surface high points. 26 

 27 

Field-Applied Temporary Protective Coating: If indicated under tile type or needed to prevent grout from 28 

staining or adhering to exposed tile surfaces, precoat them with continuous film of temporary protective 29 

coating, taking care not to coat unexposed tile surfaces. 30 

 31 

INSTALLATION OF CERAMIC TILE SYSTEM 32 

Install tile backing panels and treat joints in accordance with ANSI A108.11 and manufacturer's written 33 

instructions for type of application indicated. 34 

 35 

Install tile in accordance with TCNA's "Handbook for Ceramic, Glass, and Stone Tile Installation" for 36 

TCNA installation methods specified in tile installation schedules. Comply with parts of ANSI A108 series 37 

that are referenced in TCNA installation methods and specified in tile installation schedules, and apply to 38 

types of setting and grouting materials used. 39 

 40 

Extend tile work into recesses and under or behind equipment and fixtures to form complete covering 41 

without interruptions unless otherwise indicated. Terminate work neatly at obstructions, edges, and corners 42 

without disrupting pattern or joint alignments. 43 

 44 

Accurately form intersections and returns. Perform cutting and drilling of tile without marring visible 45 

surfaces. Carefully grind cut edges of tile abutting trim, finish, or built-in items for straight aligned joints. 46 

Fit tile closely to electrical outlets, piping, fixtures, and other penetrations so plates, collars, or covers 47 

overlap tile. 48 

 49 

Provide manufacturer's standard trim shapes where necessary to eliminate exposed tile edges. (Provide 50 

metal edge at top of base tile on wall). 51 

 52 

Where accent tile differs in thickness from field tile, vary setting-bed thickness so that tiles are flush. 53 

 54 
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Jointing Pattern: Lay tile in grid pattern unless otherwise indicated. Lay out tile work and center tile fields 1 

in both directions in each space or on each wall area. Lay out tile work to minimize use of pieces that are 2 

less than half of a tile. Provide uniform joint widths unless otherwise indicated. 3 

 4 

Metal Flooring Transitions: Install where exposed edge of tile flooring meets carpet, wood, or other 5 

flooring that finishes flush with top of tile. 6 

 7 

Grout Sealer: Apply grout sealer to cementitious grout joints in tile floors in accordance with 8 

manufacturer's written instructions. As soon as sealer has penetrated grout joints, remove excess sealer and 9 

sealer from tile faces by wiping with soft cloth. 10 

 11 

END OF SECTION 12 



Alma Fire Station Remodel – Phase 2 

09 51 23 - 1 

SECTION 09 51 23 1 

ACOUSTICAL TILE CEILINGS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Acoustical tiles, Metal suspension system, and Accessories. 7 

 8 

ACTION SUBMITTALS 9 

Product Data: For each type of product. 10 

Samples: For each exposed product and for each color and texture specified. 11 

 12 

INFORMATIONAL SUBMITTALS 13 

Coordination Drawings: Reflected ceiling plans, drawn to scale, and coordinated with each other, using 14 

input from installers of the items involved. 15 

 16 

Product test reports. 17 

Research reports. 18 

 19 

CLOSEOUT SUBMITTALS 20 

Maintenance data. 21 

 22 

PART 2 - PRODUCTS 23 

 24 

PERFORMANCE REQUIREMENTS 25 

Surface-Burning Characteristics: Comply with ASTM E84; testing by a qualified testing agency. Identify 26 

products with appropriate markings of applicable testing agency. 27 

Flame-Spread Index: Class  C in accordance with ASTM E1264. 28 

Smoke-Developed Index:  450 or less. 29 

 30 

ACOUSTICAL TILES 31 

Acoustical Tile Standard: Manufacturer's standard tiles of configuration indicated that comply with 32 

ASTM E1264. 33 

 Product: USG Vinyl Rock 3260 or equal. 34 

 Color:  White. 35 

 Light Reflectance (LR): 0.83. 36 

 Ceiling Attenuation Class (CAC): 33. 37 

  Noise Reduction Coefficient (NRC): 0.55. 38 

 Edge/Joint Detail:  Tegular edge. 39 

 Thickness:  5/8 inch. 40 

 Modular Size:  24 by 24 inches. 41 

 42 

METAL SUSPENSION SYSTEM 43 

Metal Suspension-System Standard: Manufacturer's standard, direct-hung, fully concealed, metal 44 

suspension system that complies with applicable requirements in ASTM C635/C635M. 45 

 46 

Direct-Hung, Double-Web Suspension System: Main and cross runners roll formed from and capped with 47 

cold-rolled steel sheet, prepainted, electrolytically zinc coated, or hot-dip galvanized, G30 coating 48 

designation. 49 

Structural Classification:  Intermediate-duty system. 50 

Access:  Upward, with initial access openings of size indicated below and located throughout ceiling 51 

within each module formed by main and cross runners, with additional access available by 52 

progressively removing remaining acoustical tiles. 53 

Initial Access Opening: In each module, 24 by 24 inches. 54 
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 1 

ACCESSORIES 2 

Attachment Devices: Size for five times the design load indicated in ASTM C635/C635M, Table 1, "Direct 3 

Hung," unless otherwise indicated. Comply with seismic design requirements. 4 

 5 

METAL EDGE MOLDINGS AND TRIM 6 

Roll-Formed, Sheet-Metal Edge Moldings and Trim: Type and profile indicated or, if not indicated, 7 

manufacturer's standard moldings for edges and penetrations complying with seismic design requirements; 8 

formed from sheet metal of same material, finish, and color as that used for of suspension-system runners. 9 

 10 

PART 3 - EXECUTION 11 

 12 

PREPARATION 13 

Measure each ceiling area and establish layout of acoustical tiles to balance border widths at opposite edges 14 

of each ceiling. Avoid using less-than-half-width tiles at borders unless otherwise indicated. 15 

 16 

Layout openings for penetrations centered on the penetrating items. 17 

 18 

INSTALLATION OF SUSPENDED ACOUSTICAL TILE CEILINGS 19 

Install suspended acoustical tile ceilings in accordance with ASTM C636/C636M and manufacturer's 20 

written instructions. 21 

 22 

Install edge moldings and trim of type indicated at perimeter of acoustical ceiling area and where necessary 23 

to conceal edges of acoustical tiles. 24 

Apply acoustical sealant in a continuous ribbon concealed on back of vertical legs of moldings before 25 

they are installed. 26 

Do not use exposed fasteners, including pop rivets, on moldings and trim. 27 

 28 

Arrange directionally patterned acoustical tiles as indicated on reflected ceiling plans. 29 

 30 

END OF SECTION 31 
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SECTION 09 91 23 1 

INTERIOR PAINTING 2 

PART 1 - GENERAL 3 

 4 

 5 

SUMMARY 6 

Section Includes: 7 

Primers. 8 

Water-based finish coatings. 9 

 10 

ACTION SUBMITTALS 11 

Product Data: For each type of product. 12 

 13 

Samples: For each type of topcoat product. 14 

 15 

Product Schedule: Use same designations indicated on Drawings and in the Interior Painting Schedule to 16 

cross-reference paint systems specified in this Section. Include color designations. 17 

 18 

QUALITY ASSURANCE 19 

Mockups: Apply mockups of each paint system indicated and each color and finish selected to verify 20 

preliminary selections made under Sample submittals and to demonstrate aesthetic effects and set quality 21 

standards for materials and execution. 22 

 23 

PART 2 - PRODUCTS 24 

MANUFACTURERS 25 

Manufacturers: Subject to compliance with requirements, available manufacturers offering products that 26 

may be incorporated into the Work include, but are not limited to the following: 27 

 28 

 Sherwin-Williams Paints 29 

 30 

Products: Subject to compliance with requirements, available products that may be incorporated into the 31 

Work include, but are not limited to products listed in the Interior Painting Schedule for the paint category 32 

indicated. 33 

 34 

PRIMERS 35 

Alkali-Resistant, Water-Based Primer: Water-based primer formulated for use on alkaline surfaces, such as 36 

plaster, vertical concrete, and masonry. 37 

 38 

Interior Latex Primer Sealer: Water-based latex sealer used on new interior plaster, concrete, and gypsum 39 

wallboard surfaces. 40 

 41 

WATER-BASED FINISH COATS 42 

Interior, Latex, Satin: Pigmented, water-based paint for use on primed/sealed interior plaster and gypsum 43 

board, and on primed wood and metals. 44 

 45 

Interior, Pro Industrial Pre-Catalyzed Water Based Epoxy, Eggshell: Pro Industrial Pre-Catalyzed Water 46 

Based Epoxy offers the adhesion, durability and resistance to stains and most cleaning solvents usually 47 

characteristic of two-component water-borne acrylic epoxy products. 48 

 49 

PART 3 - EXECUTION 50 

 51 

EXAMINATION 52 

Verify suitability of substrates, including surface conditions and compatibility, with existing finishes and 53 

primers. 54 

 55 
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Proceed with coating application only after unsatisfactory conditions have been corrected. 1 

 2 

Application of coating indicates acceptance of surfaces and conditions. 3 

 4 

PREPARATION 5 

Comply with manufacturer's written instructions and recommendations applicable to substrates and paint 6 

systems indicated. 7 

 8 

Remove hardware, covers, plates, and similar items already in place that are removable and are not to be 9 

painted. If removal is impractical or impossible because of size or weight of item, provide surface-applied 10 

protection before surface preparation and painting. 11 

 12 

After completing painting operations, use workers skilled in the trades involved to reinstall items that were 13 

removed. Remove surface-applied protection if any. 14 

 15 

INSTALLATION 16 

Apply paints according to manufacturer's written instructions. 17 

 18 

Apply paints to produce surface films without cloudiness, spotting, holidays, laps, brush marks, roller 19 

tracking, runs, sags, ropiness, or other surface imperfections. Cut in sharp lines and color breaks. 20 

 21 

CLEANING AND PROTECTION 22 

After completing paint application, clean spattered surfaces. Remove spattered paints by washing, scraping, 23 

or other methods. Do not scratch or damage adjacent finished surfaces. 24 

 25 

Protect work of other trades against damage from paint application. Correct damage to work of other trades 26 

by cleaning, repairing, replacing, and refinishing, as approved by Architect, and leave in an undamaged 27 

condition. 28 

 29 

At completion of construction activities of other trades, touch up and restore damaged or defaced painted 30 

surfaces. 31 

 32 

END OF SECTION 33 
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SECTION 10 14 23.16 1 

ROOM-IDENTIFICATION PANEL SIGNAGE 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes room-identification signs that are directly attached to the building. 7 

 8 

ACTION SUBMITTALS 9 

Product Data: For each type of product. 10 

Shop Drawings: For room-identification signs. 11 

 12 

Include fabrication and installation details and attachments to other work. 13 

Show sign mounting heights, locations of supplementary supports to be provided by other installers, 14 

and accessories as required. 15 

Show message list, typestyles, graphic elements, including raised characters and Braille, and layout for 16 

each sign at least half size. 17 

 18 

Samples: For each exposed product and for each color and texture specified. 19 

 20 

INFORMATIONAL SUBMITTALS 21 

Sample warranty. 22 

 23 

CLOSEOUT SUBMITTALS 24 

Maintenance data. 25 

 26 

WARRANTY 27 

Special Warranty: Manufacturer agrees to repair or replace components of signs that fail in materials or 28 

workmanship within specified warranty period. 29 

 30 

Warranty Period:  Five years from date of Substantial Completion. 31 

 32 

 33 

PART 2 - PRODUCTS 34 

 35 

PERFORMANCE REQUIREMENTS 36 

Accessibility Standard: Comply with applicable provisions in ICC A117.1. 37 

 38 

ROOM-IDENTIFICATION SIGNS 39 

Room-Identification Sign Insert drawing designation:  Sign with smooth, uniform surfaces; with message 40 

and characters having uniform faces, sharp corners, and precisely formed lines and profiles; and as follows: 41 

 42 

Composite- Face Sheet Thickness:  Manufacturer's standard for size of sign. 43 

Surface-Applied Graphics: Applied vinyl film. 44 

Color(s):  As selected by Architect from manufacturer's full range. 45 

 46 

Sign-Panel Perimeter: Finish edges smooth. 47 

 48 

Edge Condition:  Beveled. 49 

Corner Condition in Elevation:  Rounded. 50 

 51 

Mounting: Manufacturer’s standard method for substrates indicated for a surface mounted to wall type. 52 
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 1 

SIGN MATERIALS 2 

Acrylic Sheet: ASTM D 4802, category as standard with manufacturer for each sign, Type UVF (UV 3 

filtering). 4 

 5 

ACCESSORIES 6 

Fasteners and Anchors: Manufacturer's standard as required for secure anchorage of signs, noncorrosive 7 

and compatible with each material joined, and complying with the following: 8 

 9 

Use concealed fasteners and anchors unless indicated to be exposed. 10 

 11 

Adhesive: As recommended by sign manufacturer. 12 

 13 

Two-Face Tape: Manufacturer's standard high-bond, foam-core tape, 0.045 inch thick, with adhesive on 14 

both sides. 15 

 16 

FABRICATION 17 

General: Provide manufacturer's standard sign assemblies according to requirements indicated. Conceal 18 

connections if possible; otherwise, locate connections where they are inconspicuous. 19 

 20 

PART 3 - EXECUTION 21 

 22 

INSTALLATION 23 

General: Install signs using mounting methods indicated and according to manufacturer's written 24 

instructions. 25 

 26 

Install signs level, plumb, true to line, and at locations and heights indicated, with sign surfaces free of 27 

distortion and other defects in appearance. 28 

Install signs so they do not protrude or obstruct according to the accessibility standard. 29 

Before installation, verify that sign surfaces are clean and free of materials or debris that would impair 30 

installation. 31 

 32 

END OF SECTION 33 
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SECTION 10 28 00 1 

TOILET, BATH, AND LAUNDRY ACCESSORIES 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Private-use washroom, private-use shower room accessories and under-lavatory guards,  7 

 8 

ACTION SUBMITTALS 9 

Product Data: For each type of product. 10 

 11 

Samples: For each exposed product and for each finish specified, full size. 12 

Approved full-size Samples will be returned and may be used in the Work. 13 

 14 

Delegated Design Submittals: For grab bars. 15 

Include structural design calculations indicating compliance with specified structural-performance 16 

requirements. 17 

 18 

INFORMATIONAL SUBMITTALS 19 

Sample warranties. 20 

 21 

CLOSEOUT SUBMITTALS 22 

Maintenance data. 23 

 24 

WARRANTY 25 

Manufacturer's Special Warranty for Mirrors: Manufacturer agrees to repair or replace mirrors that fail in 26 

materials or workmanship within specified warranty period. 27 

 28 

Warranty Period:  10 years from date of Substantial Completion. 29 

 30 

PART 2 - PRODUCTS 31 

 32 

PERFORMANCE REQUIREMENTS 33 

Structural Performance: Design accessories and fasteners to comply with the following requirements: 34 

 35 

Grab Bars: Installed units are able to resist 250 lbf concentrated load applied in any direction and at 36 

any point. 37 

Shower Seats: Installed units are able to resist 360 lbf concentrated load applied in any direction and at 38 

any point. 39 

 40 

PRIVATE-USE WASHROOM ACCESSORIES 41 

Toilet Tissue (Roll) Dispenser: 42 

Description:  Single-roll dispenser. 43 

Mounting:  Surface mounted. 44 

Operation:  Noncontrol delivery with standard spindle. 45 

Capacity: Designed for 4-1/2- or 5-inch- diameter tissue rolls. 46 

Material and Finish:  Satin-finish aluminum bracket with plastic spindle. 47 

 48 

Paper Towel (Folded) Dispenser: 49 

Mounting:  Surface mounted. 50 

Minimum Capacity:  400 C-fold or 525 multifold towels. 51 

Material and Finish:  Stainless steel, ASTM A480/A480M No. 4 finish (satin). 52 

Lockset: None. 53 

Refill Indicator: Pierced slots at sides or front. 54 

 55 
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Waste Receptacle: 1 

Mounting: Freestanding. 2 

Minimum Capacity: 2 gal. 3 

Material and Finish: Plastic. 4 

Liner: None. 5 

 6 

Soap Dispenser: 7 

Description: Designed for manual operation and dispensing soap in liquid or lotion form. 8 

Mounting:  Vertically oriented, surface mounted. 9 

Capacity: 34 oz. 10 

Materials: ABS Plastic and Polystyrene. 11 

Lockset: None. 12 

Refill Indicator: Window type. 13 

 14 

Grab Bar: 15 

Mounting: Flanges with concealed fasteners. 16 

Material: Stainless steel, 0.05 inch thick. 17 

Finish: Smooth, ASTM A480/A480M No. 4 finish (satin). 18 

Outside Diameter:  1-1/2 inches. 19 

Configuration and Length:  As indicated on Drawings G103. 20 

 21 

Mirror Unit: 22 

Frame:  Stainless steel channel. 23 

       Corners:  Manufacturer's standard. 24 

Size:  As indicated on Drawings. 25 

Hangers:  Manufacturer's standard rigid, tamper and theft resistant. 26 

 27 

PRIVATE-USE SHOWER ROOM ACCESSORIES 28 

Shower Curtain Rod : 29 

Description:  1-inch- outside diameter, straight rod. 30 

Configuration:  As indicated on Drawings 31 

Mounting Flanges:  Exposed fasteners; in manufacturer's standard material and finish. 32 

Rod Material and Finish:  Stainless steel, ASTM A480/A480M No. 4 finish (satin). 33 

 34 

Shower Curtain: 35 

Size: Minimum 12 inches wider than opening by 72 inches high. 36 

Material:  Vinyl, minimum 0.006 inch thick, opaque, matte. 37 

Color:  White. 38 

Grommets: Corrosion resistant at minimum 6 inches o.c. through top hem. 39 

Shower Curtain Hooks:  Chrome-plated or stainless steel, spring wire curtain hooks with snap 40 

fasteners, sized to accommodate specified curtain rod. Provide one hook per curtain grommet. 41 

 42 

UNDERLAVATORY GUARDS 43 

Underlavatory Guard: 44 

Description: Insulating pipe covering for supply and drain piping assemblies that prevents direct 45 

contact with and burns from piping; allow service access without removing coverings. 46 

Material and Finish: Antimicrobial, molded plastic, white. 47 

 48 

PART 3 - EXECUTION 49 

 50 

INSTALLATION 51 

Install accessories in accordance with manufacturers' written instructions, using fasteners appropriate to 52 

substrate indicated and recommended by unit manufacturer. Install units level, plumb, and firmly anchored 53 

in locations and at heights indicated. 54 

 55 

Remove temporary labels and protective coatings. 56 
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 1 

Grab Bars: Install to comply with specified structural-performance requirements. 2 

 3 

END OF SECTION 4 
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SECTION 10 44 13 1 

FIRE PROTECTION CABINETS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section Includes: Fire-protection cabinets for portable fire extinguishers. 7 

 8 

ACTION SUBMITTALS 9 

Product Data: For each type of product. 10 

Shop Drawings: For fire-protection cabinets. 11 

 12 

CLOSEOUT SUBMITTALS 13 

Maintenance data. 14 

 15 

COORDINATION 16 

Coordinate size of fire-protection cabinets to ensure that type and capacity of fire extinguishers indicated 17 

are accommodated. 18 

 19 

Coordinate sizes and locations of fire-protection cabinets with wall depths. 20 

 21 

PART 2 - PRODUCTS 22 

 23 

PERFORMANCE REQUIREMENTS 24 

Fire-Rated Fire-Protection Cabinets: Listed and labeled to comply with requirements in ASTM E814 for 25 

fire-resistance rating of walls where they are installed. 26 

 27 

FIRE-PROTECTION CABINET  28 

Fire-Protection Cabinet Type: Suitable for fire extinguisher. 29 

 30 

Cabinet Construction:  Nonrated. 31 

 32 

Cabinet Material:  Cold-rolled steel sheet. 33 

 34 

Semirecessed Cabinet: One-piece combination trim and perimeter door frame overlapping surrounding wall 35 

surface, with exposed trim face and wall return at outer edge (backbend). 36 

 37 

Rolled-Edge Trim:  2-1/2-inch backbend depth. 38 

 39 

Surface-Mounted Cabinet: Cabinet box fully exposed and mounted directly on wall with no trim. 40 

 41 

Cabinet Trim Material:  Steel sheet. 42 

 43 

Door Material:  Steel sheet. 44 

 45 

Door Style:  Fully glazed panel with frame. 46 

 47 

Door Glazing:  Clear float glass. 48 

 49 

Door Hardware: Manufacturer's standard door-operating hardware of proper type for cabinet type, trim 50 

style, and door material and style indicated. 51 

 52 

 53 

 54 

 55 
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Accessories:  1 

Mounting Bracket: Manufacturer's standard steel, designed to secure fire extinguisher to fire-protection 2 

cabinet, of sizes required for types and capacities of fire extinguishers indicated, with plated or baked-3 

enamel finish. 4 

 5 

Identification: Lettering complying with authorities having jurisdiction for letter style, size, spacing, 6 

and location. Locate as directed by Architect. 7 

 8 

Identify fire extinguisher in fire-protection cabinet with the words "FIRE EXTINGUISHER." 9 

 10 

Location: Applied to cabinet door. 11 

Application Process:  Decals. 12 

Lettering Color:  Red. 13 

Materials: 14 

 15 

Cold-Rolled Steel: ASTM A1008/A1008M, Commercial Steel (CS), Type B. 16 

 17 

Finish:  Baked enamel or powder coat. 18 

Color:  As selected by Architect from full range of industry colors and color densities. 19 

 20 

Clear Float Glass: ASTM C1036, Type I, Class 1, Quality q3, 3 mm thick. 21 

 22 

FABRICATION 23 

Fire-Protection Cabinets: Provide manufacturer's standard box (tub) with trim, frame, door, and hardware 24 

to suit cabinet type, trim style, and door style indicated. 25 

 26 

PART 3 - EXECUTION 27 

 28 

INSTALLATION OF FIRE-PROTECTION CABINETS 29 

Prepare recesses for semirecessed fire-protection cabinets as required by type and size of cabinet and trim 30 

style. 31 

 32 

Install fire-protection cabinets in locations and at mounting heights indicated or, if not indicated, at heights 33 

acceptable to authorities having jurisdiction. 34 

 35 

Fire-Protection Cabinets: Fasten cabinets to structure, square and plumb. 36 

 37 

Identification: Apply decals at locations indicated. 38 

 39 

Adjust fire-protection cabinet doors to operate easily without binding. Verify that integral locking devices 40 

operate properly. 41 

 42 

END OF SECTION 43 
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SECTION 10 44 16 1 

FIRE EXTINGUISHERS 2 

 3 

PART 1 - GENERAL 4 

 5 

SUMMARY 6 

Section includes: Portable, hand-carried fire extinguishers. 7 

 8 

ACTION SUBMITTALS 9 

Product Data: For each type of product. 10 

 11 

INFORMATIONAL SUBMITTALS 12 

Warranty: Sample of special warranty. 13 

 14 

CLOSEOUT SUBMITTALS 15 

Operation and maintenance data. 16 

 17 

COORDINATION 18 

Coordinate type and capacity of fire extinguishers with fire-protection cabinets to ensure fit and function. 19 

 20 

WARRANTY 21 

Special Warranty: Manufacturer's standard form in which manufacturer agrees to repair or replace fire 22 

extinguishers that fail in materials or workmanship within specified warranty period. 23 

 24 

Warranty Period:  Six years from date of Substantial Completion. 25 

 26 

PART 2 - PRODUCTS 27 

 28 

PERFORMANCE REQUIREMENTS 29 

NFPA Compliance: Fabricate and label fire extinguishers to comply with NFPA 10, "Portable Fire 30 

Extinguishers." 31 

 32 

Fire Extinguishers: Listed and labeled for type, rating, and classification by an independent testing agency 33 

acceptable to authorities having jurisdiction. 34 

 35 

PORTABLE, HAND-CARRIED FIRE EXTINGUISHERS 36 

Fire Extinguishers: Type, size, and capacity for each fire-protection cabinet indicated. 37 

 38 

Instruction Labels: Include pictorial marking system complying with NFPA 10, Appendix B, and bar 39 

coding for documenting fire-extinguisher location, inspections, maintenance, and recharging. 40 

 41 

Regular Dry-Chemical Type: UL-rated 4-A nominal capacity, with sodium bicarbonate-based dry chemical 42 

in manufacturer's standard enameled container. 43 

 44 

Multipurpose Dry-Chemical Type: UL-rated 4-A nominal capacity, with monoammonium phosphate-based 45 

dry chemical in manufacturer's standard enameled container. 46 

 47 

PART 3 - EXECUTION 48 

 49 

INSTALLATION 50 

Examine fire extinguishers for proper charging and tagging. 51 

 52 

Remove and replace damaged, defective, or undercharged fire extinguishers. 53 

 54 

END OF SECTION 55 
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